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CA16 series datasheets. Manufacturer: AGERE.
	
   	CA16A2CAA	2.5 Gbits/s DWDM transponder with 16-channel 155 Mbits/s multiplexer/demultiplexer. Connector SC. Application: unspecified wavelength(1800 ps-nm) in 160-pin Pigtail low-profile package package. Operational temperature range from 0°C to 65°C.	Datasheet*)
	CA16A2Cnn	2.5 Gbits/s DWDM transponder with 16-channel 155 Mbits/s multiplexer/demultiplexer. Connector SC. Application: specified wavelength(1800 ps-nm) in 160-pin Pigtail low-profile package package. Operational temperature range from 0°C to 65°C.	Datasheet*)
	CA16A2FAA	2.5 Gbits/s DWDM transponder with 16-channel 155 Mbits/s multiplexer/demultiplexer. Connector FC/PC. Application: unspecified wavelength(1800 ps-nm) in 160-pin Pigtail low-profile package package. Operational temperature range from 0°C to 65°C.	Datasheet*)
	CA16A2Fnn	2.5 Gbits/s DWDM transponder with 16-channel 155 Mbits/s multiplexer/demultiplexer. Connector FC/PC. Application: specified wavelength(1800 ps-nm) in 160-pin Pigtail low-profile package package. Operational temperature range from 0°C to 65°C.	Datasheet*)
	CA16B2CAA	2.5 Gbits/s DWDM transponder with 16-channel 155 Mbits/s multiplexer/demultiplexer. Connector SC. Application: unspecified wavelength(3000 ps-nm) in 160-pin Pigtail low-profile package package. Operational temperature range from 0°C to 65°C.	Datasheet*)
	CA16B2Cnn	2.5 Gbits/s DWDM transponder with 16-channel 155 Mbits/s multiplexer/demultiplexer. Connector SC. Application: specified wavelength(3000 ps-nm) in 160-pin Pigtail low-profile package package. Operational temperature range from 0°C to 65°C.	Datasheet*)
	CA16B2FAA	2.5 Gbits/s DWDM transponder with 16-channel 155 Mbits/s multiplexer/demultiplexer. Connector FC/PC. Application: unspecified wavelength(3000 ps-nm) in 160-pin Pigtail low-profile package package. Operational temperature range from 0°C to 65°C.	Datasheet*)
	CA16B2Fnn	2.5 Gbits/s DWDM transponder with 16-channel 155 Mbits/s multiplexer/demultiplexer. Connector FC/PC. Application: specified wavelength(3000 ps-nm) in 160-pin Pigtail low-profile package package. Operational temperature range from 0°C to 65°C.	Datasheet*)
	CA16	CA16-Type 2.5 Gbits/s DWDM Transponder with 16-Channel 155 Mbits/s Multiplexer/Demultiplexer	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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