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W1724 series datasheets. Manufacturer: AGERE.
	
   	W1724CBBAD	Optical amplifier platform, 1724-type erbium-doped fiber amplifier (W series). Po 17.0 dBm. Connector SC/PC. Heat sink: No. in 25-pin -- package. Operational temperature range from 0°C to 65°C.	Datasheet*)
	W1724CBBAH	Optical amplifier platform, 1724-type erbium-doped fiber amplifier (W series). Po 17.0 dBm. Connector SC/PC. Heat sink: No. in 25-pin -- package. Operational temperature range from 0°C to 65°C.	Datasheet*)
	W1724CDDAD	Optical amplifier platform, 1724-type erbium-doped fiber amplifier (W series). Po 17.0 dBm. Connector FC/PC. Heat sink: Yes. in 25-pin -- package. Operational temperature range from 0°C to 65°C.	Datasheet*)
	1724	Optical Amplifier Platform,1724-Type Eribium-Doped Fiber Amplifier(W Series)??	Datasheet*)
	W1724	Optical Amplifier Platform,1724-Type Eribium-Doped Fiber Amplifier(W Series)??	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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