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SMV1204-99 series datasheets. Manufacturer: ALPHA.
	
   	SMV1104-33	Varactor diode in 2-pin SOD-323 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1104-34	Varactor diode in 2-pin SOD-323 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1104-35	Varactor diode in 2-pin SOD-323 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1104-36	Varactor diode in 2-pin SOD-323 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1200-04	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1200-07	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1200-104	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1200-107	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1200-149	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1200-150	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1200-151	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1200-153	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1200-155	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1200-49	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1200-50	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1200-51	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1200-53	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1200-55	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1201-97	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1202-03	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1202-08	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1202-12	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1204-04	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1204-05	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1204-104	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1204-105	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1204-11	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1204-12	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1204-13	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1204-133	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1204-134	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1204-135	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1204-136	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1204-14	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1204-15	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1204-199	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1204-22	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1204-23	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1204-24	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1204-25	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1204-33	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1204-34	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1204-35	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1204-36	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1204-37	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1204-99	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1400-08	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1400-09	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1400-10	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1400-108	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1400-109	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1400-11	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1400-110	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1400-111	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1400-113	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1400-114	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1400-115	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1400-116	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1400-117	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1400-13	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1400-14	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1400-15	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1400-16	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1400-17	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1400-19	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1400-20	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1400-21	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1400-22	Varactor diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1401-98	Varactor diode in 2-pin SOD-323 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1401-99	Varactor diode in 2-pin SOD-323 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SMV1204-99A	12V Vrrm, 2.1pF Capacitance Varactor Diode	Datasheet*)
	SMV1204-99B	12V Vrrm, 2.1pF Capacitance Varactor Diode	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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