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AS2431A1D13 series datasheets. Manufacturer: ASTEC.
	
   	AS2431A1D13	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431A1D7	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431A1DA	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431A1DB	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431A1DT	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431A1LP13	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431A1LP7	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431A1LPA	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431A1LPB	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431A1LPT	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431A1S13	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431A1S7	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431A1SA	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431A1SB	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431A1ST	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431A1VS13	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431A1VS7	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431A1VSA	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431A1VSB	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431A1VST	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431A2D13	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431A2D7	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431A2DA	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431A2DB	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431A2DT	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431A2LP13	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431A2LP7	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431A2LPA	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431A2LPB	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431A2LPT	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431A2S13	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431A2S7	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431A2SA	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431A2SB	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431A2ST	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431A2VS13	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431A2VS7	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431A2VSA	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431A2VSB	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431A2VST	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR25D13	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR25D7	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR25DA	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR25DB	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR25DT	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR25LP13	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR25LP7	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR25LPA	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR25LPB	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR25LPS	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR25LPT	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR25S13	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR25S7	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR25SA	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR25SB	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR25ST	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR25VS13	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR25VS7	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR25VSA	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR25VSB	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR25VST	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR4D13	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR4D7	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR4DA	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR4DB	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR4DT	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR4LP13	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR4LP7	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR4LPA	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR4LPB	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR4LPT	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR4S13	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR4S7	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR4SA	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR4SB	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR4ST	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR4VS13	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR4VS7	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR4VSA	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR4VSB	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR4VST	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR5D13	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR5D7	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR5DA	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR5DB	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR5DS	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR5DT	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR5LP13	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR5LP7	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR5LPA	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR5LPB	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR5LPT	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR5S13	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR5S7	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR5SA	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR5SB	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR5ST	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR5VS13	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR5VS7	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR5VSA	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR5VSB	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431AR5VST	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS2431B1D13	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431B1D7	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431B1DA	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431B1DB	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431B1DT	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431B1LP13	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431B1LP7	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431B1LPA	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431B1LPB	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431B1LPT	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431B1S13	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431B1S7	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431B1SA	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431B1SB	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431B1ST	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431B1VS13	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431B1VS3	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431B1VS7	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431B1VSA	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431B1VSB	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431B1VST	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431B2D13	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431B2D7	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431B2DA	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431B2DB	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431B2DT	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431B2LP13	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431B2LP7	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431B2LPA	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431B2LPB	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431B2LPT	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431B2S13	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431B2S7	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431B2SA	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431B2SB	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431B2ST	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431B2VS13	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431B2VS7	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431B2VSA	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431B2VSB	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431B2VST	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR25D1	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR25D13	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR25D7	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR25DA	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR25DB	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR25DT	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR25LP13	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR25LP7	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR25LPA	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR25LPB	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR25LPT	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR25S13	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR25S7	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR25SA	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR25SA	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR25SB	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR25ST	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR25VS13	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR25VS7	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR25VSA	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR25VSB	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR25VST	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR4D13	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR4D7	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR4DA	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR4DB	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR4DT	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR4LP13	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR4LP7	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR4LPA	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR4LPB	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR4LPT	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR4S13	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR4S7	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR4SA	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR4SB	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR4ST	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR4VS13	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR4VS7	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR4VSA	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR4VSB	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR4VST	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR5D13	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR5D7	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR5DA	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR5DB	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR5DT	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR5LP13	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR5LP7	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR5LPA	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR5LPB	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR5LPT	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR5S13	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR5S7	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR5SA	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR5SB	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR5ST	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR5VS13	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR5VS7	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR5VSA	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR5VSB	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431BR5VST	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS2431C1D13	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431C1D7	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431C1DA	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431C1DB	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431C1DT	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431C1DV	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431C1LP13	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431C1LP7	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431C1LPA	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431C1LPB	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431C1LPT	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431C1S13	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431C1S7	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431C1SA	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431C1SB	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431C1ST	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431C1VS13	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431C1VS7	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431C1VSA	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431C1VSB	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431C1VST	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431C2D13	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431C2D7	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431C2DA	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431C2DB	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431C2DT	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431C2LP13	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431C2LP7	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431C2LPA	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431C2LPB	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431C2LPS	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431C2LPT	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431C2S13	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431C2S7	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431C2SA	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431C2SB	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431C2ST	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431C2VS13	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431C2VS7	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431C2VSA	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431C2VSB	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431C2VST	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR25D13	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR25D7	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR25DA	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR25DB	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR25DT	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR25LP13	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR25LP7	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR25LPA	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR25LPB	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR25LPT	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR25S13	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR25S7	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR25SA	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR25SB	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR25ST	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR25VS13	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR25VS7	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR25VSA	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR25VSB	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR25VST	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR4D13	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR4D7	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR4DA	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR4DB	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR4DT	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR4LP13	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR4LP7	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR4LPA	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR4LPB	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR4LPT	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR4S13	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR4S7	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR4SA	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR4SB	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR4ST	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR4VS13	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR4VS7	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR4VSA	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR4VSB	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR4VST	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR5D13	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR5D7	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR5DA	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR5DB	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR5DT	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR5LP13	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR5LP7	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR5LPA	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR5LPB	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR5LPT	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR5S13	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR5S7	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR5SA	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR5SB	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR5ST	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR5VS13	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR5VS7	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR5VSA	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR5VSB	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431CR5VST	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS2431D1D13	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431D1D7	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431D1DA	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431D1DB	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431D1DT	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431D1LP13	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431D1LP7	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431D1LPA	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431D1LPB	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431D1LPT	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431D1S13	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431D1S7	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431D1SA	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431D1SB	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431D1ST	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431D1VS13	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431D1VS7	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431D1VSA	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431D1VSB	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431D1VST	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431D2D13	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431D2D7	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431D2DA	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431D2DB	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431D2DT	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431D2LP13	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431D2LP7	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431D2LPA	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431D2LPB	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431D2LPT	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431D2S13	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431D2S7	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431D2SA	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431D2SB	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431D2ST	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431D2VS13	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431D2VS7	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431D2VSA	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431D2VSB	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431D2VST	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR25D13	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR25D7	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR25DA	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR25DB	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR25DT	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR25LP13	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR25LP7	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR25LPA	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR25LPB	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR25LPG	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR25LPT	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR25S13	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR25S7	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR25SA	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR25SB	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR25ST	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR25VS13	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR25VS7	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR25VSA	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR25VSB	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR25VSG	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR25VST	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR4D13	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR4D7	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR4DA	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR4DB	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR4DT	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR4LP13	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR4LP7	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR4LPA	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR4LPB	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR4LPT	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR4S13	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR4S7	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR4SA	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR4SB	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR4ST	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR4VS13	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR4VS7	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR4VSA	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR4VSB	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR4VST	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR5D13	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR5D7	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR5DA	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR5DB	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR5DT	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR5LP13	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR5LP7	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR5LPA	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR5LPB	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR5LPT	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR5S13	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR5S7	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR5SA	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR5SB	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR5ST	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR5VS13	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR5VS7	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR5VSA	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR5VSB	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AS2431DR5VST	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
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