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AS431 series datasheets. Manufacturer: ASTEC.
	
   	AS431	Precision temperature compensated reference IC	Datasheet*)
	AS431A1D	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431A1D13	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431A1D7	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431A1DA	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431A1DB	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431A1DBV13	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431A1DBV7	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431A1DBVA	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431A1DBVB	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431A1DBVT	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431A1DT	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431A1LP13	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431A1LP7	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431A1LPA	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431A1LPB	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431A1LPT	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431A1S13	Precision adjustable shunt reference in 5-pin SOT-89 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431A1S7	Precision adjustable shunt reference in 5-pin SOT-89 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431A1SA	Precision adjustable shunt reference in 5-pin SOT-89 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431A1SB	Precision adjustable shunt reference in 5-pin SOT-89 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431A1ST	Precision adjustable shunt reference in 5-pin SOT-89 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431A2D13	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431A2D7	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431A2DA	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431A2DB	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431A2DBV13	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431A2DBV7	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431A2DBVA	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431A2DBVB	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431A2DBVT	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431A2DT	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431A2LP13	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431A2LP7	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431A2LPA	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431A2LPB	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431A2LPT	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431A2S13	Precision adjustable shunt reference in 5-pin SOT-89 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431A2S7	Precision adjustable shunt reference in 5-pin SOT-89 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431A2SA	Precision adjustable shunt reference in 5-pin SOT-89 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431A2SB	Precision adjustable shunt reference in 5-pin SOT-89 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431A2ST	Precision adjustable shunt reference in 5-pin SOT-89 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431AR25D13	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431AR25D7	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431AR25DA	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431AR25DB	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431AR25DBV13	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431AR25DBV7	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431AR25DBVA	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431AR25DBVB	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431AR25DBVT	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431AR25DT	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431AR25LP13	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431AR25LP7	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431AR25LPA	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431AR25LPB	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431AR25LPT	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431AR25S13	Precision adjustable shunt reference in 5-pin SOT-89 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431AR25S7	Precision adjustable shunt reference in 5-pin SOT-89 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431AR25SA	Precision adjustable shunt reference in 5-pin SOT-89 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431AR25SB	Precision adjustable shunt reference in 5-pin SOT-89 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431AR25ST	Precision adjustable shunt reference in 5-pin SOT-89 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431AR5D13	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431AR5D7	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431AR5DA	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431AR5DB	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431AR5DBV13	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431AR5DBV7	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431AR5DBVA	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431AR5DBVB	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431AR5DBVT	Precision adjustable shunt reference in 3-pin SOT-23 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431AR5DT	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431AR5LP13	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431AR5LP7	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431AR5LPA	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431AR5LPB	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431AR5LPT	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431AR5LPV	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431AR5S13	Precision adjustable shunt reference in 5-pin SOT-89 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431AR5S7	Precision adjustable shunt reference in 5-pin SOT-89 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431AR5SA	Precision adjustable shunt reference in 5-pin SOT-89 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431AR5SB	Precision adjustable shunt reference in 5-pin SOT-89 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431AR5ST	Precision adjustable shunt reference in 5-pin SOT-89 package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS431B1D13	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431B1D7	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431B1DA	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431B1DB	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431B1DBV13	Precision adjustable shunt reference in 5-pin SOT-23 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431B1DBV7	Precision adjustable shunt reference in 5-pin SOT-23 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431B1DBVA	Precision adjustable shunt reference in 5-pin SOT-23 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431B1DBVB	Precision adjustable shunt reference in 5-pin SOT-23 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431B1DBVT	Precision adjustable shunt reference in 5-pin SOT-23 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431B1DT	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431B1LP13	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431B1LP7	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431B1LPA	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431B1LPB	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431B1LPT	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431B1S13	Precision adjustable shunt reference in 5-pin SOT-89 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431B1S7	Precision adjustable shunt reference in 5-pin SOT-89 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431B1SA	Precision adjustable shunt reference in 5-pin SOT-89 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431B1SB	Precision adjustable shunt reference in 5-pin SOT-89 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431B1ST	Precision adjustable shunt reference in 5-pin SOT-89 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431B2D13	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431B2D7	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431B2DA	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431B2DB	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431B2DBV13	Precision adjustable shunt reference in 5-pin SOT-23 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431B2DBV7	Precision adjustable shunt reference in 5-pin SOT-23 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431B2DBVA	Precision adjustable shunt reference in 5-pin SOT-23 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431B2DBVB	Precision adjustable shunt reference in 5-pin SOT-23 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431B2DBVT	Precision adjustable shunt reference in 5-pin SOT-23 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431B2DT	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431B2LP13	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431B2LP7	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431B2LPA	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431B2LPB	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431B2LPT	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431B2S13	Precision adjustable shunt reference in 5-pin SOT-89 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431B2S7	Precision adjustable shunt reference in 5-pin SOT-89 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431B2SA	Precision adjustable shunt reference in 5-pin SOT-89 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431B2SB	Precision adjustable shunt reference in 5-pin SOT-89 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431B2ST	Precision adjustable shunt reference in 5-pin SOT-89 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431BR25D13	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431BR25D7	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431BR25DA	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431BR25DB	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431BR25DBV13	Precision adjustable shunt reference in 5-pin SOT-23 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431BR25DBV7	Precision adjustable shunt reference in 5-pin SOT-23 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431BR25DBVA	Precision adjustable shunt reference in 5-pin SOT-23 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431BR25DBVB	Precision adjustable shunt reference in 5-pin SOT-23 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431BR25DBVT	Precision adjustable shunt reference in 5-pin SOT-23 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431BR25DT	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431BR25LP13	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431BR25LP7	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431BR25LPA	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431BR25LPB	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431BR25LPT	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431BR25S13	Precision adjustable shunt reference in 5-pin SOT-89 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431BR25S7	Precision adjustable shunt reference in 5-pin SOT-89 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431BR25SA	Precision adjustable shunt reference in 5-pin SOT-89 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431BR25SB	Precision adjustable shunt reference in 5-pin SOT-89 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431BR25ST	Precision adjustable shunt reference in 5-pin SOT-89 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431BR5D13	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431BR5D7	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431BR5DA	Precision adjustable shunt reference in 8-pin SOJ package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431BR5DB	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431BR5DBV13	Precision adjustable shunt reference in 5-pin SOT-23 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431BR5DBV7	Precision adjustable shunt reference in 5-pin SOT-23 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431BR5DBVA	Precision adjustable shunt reference in 5-pin SOT-23 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431BR5DBVB	Precision adjustable shunt reference in 5-pin SOT-23 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431BR5DBVT	Precision adjustable shunt reference in 5-pin SOT-23 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431BR5DT	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431BR5LP13	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431BR5LP7	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431BR5LPA	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431BR5LPB	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431BR5LPT	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431BR5S13	Precision adjustable shunt reference in 5-pin SOT-89 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431BR5S7	Precision adjustable shunt reference in 5-pin SOT-89 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431BR5SA	Precision adjustable shunt reference in 5-pin SOT-89 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431BR5SB	Precision adjustable shunt reference in 5-pin SOT-89 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431BR5ST	Precision adjustable shunt reference in 5-pin SOT-89 package. Operational temperature range from 0°C to 105°C.	Datasheet*)
	AS431C1D13	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431C1D7	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431C1DA	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431C1DB	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431C1DBV13	Precision adjustable shunt reference in 5-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431C1DBV7	Precision adjustable shunt reference in 5-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431C1DBVA	Precision adjustable shunt reference in 5-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431C1DBVB	Precision adjustable shunt reference in 5-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431C1DBVT	Precision adjustable shunt reference in 5-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431C1DT	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431C1LP13	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431C1LP7	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431C1LPA	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431C1LPB	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431C1LPT	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431C1S13	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431C1S7	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431C1SA	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431C1SB	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431C1ST	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431C2D13	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431C2D24	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431C2D7	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431C2DA	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431C2DB	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431C2DBV13	Precision adjustable shunt reference in 5-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431C2DBV7	Precision adjustable shunt reference in 5-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431C2DBVA	Precision adjustable shunt reference in 5-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431C2DBVB	Precision adjustable shunt reference in 5-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431C2DBVT	Precision adjustable shunt reference in 5-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431C2DT	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431C2LP13	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431C2LP7	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431C2LPA	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431C2LPB	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431C2LPT	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431C2S13	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431C2S7	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431C2SA	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431C2SB	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431C2ST	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431CR25D13	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431CR25D7	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431CR25DA	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431CR25DB	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431CR25DBV13	Precision adjustable shunt reference in 5-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431CR25DBV7	Precision adjustable shunt reference in 5-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431CR25DBVA	Precision adjustable shunt reference in 5-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431CR25DBVB	Precision adjustable shunt reference in 5-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431CR25DBVT	Precision adjustable shunt reference in 5-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431CR25DT	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431CR25LP13	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431CR25LP7	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431CR25LPA	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431CR25LPB	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431CR25LPT	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431CR25LPV	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431CR25S13	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431CR25S7	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431CR25SA	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431CR25SB	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431CR25ST	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431CR5D13	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431CR5D7	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431CR5DA	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431CR5DB	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431CR5DBV13	Precision adjustable shunt reference in 5-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431CR5DBV7	Precision adjustable shunt reference in 5-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431CR5DBVA	Precision adjustable shunt reference in 5-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431CR5DBVB	Precision adjustable shunt reference in 5-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431CR5DBVT	Precision adjustable shunt reference in 5-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431CR5DT	Precision adjustable shunt reference in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431CR5LP13	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431CR5LP7	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431CR5LPA	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431CR5LPB	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431CR5LPT	Precision adjustable shunt reference in 3-pin TO-92 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431CR5S13	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431CR5S7	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431CR5SA	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431CR5SB	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AS431CR5ST	Precision adjustable shunt reference in 3-pin SOT-89 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	There are other manufacturers for this components. For more information please check
  AS431 (ALPHA)
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*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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