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ACM1601 series datasheets. Manufacturer: AZDIS.
	
   	ACM1601B-FEBD-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601B-FEBH-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601B-FEBS-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601B-FEBW-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601B-FEFD-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601B-FEFH-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601B-FEFS-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601B-FEFW-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601B-FEGD-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601B-FEGH-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601B-FEGS-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601B-FEGW-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601B-FEYD-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601B-FEYH-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601B-FEYS-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601B-FEYW-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601B-FLBD-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601B-FLBS-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601B-FLBW-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601B-FLFD-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601B-FLFH-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601B-FLFS-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601B-FLFW-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601B-FLGD-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601B-FLGH-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601B-FLGS-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601B-FLGSD-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601B-FLGW-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601B-FLYD-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601B-FLYH-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601B-FLYS-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601B-FLYW-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601B-NEBD-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601B-NEBH-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601B-NEBS-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601B-NEBW-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601B-NEFD-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601B-NEFH-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601B-NEFS-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601B-NEFW-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601B-NEGD-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601B-NEGH-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601B-NEGS-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601B-NEGW-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601B-NEYD-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601B-NEYH-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601B-NEYS-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601B-NEYW-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601B-NLBD-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601B-NLBH-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601B-NLBS-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601B-NLBW-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601B-NLFD-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601B-NLFH-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601B-NLFS-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601B-NLFW-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601B-NLGD-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601B-NLGH-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601B-NLGS-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601B-NLGW-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601B-NLYD-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601B-NLYH-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601B-NLYS-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601B-NLYW-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601B-REBD-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601B-REBH-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601B-REBS-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601B-REBW-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601B-REFD-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601B-REFH-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601B-REFS-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601B-REFW-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601B-REGD-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601B-REGS-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601B-REGW-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601B-REYD-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601B-REYH-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601B-REYS-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601B-REYW-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601B-RLBD-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601B-RLBH-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601B-RLBS-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601B-RLBW-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601B-RLFD-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601B-RLFH-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601B-RLFS-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601B-RLFW-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601B-RLGD-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601B-RLGH-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601B-RLGS-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601B-RLGW-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601B-RLYD-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601B-RLYH-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601B-RLYS-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601B-RLYW-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601B-FLBH-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601B-REGH-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.55x0.75mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601C-RLBD-T	2.7-5.5V; 16characters x 1lines; dot size:0.55x0.75mm; liquid crystal display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601C-RLBH-T	2.7-5.5V; 16characters x 1lines; dot size:0.55x0.75mm; liquid crystal display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601C-RLBS-T	2.7-5.5V; 16characters x 1lines; dot size:0.55x0.75mm; liquid crystal display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601C-RLBW-T	2.7-5.5V; 16characters x 1lines; dot size:0.55x0.75mm; liquid crystal display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601C-RLFD-T	2.7-5.5V; 16characters x 1lines; dot size:0.55x0.75mm; liquid crystal display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601C-RLFH-T	2.7-5.5V; 16characters x 1lines; dot size:0.55x0.75mm; liquid crystal display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601C-RLFS-T	2.7-5.5V; 16characters x 1lines; dot size:0.55x0.75mm; liquid crystal display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601C-RLFW-T	2.7-5.5V; 16characters x 1lines; dot size:0.55x0.75mm; liquid crystal display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601C-RLGD-T	2.7-5.5V; 16characters x 1lines; dot size:0.55x0.75mm; liquid crystal display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601C-RLGH-T	2.7-5.5V; 16characters x 1lines; dot size:0.55x0.75mm; liquid crystal display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601C-RLGS-T	2.7-5.5V; 16characters x 1lines; dot size:0.55x0.75mm; liquid crystal display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601C-RLGW-T	2.7-5.5V; 16characters x 1lines; dot size:0.55x0.75mm; liquid crystal display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601C-RLTD-T	2.7-5.5V; 16characters x 1lines; dot size:0.55x0.75mm; liquid crystal display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601C-RLTH-T	2.7-5.5V; 16characters x 1lines; dot size:0.55x0.75mm; liquid crystal display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601C-RLTS-T	2.7-5.5V; 16characters x 1lines; dot size:0.55x0.75mm; liquid crystal display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601C-RLTW-T	2.7-5.5V; 16characters x 1lines; dot size:0.55x0.75mm; liquid crystal display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601C-RLYD-T	2.7-5.5V; 16characters x 1lines; dot size:0.55x0.75mm; liquid crystal display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601C-RLYH-T	2.7-5.5V; 16characters x 1lines; dot size:0.55x0.75mm; liquid crystal display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601C-RLYS-T	2.7-5.5V; 16characters x 1lines; dot size:0.55x0.75mm; liquid crystal display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601C-RLYW-T	2.7-5.5V; 16characters x 1lines; dot size:0.55x0.75mm; liquid crystal display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601D-FLBD-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.92x1.10mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601D-FLBH-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.92x1.10mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601D-FLBS-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.92x1.10mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601D-FLBW-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.92x1.10mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601D-FLFD-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.92x1.10mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601D-FLFH-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.92x1.10mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601D-FLFS-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.92x1.10mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601D-FLFW-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.92x1.10mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601D-FLGD-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.92x1.10mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601D-FLGH-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.92x1.10mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601D-FLGS-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.92x1.10mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601D-FLGW-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.92x1.10mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601D-FLYD-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.92x1.10mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601D-FLYH-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.92x1.10mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601D-FLYS-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.92x1.10mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601D-FLYW-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.92x1.10mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601D-NLBD-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.92x1.10mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601D-NLBH-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.92x1.10mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601D-NLBS-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.92x1.10mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601D-NLBW-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.92x1.10mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601D-NLFD-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.92x1.10mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601D-NLFH-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.92x1.10mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601D-NLFS-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.92x1.10mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601D-NLFW-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.92x1.10mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601D-NLGD-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.92x1.10mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601D-NLGH-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.92x1.10mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601D-NLGS-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.92x1.10mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601D-NLGW-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.92x1.10mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601D-NLYD-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.92x1.10mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601D-NLYH-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.92x1.10mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601D-NLYS-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.92x1.10mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601D-NLYW-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.92x1.10mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601D-RLBD-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.92x1.10mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601D-RLBH-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.92x1.10mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601D-RLBS-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.92x1.10mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601D-RLBW-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.92x1.10mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601D-RLFD-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.92x1.10mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601D-RLFH-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.92x1.10mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601D-RLFS-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.92x1.10mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601D-RLFW-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.92x1.10mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601D-RLGD-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.92x1.10mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601D-RLGH-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.92x1.10mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601D-RLGS-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.92x1.10mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601D-RLGW-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.92x1.10mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601D-RLYD-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.92x1.10mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601D-RLYH-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.92x1.10mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601D-RLYS-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.92x1.10mm; AZ display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601D-RLYW-T	0.0-6.5V; 5x7dots with cursor; 16characters x 1lines; dot size:0.92x1.10mm; AZ display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601H-FLBD-T	2.7-5.5V; 16characters x 1lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601H-FLBH-T	2.7-5.5V; 16characters x 2lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601H-FLBS-T	2.7-5.5V; 16characters x 1lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601H-FLBW-T	2.7-5.5V; 16characters x 2lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601H-FLFD-T	2.7-5.5V; 16characters x 1lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601H-FLFH-T	2.7-5.5V; 16characters x 2lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601H-FLFS-T	2.7-5.5V; 16characters x 1lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601H-FLFW-T	2.7-5.5V; 16characters x 2lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601H-FLGD-T	2.7-5.5V; 16characters x 1lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601H-FLGH-T	2.7-5.5V; 16characters x 2lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601H-FLGS-T	2.7-5.5V; 16characters x 1lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601H-FLGW-T	2.7-5.5V; 16characters x 2lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601H-FLTD-T	2.7-5.5V; 16characters x 1lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601H-FLTH-T	2.7-5.5V; 16characters x 2lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601H-FLTS-T	2.7-5.5V; 16characters x 1lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601H-FLTW-T	2.7-5.5V; 16characters x 2lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601H-FLYD-T	2.7-5.5V; 16characters x 1lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601H-FLYH-T	2.7-5.5V; 16characters x 2lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601H-FLYS-T	2.7-5.5V; 16characters x 1lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601H-FLYW-T	2.7-5.5V; 16characters x 2lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601H-NLBD-T	2.7-5.5V; 16characters x 1lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601H-NLBH-T	2.7-5.5V; 16characters x 2lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601H-NLBS-T	2.7-5.5V; 16characters x 1lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601H-NLBW-T	2.7-5.5V; 16characters x 2lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601H-NLFD-T	2.7-5.5V; 16characters x 1lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601H-NLFH-T	2.7-5.5V; 16characters x 2lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601H-NLFS-T	2.7-5.5V; 16characters x 1lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601H-NLFW-T	2.7-5.5V; 16characters x 2lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601H-NLGD-T	2.7-5.5V; 16characters x 1lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601H-NLGH-T	2.7-5.5V; 16characters x 2lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601H-NLGS-T	2.7-5.5V; 16characters x 1lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601H-NLGW-T	2.7-5.5V; 16characters x 2lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601H-NLTD-T	2.7-5.5V; 16characters x 1lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601H-NLTH-T	2.7-5.5V; 16characters x 2lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601H-NLTS-T	2.7-5.5V; 16characters x 1lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601H-NLTW-T	2.7-5.5V; 16characters x 2lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601H-NLYD-T	2.7-5.5V; 16characters x 1lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601H-NLYH-T	2.7-5.5V; 16characters x 2lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601H-NLYS-T	2.7-5.5V; 16characters x 1lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601H-NLYW-T	2.7-5.5V; 16characters x 2lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601H-RLBD-T	2.7-5.5V; 16characters x 1lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601H-RLBH-T	2.7-5.5V; 16characters x 2lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601H-RLBS-T	2.7-5.5V; 16characters x 1lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601H-RLBW-T	2.7-5.5V; 16characters x 2lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601H-RLFD-T	2.7-5.5V; 16characters x 1lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601H-RLFH-T	2.7-5.5V; 16characters x 2lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601H-RLFS-T	2.7-5.5V; 16characters x 1lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601H-RLFW-T	2.7-5.5V; 16characters x 2lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601H-RLGD-T	2.7-5.5V; 16characters x 1lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601H-RLGH-T	2.7-5.5V; 16characters x 2lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601H-RLGS-T	2.7-5.5V; 16characters x 1lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601H-RLGW-T	2.7-5.5V; 16characters x 2lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601H-RLTD-T	2.7-5.5V; 16characters x 1lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601H-RLTH-T	2.7-5.5V; 16characters x 2lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601H-RLTS-T	2.7-5.5V; 16characters x 1lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601H-RLTW-T	2.7-5.5V; 16characters x 2lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601H-RLYD-T	2.7-5.5V; 16characters x 1lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601H-RLYH-T	2.7-5.5V; 16characters x 2lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601H-RLYS-T	2.7-5.5V; 16characters x 1lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from 0°C to 50°C.	Datasheet*)
	ACM1601H-RLYW-T	2.7-5.5V; 16characters x 2lines; dot size:0.92x1.10mm; liquid crystal display Operational temperature range from -20°C to 70°C.	Datasheet*)
	ACM1601B	ACM1601B SERIES LCD MODULE	Datasheet*)
	ACM1601C	SPECIFICATIONS FOR LIQUID CRYSTAL DISPLAY	Datasheet*)
	ACM1601D	ACM1601D SERIES LCD MODULE	Datasheet*)
	ACM1601H	SPECIFICATIONS FOR LIQUID CRYSTAL DISPLAY	Datasheet*)
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