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AZ100LVEL16 series datasheets. Manufacturer: AZMIC.
	
   	AZ100LVEL16VSD	3.0 V-5.5 V, ECL/PECL differential receiver in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AZ100LVEL16VSDR1	3.0 V-5.5 V, ECL/PECL differential receiver in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AZ100LVEL16VSDR2	3.0 V-5.5 V, ECL/PECL differential receiver in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AZ100LVEL16VST	3.0 V-5.5 V, ECL/PECL differential receiver in 8-pin TSSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AZ100LVEL16VSTR1	3.0 V-5.5 V, ECL/PECL differential receiver in 8-pin TSSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AZ100LVEL16VSTR2	3.0 V-5.5 V, ECL/PECL differential receiver in 8-pin TSSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AZ10LVEL16VSD	3.0 V-5.5 V, ECL/PECL differential receiver in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AZ10LVEL16VSDR1	3.0 V-5.5 V, ECL/PECL differential receiver in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AZ10LVEL16VSDR2	3.0 V-5.5 V, ECL/PECL differential receiver in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AZ10LVEL16VST	3.0 V-5.5 V, ECL/PECL differential receiver in 8-pin TSSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AZ10LVEL16VSTR1	3.0 V-5.5 V, ECL/PECL differential receiver in 8-pin TSSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AZ10LVEL16VSTR2	3.0 V-5.5 V, ECL/PECL differential receiver in 8-pin TSSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AZ100LVEL16D	3.0 V-5.5 V, ECL/PECL differential receiver in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AZ100LVEL16DR1	3.0 V-5.5 V, ECL/PECL differential receiver in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AZ100LVEL16DR2	3.0 V-5.5 V, ECL/PECL differential receiver in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AZ100LVEL16T	3.0 V-5.5 V, ECL/PECL differential receiver in 8-pin TSSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AZ100LVEL16TR1	3.0 V-5.5 V, ECL/PECL differential receiver in 8-pin TSSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AZ100LVEL16TR2	3.0 V-5.5 V, ECL/PECL differential receiver in 8-pin TSSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AZ10LVEL16D	3.0 V-5.5 V, ECL/PECL differential receiver in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AZ10LVEL16DR1	3.0 V-5.5 V, ECL/PECL differential receiver in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AZ10LVEL16DR2	3.0 V-5.5 V, ECL/PECL differential receiver in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AZ10LVEL16T	3.0 V-5.5 V, ECL/PECL differential receiver in 8-pin TSSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AZ10LVEL16TR1	3.0 V-5.5 V, ECL/PECL differential receiver in 8-pin TSSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AZ10LVEL16TR2	3.0 V-5.5 V, ECL/PECL differential receiver in 8-pin TSSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AZ100LVEL16VTL	3.0 V-5.5 V, ECL/PECL oscillator gain stage and buffer with selectable enable in 16-pin MLP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AZ100LVEL16VTLR1	3.0 V-5.5 V, ECL/PECL oscillator gain stage and buffer with selectable enable in 16-pin MLP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AZ100LVEL16VTLR2	3.0 V-5.5 V, ECL/PECL oscillator gain stage and buffer with selectable enable in 16-pin MLP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AZ100LVEL16VTNA	3.0 V-5.5 V, ECL/PECL oscillator gain stage and buffer with selectable enable in 8-pin MLP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AZ100LVEL16VTNAR1	3.0 V-5.5 V, ECL/PECL oscillator gain stage and buffer with selectable enable in 8-pin MLP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AZ100LVEL16VTNB	3.0 V-5.5 V, ECL/PECL oscillator gain stage and buffer with selectable enable in 8-pin MLP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AZ100LVEL16VTNBR1	3.0 V-5.5 V, ECL/PECL oscillator gain stage and buffer with selectable enable in 8-pin MLP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AZ100LVEL16VTNC	3.0 V-5.5 V, ECL/PECL oscillator gain stage and buffer with selectable enable in 8-pin MLP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AZ100LVEL16VTNCR1	3.0 V-5.5 V, ECL/PECL oscillator gain stage and buffer with selectable enable in 8-pin MLP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AZ100LVEL16VTX	3.0 V-5.5 V, ECL/PECL oscillator gain stage and buffer with selectable enable Operational temperature range from -40°C to 85°C.	Datasheet*)
	AZ100LVEL16VTMA	3.0 V-5.5 V, ECL/PECL oscillator gain stage and buffer with selectable enable in 8-pin MLP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AZ100LVEL16VTMAR1	3.0 V-5.5 V, ECL/PECL oscillator gain stage and buffer with selectable enable in 8-pin MLP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AZ100LVEL16VTMB	3.0 V-5.5 V, ECL/PECL oscillator gain stage and buffer with selectable enable in 8-pin MLP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AZ100LVEL16VTMBR1	3.0 V-5.5 V, ECL/PECL oscillator gain stage and buffer with selectable enable in 8-pin MLP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AZ100LVEL16VRL	3.0 V-5.5 V, ECL/PECL oscillator gain stage and buffer with selectable enable in 16-pin MLP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AZ100LVEL16VRLR1	3.0 V-5.5 V, ECL/PECL oscillator gain stage and buffer with selectable enable in 16-pin MLP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AZ100LVEL16VRLR2	3.0 V-5.5 V, ECL/PECL oscillator gain stage and buffer with selectable enable in 16-pin MLP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AZ100LVEL16VRX	3.0 V-5.5 V, ECL/PECL oscillator gain stage and buffer with selectable enable Operational temperature range from -40°C to 85°C.	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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