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AM2917 series datasheets. Manufacturer: Advanced Micro Devices (AMD).
	
   	AM2917ADC	V(cc): -0.5 to +7.0V; 100mA; quad three-state bus transceiver with interface logic in 20-pin CerDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM2917ADCB	V(cc): -0.5 to +7.0V; 100mA; quad three-state bus transceiver with interface logic in 20-pin CerDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM2917ADM	V(cc): -0.5 to +7.0V; 100mA; quad three-state bus transceiver with interface logic in 20-pin CerDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM2917ADMB	V(cc): -0.5 to +7.0V; 100mA; quad three-state bus transceiver with interface logic in 20-pin CerDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM2917AFC	V(cc): -0.5 to +7.0V; 100mA; quad three-state bus transceiver with interface logic in 20-pin Flatpak package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM2917AFCB	V(cc): -0.5 to +7.0V; 100mA; quad three-state bus transceiver with interface logic in 20-pin Flatpak package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM2917AFM	V(cc): -0.5 to +7.0V; 100mA; quad three-state bus transceiver with interface logic in 20-pin Flatpak package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM2917AFMB	V(cc): -0.5 to +7.0V; 100mA; quad three-state bus transceiver with interface logic in 20-pin Flatpak package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM2917APC	V(cc): -0.5 to +7.0V; 100mA; quad three-state bus transceiver with interface logic in 20-pin PDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM2917APCB	V(cc): -0.5 to +7.0V; 100mA; quad three-state bus transceiver with interface logic in 20-pin PDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM2917APM	V(cc): -0.5 to +7.0V; 100mA; quad three-state bus transceiver with interface logic in 20-pin PDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM2917APMB	V(cc): -0.5 to +7.0V; 100mA; quad three-state bus transceiver with interface logic in 20-pin PDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM2917AXC	V(cc): -0.5 to +7.0V; 100mA; quad three-state bus transceiver with interface logic Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM2917AXCB	V(cc): -0.5 to +7.0V; 100mA; quad three-state bus transceiver with interface logic Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM2917AXM	V(cc): -0.5 to +7.0V; 100mA; quad three-state bus transceiver with interface logic Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM2917AXMB	V(cc): -0.5 to +7.0V; 100mA; quad three-state bus transceiver with interface logic Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM2917A	QUAD THREE STATE BUS TRANSCEIVER WITH INTERFACE LOGIC	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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