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AM29F200AB-120 series datasheets. Manufacturer: Advanced Micro Devices (AMD).
	
   	AM29F200AB-120EC	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AB-120ECB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AB-120EE	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AB-120EEB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AB-120EI	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AB-120EIB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AB-120FC	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AB-120FCB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AB-120FE	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AB-120FEB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AB-120FI	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AB-120FIB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AB-120SC	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AB-120SCB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AB-120SE	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AB-120SEB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AB-120SI	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AB-120SIB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AB-150EC	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AB-150ECB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AB-150EE	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AB-150EEB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AB-150EI	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AB-150EIB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AB-150FC	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AB-150FCB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AB-150FE	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AB-150FEB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AB-150FI	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AB-150FIB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AB-150SC	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AB-150SCB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AB-150SE	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AB-150SEB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AB-150SI	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AB-150SIB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AB-70EC	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AB-70ECB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AB-70EE	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AB-70EEB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AB-70EI	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AB-70EIB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AB-70FC	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AB-70FCB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AB-70FE	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AB-70FEB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AB-70FI	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AB-70FIB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AB-70SC	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AB-70SCB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AB-70SE	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AB-70SEB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AB-70SI	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AB-70SIB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AB-90EC	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AB-90ECB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AB-90EE	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AB-90EEB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AB-90EI	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AB-90EIB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AB-90FC	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AB-90FCB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AB-90FE	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AB-90FEB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AB-90FI	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AB-90FIB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AB-90SC	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AB-90SCB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AB-90SE	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AB-90SEB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AB-90SI	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AB-90SIB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AS-55EC	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AS-55ECB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AS-55EE	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AS-55EEB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AS-55EI	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AS-55EIB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AS-55FC	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AS-55FCB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AS-55FE	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AS-55FEB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AS-55FI	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AS-55FIB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AS-55SC	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AS-55SCB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AS-55SE	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AS-55SEB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AS-55SI	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AS-55SIB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AT-120EC	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AT-120ECB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AT-120EE	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AT-120EEB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AT-120EI	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AT-120EIB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AT-120FC	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AT-120FCB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AT-120FE	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AT-120FEB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AT-120FI	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AT-120FIB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AT-120SC	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AT-120SCB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AT-120SE	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AT-120SEB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AT-120SI	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AT-120SIB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AT-150EC	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AT-150ECB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AT-150EE	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AT-150EEB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AT-150EI	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AT-150EIB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AT-150FC	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AT-150FCB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AT-150FE	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AT-150FEB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AT-150FI	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AT-150FIB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AT-150SC	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AT-150SCB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AT-150SE	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AT-150SEB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AT-150SI	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AT-150SIB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AT-55EC	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AT-55ECB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AT-55EE	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AT-55EEB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AT-55EI	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AT-55EIB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AT-55FC	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AT-55FCB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AT-55FE	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AT-55FEB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AT-55FI	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AT-55FIB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AT-55SC	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AT-55SCB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AT-55SE	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AT-55SEB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AT-55SI	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AT-55SIB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AT-70EC	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AT-70ECB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AT-70EE	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AT-70EEB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AT-70EI	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AT-70EIB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AT-70FC	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AT-70FCB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AT-70FE	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AT-70FEB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AT-70FI	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AT-70FIB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AT-70SC	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AT-70SCB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AT-70SE	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AT-70SEB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AT-70SI	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AT-70SIB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AT-90EC	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AT-90ECB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AT-90EE	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AT-90EEB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AT-90EI	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AT-90EIB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AT-90FC	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AT-90FCB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AT-90FE	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AT-90FEB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AT-90FI	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AT-90FIB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AT-90SC	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AT-90SCB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AT-90SE	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AT-90SEB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AT-90SI	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AT-90SIB	2 megabit CMOS 5.0 volt-only boot sector flash memory in 44-pin SO package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AB-120DGC1	4 megabit CMOS 5.0 volt-only, uniform sector flash memory Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AB-120DGE1	4 megabit CMOS 5.0 volt-only, uniform sector flash memory Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AB-120DGI1	4 megabit CMOS 5.0 volt-only, uniform sector flash memory Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AB-120DPC1	4 megabit CMOS 5.0 volt-only, uniform sector flash memory Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AB-120DPE1	4 megabit CMOS 5.0 volt-only, uniform sector flash memory Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AB-120DPI1	4 megabit CMOS 5.0 volt-only, uniform sector flash memory Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AB-120DTC1	4 megabit CMOS 5.0 volt-only, uniform sector flash memory Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AB-120DTE1	4 megabit CMOS 5.0 volt-only, uniform sector flash memory Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AB-120DTI1	4 megabit CMOS 5.0 volt-only, uniform sector flash memory Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AB-120DWC1	4 megabit CMOS 5.0 volt-only, uniform sector flash memory Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AB-120DWE1	4 megabit CMOS 5.0 volt-only, uniform sector flash memory Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AB-120DWI1	4 megabit CMOS 5.0 volt-only, uniform sector flash memory Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AB-90DGC1	2 megabit CMOS 5.0 volt-only, sectored flash memory Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AB-90DGE1	2 megabit CMOS 5.0 volt-only, sectored flash memory Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AB-90DGI1	2 megabit CMOS 5.0 volt-only, sectored flash memory Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AB-90DPC1	2 megabit CMOS 5.0 volt-only, sectored flash memory Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AB-90DPE1	2 megabit CMOS 5.0 volt-only, sectored flash memory Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AB-90DPI1	2 megabit CMOS 5.0 volt-only, sectored flash memory Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AB-90DTC1	2 megabit CMOS 5.0 volt-only, sectored flash memory Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AB-90DTE1	2 megabit CMOS 5.0 volt-only, sectored flash memory Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AB-90DTI1	2 megabit CMOS 5.0 volt-only, sectored flash memory Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AB-90DWC1	2 megabit CMOS 5.0 volt-only, sectored flash memory Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AB-90DWE1	2 megabit CMOS 5.0 volt-only, sectored flash memory Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AB-90DWI1	2 megabit CMOS 5.0 volt-only, sectored flash memory Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AT-120DGC1	4 megabit CMOS 5.0 volt-only, uniform sector flash memory Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AT-120DGE1	4 megabit CMOS 5.0 volt-only, uniform sector flash memory Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AT-120DGI1	4 megabit CMOS 5.0 volt-only, uniform sector flash memory Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AT-120DPC1	4 megabit CMOS 5.0 volt-only, uniform sector flash memory Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AT-120DPE1	4 megabit CMOS 5.0 volt-only, uniform sector flash memory Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AT-120DPI1	4 megabit CMOS 5.0 volt-only, uniform sector flash memory Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AT-120DTC1	4 megabit CMOS 5.0 volt-only, uniform sector flash memory Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AT-120DTE1	4 megabit CMOS 5.0 volt-only, uniform sector flash memory Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AT-120DTI1	4 megabit CMOS 5.0 volt-only, uniform sector flash memory Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AT-120DWC1	4 megabit CMOS 5.0 volt-only, uniform sector flash memory Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AT-120DWE1	4 megabit CMOS 5.0 volt-only, uniform sector flash memory Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AT-120DWI1	4 megabit CMOS 5.0 volt-only, uniform sector flash memory Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AT-90DGC1	2 megabit CMOS 5.0 volt-only, sectored flash memory Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AT-90DGE1	2 megabit CMOS 5.0 volt-only, sectored flash memory Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AT-90DGI1	2 megabit CMOS 5.0 volt-only, sectored flash memory Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AT-90DPC1	2 megabit CMOS 5.0 volt-only, sectored flash memory Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AT-90DPE1	2 megabit CMOS 5.0 volt-only, sectored flash memory Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AT-90DPI1	2 megabit CMOS 5.0 volt-only, sectored flash memory Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AT-90DTC1	2 megabit CMOS 5.0 volt-only, sectored flash memory Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AT-90DTE1	2 megabit CMOS 5.0 volt-only, sectored flash memory Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AT-90DTI1	2 megabit CMOS 5.0 volt-only, sectored flash memory Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29F200AT-90DWC1	2 megabit CMOS 5.0 volt-only, sectored flash memory Operational temperature range from 0°C to 70°C.	Datasheet*)
	AM29F200AT-90DWE1	2 megabit CMOS 5.0 volt-only, sectored flash memory Operational temperature range from -55°C to 125°C.	Datasheet*)
	AM29F200AT-90DWI1	2 megabit CMOS 5.0 volt-only, sectored flash memory Operational temperature range from -40°C to 85°C.	Datasheet*)
	Am29F200AB-120DGC	2 Megabit (256 K x 8-Bit/128 K x 16-Bit) CMOS 5.0 Volt-only, Sectored Flash Memory-Die Revision 1	Datasheet*)
	Am29F200AB-120DGE	2 Megabit (256 K x 8-Bit/128 K x 16-Bit) CMOS 5.0 Volt-only, Sectored Flash Memory-Die Revision 1	Datasheet*)
	Am29F200AB-120DGI	2 Megabit (256 K x 8-Bit/128 K x 16-Bit) CMOS 5.0 Volt-only, Sectored Flash Memory-Die Revision 1	Datasheet*)
	Am29F200AB-120DPC	2 Megabit (256 K x 8-Bit/128 K x 16-Bit) CMOS 5.0 Volt-only, Sectored Flash Memory-Die Revision 1	Datasheet*)
	Am29F200AB-120DPE	2 Megabit (256 K x 8-Bit/128 K x 16-Bit) CMOS 5.0 Volt-only, Sectored Flash Memory-Die Revision 1	Datasheet*)
	Am29F200AB-120DPI	2 Megabit (256 K x 8-Bit/128 K x 16-Bit) CMOS 5.0 Volt-only, Sectored Flash Memory-Die Revision 1	Datasheet*)
	Am29F200AB-120DTC	2 Megabit (256 K x 8-Bit/128 K x 16-Bit) CMOS 5.0 Volt-only, Sectored Flash Memory-Die Revision 1	Datasheet*)
	Am29F200AB-120DTE	2 Megabit (256 K x 8-Bit/128 K x 16-Bit) CMOS 5.0 Volt-only, Sectored Flash Memory-Die Revision 1	Datasheet*)
	Am29F200AB-120DTI	2 Megabit (256 K x 8-Bit/128 K x 16-Bit) CMOS 5.0 Volt-only, Sectored Flash Memory-Die Revision 1	Datasheet*)
	Am29F200AB-120DWC	2 Megabit (256 K x 8-Bit/128 K x 16-Bit) CMOS 5.0 Volt-only, Sectored Flash Memory-Die Revision 1	Datasheet*)
	Am29F200AB-120DWE	2 Megabit (256 K x 8-Bit/128 K x 16-Bit) CMOS 5.0 Volt-only, Sectored Flash Memory-Die Revision 1	Datasheet*)
	Am29F200AB-120DWI	2 Megabit (256 K x 8-Bit/128 K x 16-Bit) CMOS 5.0 Volt-only, Sectored Flash Memory-Die Revision 1	Datasheet*)
	Am29F200AB-90DGC	2 Megabit (256 K x 8-Bit/128 K x 16-Bit) CMOS 5.0 Volt-only, Sectored Flash Memory-Die Revision 1	Datasheet*)
	Am29F200AB-90DGE	2 Megabit (256 K x 8-Bit/128 K x 16-Bit) CMOS 5.0 Volt-only, Sectored Flash Memory-Die Revision 1	Datasheet*)
	Am29F200AB-90DGI	2 Megabit (256 K x 8-Bit/128 K x 16-Bit) CMOS 5.0 Volt-only, Sectored Flash Memory-Die Revision 1	Datasheet*)
	Am29F200AB-90DPC	2 Megabit (256 K x 8-Bit/128 K x 16-Bit) CMOS 5.0 Volt-only, Sectored Flash Memory-Die Revision 1	Datasheet*)
	Am29F200AB-90DPE	2 Megabit (256 K x 8-Bit/128 K x 16-Bit) CMOS 5.0 Volt-only, Sectored Flash Memory-Die Revision 1	Datasheet*)
	Am29F200AB-90DPI	2 Megabit (256 K x 8-Bit/128 K x 16-Bit) CMOS 5.0 Volt-only, Sectored Flash Memory-Die Revision 1	Datasheet*)
	Am29F200AB-90DTC	2 Megabit (256 K x 8-Bit/128 K x 16-Bit) CMOS 5.0 Volt-only, Sectored Flash Memory-Die Revision 1	Datasheet*)
	Am29F200AB-90DTE	2 Megabit (256 K x 8-Bit/128 K x 16-Bit) CMOS 5.0 Volt-only, Sectored Flash Memory-Die Revision 1	Datasheet*)
	Am29F200AB-90DTI	2 Megabit (256 K x 8-Bit/128 K x 16-Bit) CMOS 5.0 Volt-only, Sectored Flash Memory-Die Revision 1	Datasheet*)
	Am29F200AB-90DWC	2 Megabit (256 K x 8-Bit/128 K x 16-Bit) CMOS 5.0 Volt-only, Sectored Flash Memory-Die Revision 1	Datasheet*)
	Am29F200AB-90DWE	2 Megabit (256 K x 8-Bit/128 K x 16-Bit) CMOS 5.0 Volt-only, Sectored Flash Memory-Die Revision 1	Datasheet*)
	Am29F200AB-90DWI	2 Megabit (256 K x 8-Bit/128 K x 16-Bit) CMOS 5.0 Volt-only, Sectored Flash Memory-Die Revision 1	Datasheet*)
	Am29F200AT-120DGC	2 Megabit (256 K x 8-Bit/128 K x 16-Bit) CMOS 5.0 Volt-only, Sectored Flash Memory-Die Revision 1	Datasheet*)
	Am29F200AT-120DGE	2 Megabit (256 K x 8-Bit/128 K x 16-Bit) CMOS 5.0 Volt-only, Sectored Flash Memory-Die Revision 1	Datasheet*)
	Am29F200AT-120DGI	2 Megabit (256 K x 8-Bit/128 K x 16-Bit) CMOS 5.0 Volt-only, Sectored Flash Memory-Die Revision 1	Datasheet*)
	Am29F200AT-120DPC	2 Megabit (256 K x 8-Bit/128 K x 16-Bit) CMOS 5.0 Volt-only, Sectored Flash Memory-Die Revision 1	Datasheet*)
	Am29F200AT-120DPE	2 Megabit (256 K x 8-Bit/128 K x 16-Bit) CMOS 5.0 Volt-only, Sectored Flash Memory-Die Revision 1	Datasheet*)
	Am29F200AT-120DPI	2 Megabit (256 K x 8-Bit/128 K x 16-Bit) CMOS 5.0 Volt-only, Sectored Flash Memory-Die Revision 1	Datasheet*)
	Am29F200AT-120DTC	2 Megabit (256 K x 8-Bit/128 K x 16-Bit) CMOS 5.0 Volt-only, Sectored Flash Memory-Die Revision 1	Datasheet*)
	Am29F200AT-120DTE	2 Megabit (256 K x 8-Bit/128 K x 16-Bit) CMOS 5.0 Volt-only, Sectored Flash Memory-Die Revision 1	Datasheet*)
	Am29F200AT-120DTI	2 Megabit (256 K x 8-Bit/128 K x 16-Bit) CMOS 5.0 Volt-only, Sectored Flash Memory-Die Revision 1	Datasheet*)
	Am29F200AT-120DWC	2 Megabit (256 K x 8-Bit/128 K x 16-Bit) CMOS 5.0 Volt-only, Sectored Flash Memory-Die Revision 1	Datasheet*)
	Am29F200AT-120DWE	2 Megabit (256 K x 8-Bit/128 K x 16-Bit) CMOS 5.0 Volt-only, Sectored Flash Memory-Die Revision 1	Datasheet*)
	Am29F200AT-120DWI	2 Megabit (256 K x 8-Bit/128 K x 16-Bit) CMOS 5.0 Volt-only, Sectored Flash Memory-Die Revision 1	Datasheet*)
	Am29F200AT-90DGC	2 Megabit (256 K x 8-Bit/128 K x 16-Bit) CMOS 5.0 Volt-only, Sectored Flash Memory-Die Revision 1	Datasheet*)
	Am29F200AT-90DGE	2 Megabit (256 K x 8-Bit/128 K x 16-Bit) CMOS 5.0 Volt-only, Sectored Flash Memory-Die Revision 1	Datasheet*)
	Am29F200AT-90DGI	2 Megabit (256 K x 8-Bit/128 K x 16-Bit) CMOS 5.0 Volt-only, Sectored Flash Memory-Die Revision 1	Datasheet*)
	Am29F200AT-90DPC	2 Megabit (256 K x 8-Bit/128 K x 16-Bit) CMOS 5.0 Volt-only, Sectored Flash Memory-Die Revision 1	Datasheet*)
	Am29F200AT-90DPE	2 Megabit (256 K x 8-Bit/128 K x 16-Bit) CMOS 5.0 Volt-only, Sectored Flash Memory-Die Revision 1	Datasheet*)
	Am29F200AT-90DPI	2 Megabit (256 K x 8-Bit/128 K x 16-Bit) CMOS 5.0 Volt-only, Sectored Flash Memory-Die Revision 1	Datasheet*)
	Am29F200AT-90DTC	2 Megabit (256 K x 8-Bit/128 K x 16-Bit) CMOS 5.0 Volt-only, Sectored Flash Memory-Die Revision 1	Datasheet*)
	Am29F200AT-90DTE	2 Megabit (256 K x 8-Bit/128 K x 16-Bit) CMOS 5.0 Volt-only, Sectored Flash Memory-Die Revision 1	Datasheet*)
	Am29F200AT-90DTI	2 Megabit (256 K x 8-Bit/128 K x 16-Bit) CMOS 5.0 Volt-only, Sectored Flash Memory-Die Revision 1	Datasheet*)
	Am29F200AT-90DWC	2 Megabit (256 K x 8-Bit/128 K x 16-Bit) CMOS 5.0 Volt-only, Sectored Flash Memory-Die Revision 1	Datasheet*)
	Am29F200AT-90DWE	2 Megabit (256 K x 8-Bit/128 K x 16-Bit) CMOS 5.0 Volt-only, Sectored Flash Memory-Die Revision 1	Datasheet*)
	Am29F200AT-90DWI	2 Megabit (256 K x 8-Bit/128 K x 16-Bit) CMOS 5.0 Volt-only, Sectored Flash Memory-Die Revision 1	Datasheet*)
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