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Am29LV320 series datasheets. Manufacturer: Advanced Micro Devices (AMD).
	
   	AM29LV320MB100EI	100ns; V(cc): -0.5 to +4V; 32 megabit (2M x 16-bit / 4M x 8-bit) MirrorBit 3.0V-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29LV320MB100PCI	100ns; V(cc): -0.5 to +4V; 32 megabit (2M x 16-bit / 4M x 8-bit) MirrorBit 3.0V-only boot sector flash memory in 64-pin FBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29LV320MB100REI	100ns; V(cc): -0.5 to +4V; 32 megabit (2M x 16-bit / 4M x 8-bit) MirrorBit 3.0V-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29LV320MB100RPCI	100ns; V(cc): -0.5 to +4V; 32 megabit (2M x 16-bit / 4M x 8-bit) MirrorBit 3.0V-only boot sector flash memory in 64-pin FBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29LV320MB100RWCI	100ns; V(cc): -0.5 to +4V; 32 megabit (2M x 16-bit / 4M x 8-bit) MirrorBit 3.0V-only boot sector flash memory in 48-pin FBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29LV320MB100WCI	100ns; V(cc): -0.5 to +4V; 32 megabit (2M x 16-bit / 4M x 8-bit) MirrorBit 3.0V-only boot sector flash memory in 48-pin FBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29LV320MB110EI	110ns; V(cc): -0.5 to +4V; 32 megabit (2M x 16-bit / 4M x 8-bit) MirrorBit 3.0V-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29LV320MB110PCI	110ns; V(cc): -0.5 to +4V; 32 megabit (2M x 16-bit / 4M x 8-bit) MirrorBit 3.0V-only boot sector flash memory in 64-pin FBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29LV320MB110REI	110ns; V(cc): -0.5 to +4V; 32 megabit (2M x 16-bit / 4M x 8-bit) MirrorBit 3.0V-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29LV320MB110RPCI	110ns; V(cc): -0.5 to +4V; 32 megabit (2M x 16-bit / 4M x 8-bit) MirrorBit 3.0V-only boot sector flash memory in 64-pin FBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29LV320MB110RWCI	110ns; V(cc): -0.5 to +4V; 32 megabit (2M x 16-bit / 4M x 8-bit) MirrorBit 3.0V-only boot sector flash memory in 48-pin FBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29LV320MB110WCI	110ns; V(cc): -0.5 to +4V; 32 megabit (2M x 16-bit / 4M x 8-bit) MirrorBit 3.0V-only boot sector flash memory in 48-pin FBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29LV320MB120EI	120ns; V(cc): -0.5 to +4V; 32 megabit (2M x 16-bit / 4M x 8-bit) MirrorBit 3.0V-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29LV320MB120PCI	120ns; V(cc): -0.5 to +4V; 32 megabit (2M x 16-bit / 4M x 8-bit) MirrorBit 3.0V-only boot sector flash memory in 64-pin FBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29LV320MB120REI	120ns; V(cc): -0.5 to +4V; 32 megabit (2M x 16-bit / 4M x 8-bit) MirrorBit 3.0V-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29LV320MB120RPCI	120ns; V(cc): -0.5 to +4V; 32 megabit (2M x 16-bit / 4M x 8-bit) MirrorBit 3.0V-only boot sector flash memory in 64-pin FBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29LV320MB120RWCI	120ns; V(cc): -0.5 to +4V; 32 megabit (2M x 16-bit / 4M x 8-bit) MirrorBit 3.0V-only boot sector flash memory in 48-pin FBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29LV320MB120WCI	120ns; V(cc): -0.5 to +4V; 32 megabit (2M x 16-bit / 4M x 8-bit) MirrorBit 3.0V-only boot sector flash memory in 48-pin FBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29LV320MB90REI	90ns; V(cc): -0.5 to +4V; 32 megabit (2M x 16-bit / 4M x 8-bit) MirrorBit 3.0V-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29LV320MB90RPCI	90ns; V(cc): -0.5 to +4V; 32 megabit (2M x 16-bit / 4M x 8-bit) MirrorBit 3.0V-only boot sector flash memory in 64-pin FBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29LV320MB90RWCI	90ns; V(cc): -0.5 to +4V; 32 megabit (2M x 16-bit / 4M x 8-bit) MirrorBit 3.0V-only boot sector flash memory in 48-pin FBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29LV320MT100EI	100ns; V(cc): -0.5 to +4V; 32 megabit (2M x 16-bit / 4M x 8-bit) MirrorBit 3.0V-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29LV320MT100PCI	100ns; V(cc): -0.5 to +4V; 32 megabit (2M x 16-bit / 4M x 8-bit) MirrorBit 3.0V-only boot sector flash memory in 64-pin FBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29LV320MT100REI	100ns; V(cc): -0.5 to +4V; 32 megabit (2M x 16-bit / 4M x 8-bit) MirrorBit 3.0V-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29LV320MT100RPCI	100ns; V(cc): -0.5 to +4V; 32 megabit (2M x 16-bit / 4M x 8-bit) MirrorBit 3.0V-only boot sector flash memory in 64-pin FBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29LV320MT100RWCI	100ns; V(cc): -0.5 to +4V; 32 megabit (2M x 16-bit / 4M x 8-bit) MirrorBit 3.0V-only boot sector flash memory in 48-pin FBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29LV320MT100WCI	100ns; V(cc): -0.5 to +4V; 32 megabit (2M x 16-bit / 4M x 8-bit) MirrorBit 3.0V-only boot sector flash memory in 48-pin FBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29LV320MT110EI	110ns; V(cc): -0.5 to +4V; 32 megabit (2M x 16-bit / 4M x 8-bit) MirrorBit 3.0V-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29LV320MT110PCI	110ns; V(cc): -0.5 to +4V; 32 megabit (2M x 16-bit / 4M x 8-bit) MirrorBit 3.0V-only boot sector flash memory in 64-pin FBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29LV320MT110REI	110ns; V(cc): -0.5 to +4V; 32 megabit (2M x 16-bit / 4M x 8-bit) MirrorBit 3.0V-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29LV320MT110RPCI	110ns; V(cc): -0.5 to +4V; 32 megabit (2M x 16-bit / 4M x 8-bit) MirrorBit 3.0V-only boot sector flash memory in 64-pin FBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29LV320MT110RWCI	110ns; V(cc): -0.5 to +4V; 32 megabit (2M x 16-bit / 4M x 8-bit) MirrorBit 3.0V-only boot sector flash memory in 48-pin FBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29LV320MT110WCI	110ns; V(cc): -0.5 to +4V; 32 megabit (2M x 16-bit / 4M x 8-bit) MirrorBit 3.0V-only boot sector flash memory in 48-pin FBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29LV320MT120EI	120ns; V(cc): -0.5 to +4V; 32 megabit (2M x 16-bit / 4M x 8-bit) MirrorBit 3.0V-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29LV320MT120PCI	120ns; V(cc): -0.5 to +4V; 32 megabit (2M x 16-bit / 4M x 8-bit) MirrorBit 3.0V-only boot sector flash memory in 64-pin FBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29LV320MT120REI	120ns; V(cc): -0.5 to +4V; 32 megabit (2M x 16-bit / 4M x 8-bit) MirrorBit 3.0V-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29LV320MT120RPCI	120ns; V(cc): -0.5 to +4V; 32 megabit (2M x 16-bit / 4M x 8-bit) MirrorBit 3.0V-only boot sector flash memory in 64-pin FBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29LV320MT120RWCI	120ns; V(cc): -0.5 to +4V; 32 megabit (2M x 16-bit / 4M x 8-bit) MirrorBit 3.0V-only boot sector flash memory in 48-pin FBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29LV320MT120WCI	120ns; V(cc): -0.5 to +4V; 32 megabit (2M x 16-bit / 4M x 8-bit) MirrorBit 3.0V-only boot sector flash memory in 48-pin FBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29LV320MT90REI	90ns; V(cc): -0.5 to +4V; 32 megabit (2M x 16-bit / 4M x 8-bit) MirrorBit 3.0V-only boot sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29LV320MT90RPCI	90ns; V(cc): -0.5 to +4V; 32 megabit (2M x 16-bit / 4M x 8-bit) MirrorBit 3.0V-only boot sector flash memory in 64-pin FBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AM29LV320MT90RWCI	90ns; V(cc): -0.5 to +4V; 32 megabit (2M x 16-bit / 4M x 8-bit) MirrorBit 3.0V-only boot sector flash memory in 48-pin FBGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	Am29LV320D	32 Megabit (4 M x 8-Bit/2 M x 16-Bit) CMOS 3.0 Volt-only, Boot Sector Flash Memory	Datasheet*)
	AM29LV320DB120	32 Megabit (4 M x 8-Bit/2 M x 16-Bit) CMOS 3.0 Volt-only, Boot Sector Flash Memory	Datasheet*)
	Am29LV320DB90	32 Megabit (4 M x 8-Bit/2 M x 16-Bit) CMOS 3.0 Volt-only, Boot Sector Flash Memory	Datasheet*)
	AM29LV320DB90R	32 Megabit (4 M x 8-Bit/2 M x 16-Bit) CMOS 3.0 Volt-only, Boot Sector Flash Memory	Datasheet*)
	AM29LV320DT120	32 Megabit (4 M x 8-Bit/2 M x 16-Bit) CMOS 3.0 Volt-only, Boot Sector Flash Memory	Datasheet*)
	Am29LV320DT90	32 Megabit (4 M x 8-Bit/2 M x 16-Bit) CMOS 3.0 Volt-only, Boot Sector Flash Memory	Datasheet*)
	Am29LV320DT90EC	32 Megabit (4 M x 8-Bit/2 M x 16-Bit) CMOS 3.0 Volt-only, Boot Sector Flash Memory	Datasheet*)
	Am29LV320DT90ED	32 Megabit (4 M x 8-Bit/2 M x 16-Bit) CMOS 3.0 Volt-only, Boot Sector Flash Memory	Datasheet*)
	Am29LV320DT90EF	32 Megabit (4 M x 8-Bit/2 M x 16-Bit) CMOS 3.0 Volt-only, Boot Sector Flash Memory	Datasheet*)
	Am29LV320DT90EI	32 Megabit (4 M x 8-Bit/2 M x 16-Bit) CMOS 3.0 Volt-only, Boot Sector Flash Memory	Datasheet*)
	AM29LV320DT90R	32 Megabit (4 M x 8-Bit/2 M x 16-Bit) CMOS 3.0 Volt-only, Boot Sector Flash Memory	Datasheet*)
	Am29LV320MT	32 Megabit (2 M x 16-Bit/4 M x 8-Bit) MirrorBit 3.0 Volt-only Boot Sector Flash Memory	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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