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BD795 series datasheets. Manufacturer: Advanced Semiconductor, Inc.
	
   	BD795	45V Vcbo, 8.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 150°C.	Datasheet*)
	BD797	60V Vcbo, 8.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 150°C.	Datasheet*)
	BD799	80V Vcbo, 8.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 150°C.	Datasheet*)
	BD801	100V Vcbo, 8.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 150°C.	Datasheet*)
	BDX10	100V Vcbo, 15A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	BDX13	50V Vcbo, 15A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	BDY29	100V Vcbo, 30A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	BDY37	160V Vcbo, 16A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	BDY37A	160V Vcbo, 16A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	BDY55	100V Vcbo, 15A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	BDY56	180V Vcbo, 15A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	BDY57	120V Vcbo, 30A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	BDY58	160V Vcbo, 30A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	BU204	2.5A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 125°C.	Datasheet*)
	BU205	2.5A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 125°C.	Datasheet*)
	BU207	5.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 115°C.	Datasheet*)
	BU208	5.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 125°C.	Datasheet*)
	BU208A	5.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 115°C.	Datasheet*)
	BUX10A	170V Vcbo, 25A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	BUX11	250V Vcbo, 20A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	BUX12	300V Vcbo, 20A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	BUX13	400V Vcbo, 15A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 200°C.	Datasheet*)
	BUX14	500V Vcbo, 10A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	BUX15	600V Vcbo, 10A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	BUX16	250V Vcbo, 5.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	BUX16A	325V Vcbo, 5.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	BUX16B	375V Vcbo, 5.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	BUX16C	425V Vcbo, 5.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	There are other manufacturers for this components. For more information please check
  BD795 (GESS)
 BD795 (Harris Semiconductor)
 BD795 (Intersil Corp.)
 BD795 (ISKRA)
 BD795 (Motorola)
 BD795 (National Semiconductor)



  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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