

	
   			
      			
	
         
         
          
         

        
	


     
		
	
      			



     


  
	
   	
      	
	


      	
         
          
          
           		
             		


            

          


        


      	
	
	
	
	
	
	
	


      	
	
         	
               
                More than
4 307 195 
components listed               
           
	
         
         
          
         

        


        


     			


  	
   	
      
     
	
 



 


    
ACT-SF128K32N-26P1 series datasheets. Manufacturer: Aeroflex Inc..
	
   	ACT-SF128K32N-26P1C	High speed 128K x 32 SRAM / 128K x 32 FLASH multichip module. Speed 25(SRAM) / 60(FLASH) ns . in 66-pin PGA-Type package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ACT-SF128K32N-26P1I	High speed 128K x 32 SRAM / 128K x 32 FLASH multichip module. Speed 25(SRAM) / 60(FLASH) ns . in 66-pin PGA-Type package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ACT-SF128K32N-26P1M	High speed 128K x 32 SRAM / 128K x 32 FLASH multichip module. Speed 25(SRAM) / 60(FLASH) ns . in 66-pin PGA-Type package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	ACT-SF128K32N-26P1Q	High speed 128K x 32 SRAM / 128K x 32 FLASH multichip module. Speed 25(SRAM) / 60(FLASH) ns. MIL-PRF-38534 compliant/SMD. in 66-pin PGA-Type package.	Datasheet*)
	ACT-SF128K32N-26P1T	High speed 128K x 32 SRAM / 128K x 32 FLASH multichip module. Speed 25(SRAM) / 60(FLASH) ns . in 66-pin PGA-Type package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	ACT-SF128K32N-37P1C	High speed 128K x 32 SRAM / 128K x 32 FLASH multichip module. Speed 35(SRAM) / 70(FLASH) ns. in 66-pin PGA-Type package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ACT-SF128K32N-37P1I	High speed 128K x 32 SRAM / 128K x 32 FLASH multichip module. Speed 35(SRAM) / 70(FLASH) ns. in 66-pin PGA-Type package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ACT-SF128K32N-37P1M	High speed 128K x 32 SRAM / 128K x 32 FLASH multichip module. Speed 35(SRAM) / 70(FLASH) ns. in 66-pin PGA-Type package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	ACT-SF128K32N-37P1Q	High speed 128K x 32 SRAM / 128K x 32 FLASH multichip module. Speed 35(SRAM) / 70(FLASH) ns. MIL-PRF-38534 compliant/SMD. in 66-pin PGA-Type package.	Datasheet*)
	ACT-SF128K32N-37P1T	High speed 128K x 32 SRAM / 128K x 32 FLASH multichip module. Speed 35(SRAM) / 70(FLASH) ns. in 66-pin PGA-Type package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	ACT-SF128K32N-39P1C	High speed 128K x 32 SRAM / 128K x 32 FLASH multichip module. Speed 35(SRAM) / 90(FLASH) ns. in 66-pin PGA-Type package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ACT-SF128K32N-39P1I	High speed 128K x 32 SRAM / 128K x 32 FLASH multichip module. Speed 35(SRAM) / 90(FLASH) ns. in 66-pin PGA-Type package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ACT-SF128K32N-39P1M	High speed 128K x 32 SRAM / 128K x 32 FLASH multichip module. Speed 35(SRAM) / 90(FLASH) ns. in 66-pin PGA-Type package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	ACT-SF128K32N-39P1Q	High speed 128K x 32 SRAM / 128K x 32 FLASH multichip module. Speed 35(SRAM) / 90(FLASH) ns. MIL-PRF-38534 compliant/SMD. in 66-pin PGA-Type package.	Datasheet*)
	ACT-SF128K32N-39P1T	High speed 128K x 32 SRAM / 128K x 32 FLASH multichip module. Speed 35(SRAM) / 90(FLASH) ns. in 66-pin PGA-Type package. Operational temperature range from -55°C to 125°C.	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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