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A1321 series datasheets. Manufacturer: Allegro MicroSystems, Inc..
	
   	A1321ELH	Ratiometric linear hall effect sensor for high-temperature operation. in 3-pin Surface mount package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	A1321EUA	Ratiometric linear hall effect sensor for high-temperature operation. in 3-pin SIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	A1321LLH	Ratiometric linear hall effect sensor for high-temperature operation. in 3-pin Surface mount package. Operational temperature range from -40°C to 150°C.	Datasheet*)
	A1321LUA	Ratiometric linear hall effect sensor for high-temperature operation. in 3-pin SIP package. Operational temperature range from -40°C to 150°C.	Datasheet*)
	A1322ELH	Ratiometric linear hall effect sensor for high-temperature operation. in 3-pin Surface mount package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	A1322EUA	Ratiometric linear hall effect sensor for high-temperature operation. in 3-pin SIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	A1322LLH	Ratiometric linear hall effect sensor for high-temperature operation. in 3-pin Surface mount package. Operational temperature range from -40°C to 150°C.	Datasheet*)
	A1322LUA	Ratiometric linear hall effect sensor for high-temperature operation. in 3-pin SIP package. Operational temperature range from -40°C to 150°C.	Datasheet*)
	A1323ELH	Ratiometric linear hall effect sensor for high-temperature operation. in 3-pin Surface mount package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	A1323EUA	Ratiometric linear hall effect sensor for high-temperature operation. in 3-pin SIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	A1323LLH	Ratiometric linear hall effect sensor for high-temperature operation. in 3-pin Surface mount package. Operational temperature range from -40°C to 150°C.	Datasheet*)
	A1323LUA	Ratiometric linear hall effect sensor for high-temperature operation. in 3-pin SIP package. Operational temperature range from -40°C to 150°C.	Datasheet*)
	A1321	Ratiometric Linear Hall Effect Sensor for High-Temperature Operation	Datasheet*)
	A1322	Ratiometric Linear Hall Effect Sensor for High-Temperature Operation	Datasheet*)
	A1323	Ratiometric Linear Hall Effect Sensor for High-Temperature Operation	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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