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AS4C14400-40 series datasheets. Manufacturer: Alliance Semiconductor Corp..
	
   	AS4C14400-40JC	1M-bit ? 4 CMOS DRAM fast page mode, single 5V power supply, 40ns in 20-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS4C14400-40TC	1M-bit ? 4 CMOS DRAM fast page mode, single 5V power supply, 40ns in 20-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS4C14400-50JC	1M-bit ? 4 CMOS DRAM fast page mode, single 5V power supply, 50ns in 20-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS4C14400-50TC	1M-bit ÷ 4 CMOS DRAM fast page mode, single 5V power supply, 50ns in 20-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS4C14400-60JC	1M-bit ? 4 CMOS DRAM fast page mode, single 5V power supply, 60ns in 20-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS4C14400-60TC	1M-bit ? 4 CMOS DRAM fast page mode, single 5V power supply, 60ns in 20-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS4C14400-70JC	1M-bit ? 4 CMOS DRAM fast page mode, single 5V power supply, 70ns in 20-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS4C14400-70TC	1M-bit ? 4 CMOS DRAM fast page mode, single 5V power supply, 70ns in 20-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS4C14405-40JC	1M-bit ÷ 4 CMOS DRAM EDO, single 5V power supply, 40ns in 20-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS4C14405-40TC	1M-bit ? 4 CMOS DRAM EDO, single 5V power supply, 40ns in 20-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS4C14405-50JC	1M-bit ? 4 CMOS DRAM EDO, single 5V power supply, 50ns in 20-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS4C14405-50TC	1M-bit ? 4 CMOS DRAM EDO, single 5V power supply, 50ns in 20-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS4C14405-60JC	1M-bit ? 4 CMOS DRAM EDO, single 5V power supply, 60ns in 20-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS4C14405-60TC	1M-bit ? 4 CMOS DRAM EDO, single 5V power supply, 60ns in 20-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS4C14405-70JC	1M-bit ? 4 CMOS DRAM EDO, single 5V power supply, 70ns in 20-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	AS4C14405-70TC	1M-bit ? 4 CMOS DRAM EDO, single 5V power supply, 70ns in 20-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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