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AD5204BN10 series datasheets. Manufacturer: Analog Devices.
	
   	AD5204BN10	4-channel digital potentiometer, 10KOhm in 24-pin PDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AD5204BN100	4-channel digital potentiometer, 100KOhm in 24-pin PDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AD5204BN50	4-channel digital potentiometer, 50KOhm in 24-pin PDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AD5204BR10	4-channel digital potentiometer, 10KOhm in 24-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AD5204BR100	4-channel digital potentiometer, 100KOhm in 24-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AD5204BR50	4-channel digital potentiometer, 50KOhm in 24-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AD5204BRU10	4-channel digital potentiometer, 10KOhm in 24-pin TSSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AD5204BRU10-REEL7	4-Channel, 256-Position Digital Potentiometer in 24-pin package.	Datasheet*)
	AD5204BRU100	4-channel digital potentiometer, 100KOhm in 24-pin TSSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AD5204BRU100-REEL7	4-Channel, 256-Position Digital Potentiometer in 24-pin package.	Datasheet*)
	AD5204BRU10Z-REEL7	4-Channel, 256-Position Digital Potentiometer in 24-pin package.	Datasheet*)
	AD5204BRU50	4-channel digital potentiometer, 50KOhm in 24-pin TSSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AD5204BRU50-REEL7	4-Channel, 256-Position Digital Potentiometer in 24-pin package.	Datasheet*)
	AD5204BRU50Z-REEL7	4-Channel, 256-Position Digital Potentiometer in 24-pin package.	Datasheet*)
	AD5204BRUZ10	4-Channel, 256-Position Digital Potentiometer in 24-pin package.	Datasheet*)
	AD5204BRUZ10-REEL7	4-Channel, 256-Position Digital Potentiometer in 24-pin package.	Datasheet*)
	AD5204BRUZ100	4-Channel, 256-Position Digital Potentiometer in 24-pin package.	Datasheet*)
	AD5204BRUZ100-R7	4-Channel, 256-Position Digital Potentiometer in 24-pin package.	Datasheet*)
	AD5204BRUZ50	4-Channel, 256-Position Digital Potentiometer in 24-pin package.	Datasheet*)
	AD5204BRUZ50-REEL7	4-Channel, 256-Position Digital Potentiometer in 24-pin package.	Datasheet*)
	AD5204BRZ10	4-Channel, 256-Position Digital Potentiometer in 24-pin package.	Datasheet*)
	AD5204BRZ100	4-Channel, 256-Position Digital Potentiometer in 24-pin package.	Datasheet*)
	AD5204BRZ100-REEL	4-Channel, 256-Position Digital Potentiometer in 24-pin package.	Datasheet*)
	AD5204BRZ50	4-Channel, 256-Position Digital Potentiometer in 24-pin package.	Datasheet*)
	AD5204BRZ50-REEL	4-Channel, 256-Position Digital Potentiometer in 24-pin package.	Datasheet*)
	AD5206BN10	6-channel digital potentiometer, 10KOhm in 24-pin PDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AD5206BN100	6-channel digital potentiometer, 100KOhm in 24-pin PDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AD5206BN50	6-channel digital potentiometer, 50KOhm in 24-pin PDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AD5206BR10	6-channel digital potentiometer, 10KOhm in 24-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AD5206BR100	6-channel digital potentiometer, 100KOhm in 24-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AD5206BR50	6-channel digital potentiometer, 50KOhm in 24-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AD5206BRU10	6-channel digital potentiometer, 10KOhm in 24-pin TSSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AD5206BRU10-REEL7	6-Channel, 256-Position Digital Potentiometer in 24-pin package.	Datasheet*)
	AD5206BRU100	6-channel digital potentiometer, 100KOhm in 24-pin TSSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AD5206BRU100-REEL7	6-Channel, 256-Position Digital Potentiometer in 24-pin package.	Datasheet*)
	AD5206BRU50	6-channel digital potentiometer, 50KOhm in 24-pin TSSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AD5206BRU50-REEL7	6-Channel, 256-Position Digital Potentiometer in 24-pin package.	Datasheet*)
	AD5206BRUZ10	6-Channel, 256-Position Digital Potentiometer in 24-pin package.	Datasheet*)
	AD5206BRUZ10-RL7	6-Channel, 256-Position Digital Potentiometer in 24-pin package.	Datasheet*)
	AD5206BRUZ100	6-Channel, 256-Position Digital Potentiometer in 24-pin package.	Datasheet*)
	AD5206BRUZ100-RL7	6-Channel, 256-Position Digital Potentiometer in 24-pin package.	Datasheet*)
	AD5206BRUZ50	6-Channel, 256-Position Digital Potentiometer in 24-pin package.	Datasheet*)
	AD5206BRUZ50-REEL7	6-Channel, 256-Position Digital Potentiometer in 24-pin package.	Datasheet*)
	AD5206BRZ10	6-Channel, 256-Position Digital Potentiometer in 24-pin package.	Datasheet*)
	AD5206BRZ10-REEL	6-Channel, 256-Position Digital Potentiometer in 24-pin package.	Datasheet*)
	AD5206BRZ10-RL7	6-Channel, 256-Position Digital Potentiometer in 24-pin package.	Datasheet*)
	AD5206BRZ100	6-Channel, 256-Position Digital Potentiometer in 24-pin package.	Datasheet*)
	AD5206BRZ50	6-Channel, 256-Position Digital Potentiometer in 24-pin package.	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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