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AD8531 series datasheets. Manufacturer: Analog Devices.
	
   	AD8531	Low Cost, 250 mA Output Single-Supply Amplifiers	Datasheet*)
	AD8532	Low Cost, 250 mA Output Dual-Supply Amplifiers	Datasheet*)
	AD8534	Low Cost, 250 mA Output Quad-Supply Amplifiers	Datasheet*)
	AD8531AKS	7V; low, 250mA output single-supply amplifier. For multimedia audio, LCD driver in 5-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AD8531AR	7V; low, 250mA output single-supply amplifier. For multimedia audio, LCD driver in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AD8531ART	7V; low, 250mA output single-supply amplifier. For multimedia audio, LCD driver in 5-pin SOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AD8532AN	7V; low, 250mA output single-supply amplifier. For multimedia audio, LCD driver in 8-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AD8532AR	7V; low, 250mA output single-supply amplifier. For multimedia audio, LCD driver in 8-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AD8532ARM	7V; low, 250mA output single-supply amplifier. For multimedia audio, LCD driver in 8-pin MSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AD8532ARU	7V; low, 250mA output single-supply amplifier. For multimedia audio, LCD driver in 8-pin TSSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AD8534AN	7V; low, 250mA output single-supply amplifier. For multimedia audio, LCD driver in 14-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AD8534AR	7V; low, 250mA output single-supply amplifier. For multimedia audio, LCD driver in 14-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AD8534ARU	7V; low, 250mA output single-supply amplifier. For multimedia audio, LCD driver in 14-pin TSSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	AD8531AKS-R2	Low Cost, 250 mA Output Single-Supply Amplifiers in 5-pin package.	Datasheet*)
	AD8531AKS-REEL7	Low Cost, 250 mA Output Single-Supply Amplifiers in 5-pin package.	Datasheet*)
	AD8531AKSZ-R2	Low Cost, 250 mA Output Single-Supply Amplifiers in 5-pin package.	Datasheet*)
	AD8531AKSZ-REEL7	Low Cost, 250 mA Output Single-Supply Amplifiers in 5-pin package.	Datasheet*)
	AD8531AR-REEL	Low Cost, 250 mA Output Single-Supply Amplifiers in 8-pin package.	Datasheet*)
	AD8531ART-REEL	Low Cost, 250 mA Output Single-Supply Amplifiers in 5-pin package.	Datasheet*)
	AD8531ART-REEL7	Low Cost, 250 mA Output Single-Supply Amplifiers in 5-pin package.	Datasheet*)
	AD8531ARTZ-REEL	Low Cost, 250 mA Output Single-Supply Amplifiers in 5-pin package.	Datasheet*)
	AD8531ARTZ-REEL7	Low Cost, 250 mA Output Single-Supply Amplifiers in 5-pin package.	Datasheet*)
	AD8531ARZ	Low Cost, 250 mA Output Single-Supply Amplifiers in 8-pin package.	Datasheet*)
	AD8531ARZ-REEL	Low Cost, 250 mA Output Single-Supply Amplifiers in 8-pin package.	Datasheet*)
	AD8532AR-REEL	Dual, Low Cost, 250 mA Output, Single-Supply Amplifier in 8-pin package.	Datasheet*)
	AD8532AR-REEL7	Dual, Low Cost, 250 mA Output, Single-Supply Amplifier in 8-pin package.	Datasheet*)
	AD8532ARM-R2	Dual, Low Cost, 250 mA Output, Single-Supply Amplifier in 8-pin package.	Datasheet*)
	AD8532ARM-REEL	Dual, Low Cost, 250 mA Output, Single-Supply Amplifier in 8-pin package.	Datasheet*)
	AD8532ARMZ-R2	Dual, Low Cost, 250 mA Output, Single-Supply Amplifier in 8-pin package.	Datasheet*)
	AD8532ARMZ-REEL	Dual, Low Cost, 250 mA Output, Single-Supply Amplifier in 8-pin package.	Datasheet*)
	AD8532ARU-REEL	Dual, Low Cost, 250 mA Output, Single-Supply Amplifier in 8-pin package.	Datasheet*)
	AD8532ARUZ	Dual, Low Cost, 250 mA Output, Single-Supply Amplifier in 8-pin package.	Datasheet*)
	AD8532ARUZ-REEL	Dual, Low Cost, 250 mA Output, Single-Supply Amplifier in 8-pin package.	Datasheet*)
	AD8532ARZ	Dual, Low Cost, 250 mA Output, Single-Supply Amplifier in 8-pin package.	Datasheet*)
	AD8532ARZ-REEL	Dual, Low Cost, 250 mA Output, Single-Supply Amplifier in 8-pin package.	Datasheet*)
	AD8532ARZ-REEL7	Dual, Low Cost, 250 mA Output, Single-Supply Amplifier in 8-pin package.	Datasheet*)
	AD8534AR-REEL	Quad, Low Cost, 250 mA Output, Single-Supply Amplifier in 14-pin package.	Datasheet*)
	AD8534ARU-REEL	Quad, Low Cost, 250 mA Output, Single-Supply Amplifier in 14-pin package.	Datasheet*)
	AD8534ARUZ	Quad, Low Cost, 250 mA Output, Single-Supply Amplifier in 14-pin package.	Datasheet*)
	AD8534ARUZ-REEL	Quad, Low Cost, 250 mA Output, Single-Supply Amplifier in 14-pin package.	Datasheet*)
	AD8534ARZ	Quad, Low Cost, 250 mA Output, Single-Supply Amplifier in 14-pin package.	Datasheet*)
	AD8534ARZ-REEL	Quad, Low Cost, 250 mA Output, Single-Supply Amplifier in 14-pin package.	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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