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ADSP-2186 series datasheets. Manufacturer: Analog Devices.
	
   	ADSP-2186	16-bit, 40 MIPS, 5v, 2 serial ports, host port, 40 KB RAM	Datasheet*)
	ADSP-2186L	16-bit, 40 MIPS, 3.3 v, 2 serial ports, host port, 40 KB RAM	Datasheet*)
	ADSP-2186BCA-160	Instruction rate:40.0MHz; DSP microcomputer in 144-pin BGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ADSP-2186BST-115	Instruction rate:28.8MHz; DSP microcomputer in 100-pin LQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ADSP-2186BST-133	Instruction rate:33.3MHz; DSP microcomputer in 100-pin LQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ADSP-2186BST-160	Instruction rate:40.0MHz; DSP microcomputer in 100-pin LQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ADSP-2186KST-115	Instruction rate:28.8MHz; DSP microcomputer in 100-pin LQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ADSP-2186KST-133	Instruction rate:33.3MHz; DSP microcomputer in 100-pin LQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ADSP-2186KST-160	Instruction rate:40.0MHz; DSP microcomputer in 100-pin LQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ADSP-2186LBCA-160	0.3-4.6V; 40.0MHz; DSP microcomputer in 100-pin LQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ADSP-2186LBST-115	0.3-4.6V; 28.8MHz; DSP microcomputer in 100-pin LQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ADSP-2186LBST-133	0.3-4.6V; 28.8MHz; DSP microcomputer in 100-pin LQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ADSP-2186LBST-160	0.3-4.6V; 40.0MHz; DSP microcomputer in 100-pin LQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ADSP-2186LKST-115	0.3-4.6V; 28.8MHz; DSP microcomputer in 100-pin LQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ADSP-2186LKST-133	0.3-4.6V; 28.8MHz; DSP microcomputer in 100-pin LQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ADSP-2186LKST-160	0.3-4.6V; 40.0MHz; DSP microcomputer in 100-pin LQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ADSP-2184NBCA-320	0.3-2.2V; instruction rate: 80MHz; DSP microcomputer in 144-pin MBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ADSP-2184NBST-320	0.3-2.2V; instruction rate: 80MHz; DSP microcomputer in 100-pin LQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ADSP-2184NKCA-320	0.3-2.2V; instruction rate: 80MHz; DSP microcomputer in 144-pin MBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ADSP-2184NKST-320	0.3-2.2V; instruction rate: 80MHz; DSP microcomputer in 100-pin LQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ADSP-2185NBCA-320	0.3-2.2V; instruction rate: 80MHz; DSP microcomputer in 144-pin MBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ADSP-2185NBST-320	0.3-2.2V; instruction rate: 80MHz; DSP microcomputer in 100-pin LQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ADSP-2185NKCA-320	0.3-2.2V; instruction rate: 80MHz; DSP microcomputer in 144-pin MBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ADSP-2185NKST-320	0.3-2.2V; instruction rate: 80MHz; DSP microcomputer in 100-pin LQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ADSP-2186NBCA-320	0.3-2.2V; instruction rate: 80MHz; DSP microcomputer in 144-pin MBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ADSP-2186NBST-320	0.3-2.2V; instruction rate: 80MHz; DSP microcomputer in 100-pin LQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ADSP-2186NKCA-320	0.3-2.2V; instruction rate: 80MHz; DSP microcomputer in 144-pin MBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ADSP-2186NKST-320	0.3-2.2V; instruction rate: 80MHz; DSP microcomputer in 100-pin LQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ADSP-2187NBCA-320	0.3-2.2V; instruction rate: 80MHz; DSP microcomputer in 144-pin MBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ADSP-2187NBST-320	0.3-2.2V; instruction rate: 80MHz; DSP microcomputer in 100-pin LQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ADSP-2187NKCA-320	0.3-2.2V; instruction rate: 80MHz; DSP microcomputer in 144-pin MBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ADSP-2187NKST-320	0.3-2.2V; instruction rate: 80MHz; DSP microcomputer in 100-pin LQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ADSP-2188NBCA-320	0.3-2.2V; instruction rate: 80MHz; DSP microcomputer in 144-pin MBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ADSP-2188NBST-320	0.3-2.2V; instruction rate: 80MHz; DSP microcomputer in 100-pin LQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ADSP-2188NKCA-320	0.3-2.2V; instruction rate: 80MHz; DSP microcomputer in 144-pin MBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ADSP-2188NKST-320	0.3-2.2V; instruction rate: 80MHz; DSP microcomputer in 100-pin LQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ADSP-2189NBCA-320	0.3-2.2V; instruction rate: 80MHz; DSP microcomputer in 144-pin MBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ADSP-2189NBST-320	0.3-2.2V; instruction rate: 80MHz; DSP microcomputer in 100-pin LQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ADSP-2189NKCA-320	0.3-2.2V; instruction rate: 80MHz; DSP microcomputer in 144-pin MBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ADSP-2189NKST-320	0.3-2.2V; instruction rate: 80MHz; DSP microcomputer in 100-pin LQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ADSP-2186L1111	DSP Microcomputer	Datasheet*)
	ADSP-2186M	DSP Microcomputer	Datasheet*)
	ADSP-2186MBCA-266	DSP Microcomputer	Datasheet*)
	ADSP-2186MBST-266	DSP Microcomputer	Datasheet*)
	ADSP-2186MKCA-300	DSP Microcomputer	Datasheet*)
	ADSP-2186MKST-300	DSP Microcomputer	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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