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AT71-HD20CL1010 series datasheets. Manufacturer: Atmel Corporation.
	
   	AT71-HD20CL1010	AKYLA HD20 CameraLink 1010. 3-CCD color linescan camera. Data rate 20 MHz. Resolution 1024 pixels. Pixel size 10 um. Operational temperature range from 5°C to 35°C.	Datasheet*)
	AT71-HD20CL1014	AKYLA HD20 CameraLink 1014. 3-CCD color linescan camera. Data rate 20 MHz. Resolution 1024 pixels. Pixel size 14 um. Operational temperature range from 5°C to 35°C.	Datasheet*)
	AT71-HD20CL2010	AKYLA HD20 CameraLink 2010. 3-CCD color linescan camera. Data rate 20 MHz. Resolution 2048 pixels. Pixel size 10 um. Operational temperature range from 5°C to 35°C.	Datasheet*)
	AT71-HD25CL1010	AKYLA HD25 CameraLink 1010. 3-CCD color linescan camera. Data rate 25 MHz. Resolution 1024 pixels. Pixel size 10 um. Operational temperature range from 5°C to 35°C.	Datasheet*)
	AT71-HD25CL1014	AKYLA HD25 CameraLink 1014. 3-CCD color linescan camera. Data rate 25 MHz. Resolution 1024 pixels. Pixel size 14 um. Operational temperature range from 5°C to 35°C.	Datasheet*)
	AT71-HD25CL2010	AKYLA HD25 CameraLink 2010. 3-CCD color linescan camera. Data rate 25 MHz. Resolution 2048 pixels. Pixel size 10 um. Operational temperature range from 5°C to 35°C.	Datasheet*)
	AT71-HD33CL1010	AKYLA HD33 CameraLink 1010. 3-CCD color linescan camera. Data rate 33 MHz. Resolution 1024 pixels. Pixel size 10 um. Operational temperature range from 5°C to 35°C.	Datasheet*)
	AT71-HD33CL1014	AKYLA HD33 CameraLink 1014. 3-CCD color linescan camera. Data rate 33 MHz. Resolution 1024 pixels. Pixel size 14 um. Operational temperature range from 5°C to 35°C.	Datasheet*)
	AT71-HD33CL2010	AKYLA HD33 CameraLink 2010. 3-CCD color linescan camera. Data rate 33 MHz. Resolution 2048 pixels. Pixel size 10 um. Operational temperature range from 5°C to 35°C.	Datasheet*)
	AT71-HD40CL1010	AKYLA HD40 CameraLink 1010. 3-CCD color linescan camera. Data rate 40 MHz. Resolution 1024 pixels. Pixel size 10 um. Operational temperature range from 5°C to 35°C.	Datasheet*)
	AT71-HD40CL1014	AKYLA HD40 CameraLink 1014. 3-CCD color linescan camera. Data rate 40 MHz. Resolution 1024 pixels. Pixel size 14 um. Operational temperature range from 5°C to 35°C.	Datasheet*)
	AT71-HD40CL2010	AKYLA HD40 CameraLink 2010. 3-CCD color linescan camera. Data rate 40 MHz. Resolution 2048 pixels. Pixel size 10 um. Operational temperature range from 5°C to 35°C.	Datasheet*)
	FCD4B14CC	Thermal fingerprint sensor with 0.4 mm x 14 mm sensing area and digital output (on-chip ADC). in 20-pin ceramic DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	FCD4B14CCB	Thermal fingerprint sensor with 0.4 mm x 14 mm sensing area and digital output (on-chip ADC). Operational temperature range from 0°C to 70°C.	Datasheet*)
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*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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