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XTR106 series datasheets. Manufacturer: Burr-Brown Corp..
	
   	XTR106P	4-20mA Current Transmitter with Bridge Excitation and Linearization Operational temperature range from -40°C to 85°C.	Datasheet*)
	XTR106PA	4-20mA Current Transmitter with Bridge Excitation and Linearization Operational temperature range from -40°C to 85°C.	Datasheet*)
	XTR106U	4-20mA Current Transmitter with Bridge Excitation and Linearization Operational temperature range from -40°C to 85°C.	Datasheet*)
	XTR106U/2K5	4-20mA Current Transmitter with Bridge Excitation and Linearization Operational temperature range from -40°C to 85°C.	Datasheet*)
	XTR106UA	4-20mA Current Transmitter with Bridge Excitation and Linearization Operational temperature range from -40°C to 85°C.	Datasheet*)
	XTR106UA/2K5	4-20mA Current Transmitter with Bridge Excitation and Linearization Operational temperature range from -40°C to 85°C.	Datasheet*)
	XTR106	4-20mA CURRENT TRANSMITTER with Bridge Excitation and Linearization	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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