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HL02 series datasheets. Manufacturer: CANDD.
	
   	HL02R05D12Y	Dual 2 Watt regulated DC/DC converter. Nom.input voltage 5Vdc, rated output voltage +-12Vdc, rated output current +-83mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R05D12YH	Dual 2 Watt regulated DC/DC converter. Nom.input voltage 5Vdc, rated output voltage +-12Vdc, rated output current +-83mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R05D12Z	Dual 2 Watt regulated DC/DC converter. Nom.input voltage 5Vdc, rated output voltage +-12Vdc, rated output current +-83mA. in 24-pin SMD package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R05D15Y	Dual 2 Watt regulated DC/DC converter. Nom.input voltage 5Vdc, rated output voltage +-15Vdc, rated output current +-67mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R05D15YH	Dual 2 Watt regulated DC/DC converter. Nom.input voltage 5Vdc, rated output voltage +-15Vdc, rated output current +-67mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R05D15Z	Dual 2 Watt regulated DC/DC converter. Nom.input voltage 5Vdc, rated output voltage +-15Vdc, rated output current +-67mA. in 24-pin SMD package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R05S05Y	Single 2 Watt regulated DC/DC converter. Nom.input voltage 5Vdc, rated output voltage 5Vdc, rated output current 400mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R05S05YH	Single 2 Watt regulated DC/DC converter. Nom.input voltage 5Vdc, rated output voltage 5Vdc, rated output current 400mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R05S05Z	Single 2 Watt regulated DC/DC converter. Nom.input voltage 5Vdc, rated output voltage 5Vdc, rated output current 400mA. in 24-pin SMD package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R05S12Y	Single 2 Watt regulated DC/DC converter. Nom.input voltage 5Vdc, rated output voltage 12Vdc, rated output current 166mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R05S12YH	Single 2 Watt regulated DC/DC converter. Nom.input voltage 5Vdc, rated output voltage 12Vdc, rated output current 166mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R05S12Z	Single 2 Watt regulated DC/DC converter. Nom.input voltage 5Vdc, rated output voltage 12Vdc, rated output current 166mA. in 24-pin SMD package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R05S15Y	Single 2 Watt regulated DC/DC converter. Nom.input voltage 5Vdc, rated output voltage 15Vdc, rated output current 134mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R05S15YH	Single 2 Watt regulated DC/DC converter. Nom.input voltage 5Vdc, rated output voltage 15Vdc, rated output current 134mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R05S15Z	Single 2 Watt regulated DC/DC converter. Nom.input voltage 5Vdc, rated output voltage 15Vdc, rated output current 134mA. in 24-pin SMD package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R12D12Y	Dual 2 Watt regulated DC/DC converter. Nom.input voltage 12Vdc, rated output voltage +-12Vdc, rated output current +-83mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R12D12YH	Dual 2 Watt regulated DC/DC converter. Nom.input voltage 12Vdc, rated output voltage +-12Vdc, rated output current +-83mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R12D12Z	Dual 2 Watt regulated DC/DC converter. Nom.input voltage 12Vdc, rated output voltage +-12Vdc, rated output current +-83mA. in 24-pin SMD package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R12D15Y	Dual 2 Watt regulated DC/DC converter. Nom.input voltage 12Vdc, rated output voltage +-15Vdc, rated output current +-67mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R12D15YH	Dual 2 Watt regulated DC/DC converter. Nom.input voltage 12Vdc, rated output voltage +-15Vdc, rated output current +-67mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R12D15Z	Dual 2 Watt regulated DC/DC converter. Nom.input voltage 12Vdc, rated output voltage +-15Vdc, rated output current +67mA. in 24-pin SMD package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R12S05Y	Single 2 Watt regulated DC/DC converter. Nom.input voltage 12Vdc, rated output voltage 5Vdc, rated output current 400mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R12S05YH	Single 2 Watt regulated DC/DC converter. Nom.input voltage 12Vdc, rated output voltage 5Vdc, rated output current 400mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R12S05Z	Single 2 Watt regulated DC/DC converter. Nom.input voltage 12Vdc, rated output voltage 5Vdc, rated output current 400mA. in 24-pin SMD package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R12S12Y	Single 2 Watt regulated DC/DC converter. Nom.input voltage 12Vdc, rated output voltage 12Vdc, rated output current 166mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R12S12YH	Single 2 Watt regulated DC/DC converter. Nom.input voltage 12Vdc, rated output voltage 12Vdc, rated output current 166mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R12S12Z	Single 2 Watt regulated DC/DC converter. Nom.input voltage 12Vdc, rated output voltage 12Vdc, rated output current 166mA. in 24-pin SMD package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R12S15Y	Single 2 Watt regulated DC/DC converter. Nom.input voltage 12Vdc, rated output voltage 15Vdc, rated output current 134mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R12S15YH	Single 2 Watt regulated DC/DC converter. Nom.input voltage 12Vdc, rated output voltage 15Vdc, rated output current 134mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R12S15Z	Single 2 Watt regulated DC/DC converter. Nom.input voltage 12Vdc, rated output voltage 15Vdc, rated output current 134mA. in 24-pin SMD package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R15D12Y	Dual 2 Watt regulated DC/DC converter. Nom.input voltage 15Vdc, rated output voltage +-12Vdc, rated output current +-83mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R15D12YH	Dual 2 Watt regulated DC/DC converter. Nom.input voltage 15Vdc, rated output voltage +-12Vdc, rated output current +-83mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R15D12Z	Dual 2 Watt regulated DC/DC converter. Nom.input voltage 15Vdc, rated output voltage +-12Vdc, rated output current +-83mA. in 24-pin SMD package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R15D15Y	Dual 2 Watt regulated DC/DC converter. Nom.input voltage 15Vdc, rated output voltage +-15Vdc, rated output current +-67mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R15D15YH	Dual 2 Watt regulated DC/DC converter. Nom.input voltage 15Vdc, rated output voltage +-15Vdc, rated output current +-67mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R15D15Z	Dual 2 Watt regulated DC/DC converter. Nom.input voltage 15Vdc, rated output voltage +-15Vdc, rated output current +-67mA. in 24-pin SMD package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R15S05Y	Single 2 Watt regulated DC/DC converter. Nom.input voltage 15Vdc, rated output voltage 5Vdc, rated output current 400mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R15S05YH	Single 2 Watt regulated DC/DC converter. Nom.input voltage 15Vdc, rated output voltage 5Vdc, rated output current 400mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R15S05Z	Single 2 Watt regulated DC/DC converter. Nom.input voltage 15Vdc, rated output voltage 5Vdc, rated output current 400mA. in 24-pin SMD package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R15S12Y	Single 2 Watt regulated DC/DC converter. Nom.input voltage 15Vdc, rated output voltage 12Vdc, rated output current 166mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R15S12YH	Single 2 Watt regulated DC/DC converter. Nom.input voltage 15Vdc, rated output voltage 12Vdc, rated output current 166mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R15S12Z	Single 2 Watt regulated DC/DC converter. Nom.input voltage 15Vdc, rated output voltage 12Vdc, rated output current 166mA. in 24-pin SMD package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R15S15Y	Single 2 Watt regulated DC/DC converter. Nom.input voltage 15Vdc, rated output voltage 15Vdc, rated output current 134mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R15S15YH	Single 2 Watt regulated DC/DC converter. Nom.input voltage 15Vdc, rated output voltage 15Vdc, rated output current 134mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R15S15Z	Single 2 Watt regulated DC/DC converter. Nom.input voltage 15Vdc, rated output voltage 15Vdc, rated output current 134mA. in 24-pin SMD package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R24D12Y	Dual 2 Watt regulated DC/DC converter. Nom.input voltage 24Vdc, rated output voltage +-12Vdc, rated output current +-83mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R24D12YH	Dual 2 Watt regulated DC/DC converter. Nom.input voltage 24Vdc, rated output voltage +-12Vdc, rated output current +-83mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R24D12Z	Dual 2 Watt regulated DC/DC converter. Nom.input voltage 24Vdc, rated output voltage +-12Vdc, rated output current +-83mA. in 24-pin SMD package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R24D15Y	Dual 2 Watt regulated DC/DC converter. Nom.input voltage 24Vdc, rated output voltage +-15Vdc, rated output current +-67mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R24D15YH	Dual 2 Watt regulated DC/DC converter. Nom.input voltage 24Vdc, rated output voltage +-15Vdc, rated output current +-67mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R24D15Z	Dual 2 Watt regulated DC/DC converter. Nom.input voltage 24Vdc, rated output voltage +-15Vdc, rated output current +-67mA. in 24-pin SMD package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R24S05Y	Single 2 Watt regulated DC/DC converter. Nom.input voltage 24Vdc, rated output voltage 5Vdc, rated output current 400mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R24S05YH	Single 2 Watt regulated DC/DC converter. Nom.input voltage 24Vdc, rated output voltage 5Vdc, rated output current 400mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R24S05Z	Single 2 Watt regulated DC/DC converter. Nom.input voltage 24Vdc, rated output voltage 5Vdc, rated output current 400mA. in 24-pin SMD package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R24S12Y	Single 2 Watt regulated DC/DC converter. Nom.input voltage 24Vdc, rated output voltage 12Vdc, rated output current 166mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R24S12YH	Single 2 Watt regulated DC/DC converter. Nom.input voltage 24Vdc, rated output voltage 12Vdc, rated output current 166mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R24S12Z	Single 2 Watt regulated DC/DC converter. Nom.input voltage 24Vdc, rated output voltage 12Vdc, rated output current 166mA. in 24-pin SMD package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R24S15Y	Single 2 Watt regulated DC/DC converter. Nom.input voltage 24Vdc, rated output voltage 15Vdc, rated output current 134mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R24S15YH	Single 2 Watt regulated DC/DC converter. Nom.input voltage 24Vdc, rated output voltage 15Vdc, rated output current 134mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02R24S15Z	Single 2 Watt regulated DC/DC converter. Nom.input voltage 24Vdc, rated output voltage 15Vdc, rated output current 134mA. in 24-pin SMD package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U05D05Y	Dual 2 Watt unregulated DC/DC converter. Nom.input voltage 5Vdc, rated output voltage +-5Vdc, rated output current +-200mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U05D05YH	Dual 2 Watt unregulated DC/DC converter. Nom.input voltage 5Vdc, rated output voltage +-5Vdc, rated output current +-200mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U05D05Z	Dual 2 Watt unregulated DC/DC converter. Nom.input voltage 5Vdc, rated output voltage +-5Vdc, rated output current +-200mA. in 24-pin SMD package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U05D12Y	Dual 2 Watt unregulated DC/DC converter. Nom.input voltage 5Vdc, rated output voltage +-12Vdc, rated output current +-83mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U05D12YH	Dual 2 Watt unregulated DC/DC converter. Nom.input voltage 5Vdc, rated output voltage +-12Vdc, rated output current +-83mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U05D12Z	Dual 2 Watt unregulated DC/DC converter. Nom.input voltage 5Vdc, rated output voltage +-12Vdc, rated output current +-83mA. in 24-pin SMD package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U05D15Y	Dual 2 Watt unregulated DC/DC converter. Nom.input voltage 5Vdc, rated output voltage +-15Vdc, rated output current +-67mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U05D15YH	Dual 2 Watt unregulated DC/DC converter. Nom.input voltage 5Vdc, rated output voltage +-15Vdc, rated output current +-67mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U05D15Z	Dual 2 Watt unregulated DC/DC converter. Nom.input voltage 5Vdc, rated output voltage +-15Vdc, rated output current +-67mA. in 24-pin SMD package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U05S05Y	Single 2 Watt unregulated DC/DC converter. Nom.input voltage 5Vdc, rated output voltage 5Vdc, rated output current 400mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U05S05YH	Single 2 Watt unregulated DC/DC converter. Nom.input voltage 5Vdc, rated output voltage 5Vdc, rated output current 400mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U05S05Z	Single 2 Watt unregulated DC/DC converter. Nom.input voltage 5Vdc, rated output voltage 5Vdc, rated output current 400mA. in 24-pin SMD package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U05S12Y	Single 2 Watt unregulated DC/DC converter. Nom.input voltage 5Vdc, rated output voltage 12Vdc, rated output current 167mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U05S12YH	Single 2 Watt unregulated DC/DC converter. Nom.input voltage 5Vdc, rated output voltage 12Vdc, rated output current 167mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U05S12Z	Single 2 Watt unregulated DC/DC converter. Nom.input voltage 5Vdc, rated output voltage 12Vdc, rated output current 167mA. in 24-pin SMD package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U05S15Y	Single 2 Watt unregulated DC/DC converter. Nom.input voltage 5Vdc, rated output voltage 15Vdc, rated output current 133mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U05S15YH	Single 2 Watt unregulated DC/DC converter. Nom.input voltage 5Vdc, rated output voltage 15Vdc, rated output current 133mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U05S15Z	Single 2 Watt unregulated DC/DC converter. Nom.input voltage 5Vdc, rated output voltage 15Vdc, rated output current 133mA. in 24-pin SMD package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U12D05Y	Dual 2 Watt unregulated DC/DC converter. Nom.input voltage 12Vdc, rated output voltage +-5Vdc, rated output current +-200mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U12D05YH	Dual 2 Watt unregulated DC/DC converter. Nom.input voltage 12Vdc, rated output voltage +-5Vdc, rated output current +-200mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U12D05Z	Dual 2 Watt unregulated DC/DC converter. Nom.input voltage 12Vdc, rated output voltage +-5Vdc, rated output current +-200mA. in 24-pin SMD package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U12D12Y	Dual 2 Watt unregulated DC/DC converter. Nom.input voltage 12Vdc, rated output voltage +-12Vdc, rated output current +-83mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U12D12YH	Dual 2 Watt unregulated DC/DC converter. Nom.input voltage 12Vdc, rated output voltage +-12Vdc, rated output current +-83mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U12D12Z	Dual 2 Watt unregulated DC/DC converter. Nom.input voltage 12Vdc, rated output voltage +-12Vdc, rated output current +-83mA. in 24-pin SMD package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U12D15Y	Dual 2 Watt unregulated DC/DC converter. Nom.input voltage 12Vdc, rated output voltage +-15Vdc, rated output current +-67mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U12D15YH	Dual 2 Watt unregulated DC/DC converter. Nom.input voltage 12Vdc, rated output voltage +-15Vdc, rated output current +-67mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U12D15Z	Dual 2 Watt unregulated DC/DC converter. Nom.input voltage 12Vdc, rated output voltage +-15Vdc, rated output current +-67mA. in 24-pin SMD package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U12S05Y	Single 2 Watt unregulated DC/DC converter. Nom.input voltage 12Vdc, rated output voltage 5Vdc, rated output current 400mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U12S05YH	Single 2 Watt unregulated DC/DC converter. Nom.input voltage 12Vdc, rated output voltage 5Vdc, rated output current 400mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U12S05Z	Single 2 Watt unregulated DC/DC converter. Nom.input voltage 12Vdc, rated output voltage 5Vdc, rated output current 400mA. in 24-pin SMD package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U12S12Y	Single 2 Watt unregulated DC/DC converter. Nom.input voltage 12Vdc, rated output voltage 12Vdc, rated output current 167mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U12S12YH	Single 2 Watt unregulated DC/DC converter. Nom.input voltage 12Vdc, rated output voltage 12Vdc, rated output current 167mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U12S12Z	Single 2 Watt unregulated DC/DC converter. Nom.input voltage 12Vdc, rated output voltage 12Vdc, rated output current 167mA. in 24-pin SMD package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U12S15Y	Single 2 Watt unregulated DC/DC converter. Nom.input voltage 12Vdc, rated output voltage 15Vdc, rated output current 133mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U12S15YH	Single 2 Watt unregulated DC/DC converter. Nom.input voltage 12Vdc, rated output voltage 15Vdc, rated output current 133mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U12S15Z	Single 2 Watt unregulated DC/DC converter. Nom.input voltage 12Vdc, rated output voltage 15Vdc, rated output current 133mA. in 24-pin SMD package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U15D05Y	Dual 2 Watt unregulated DC/DC converter. Nom.input voltage 15Vdc, rated output voltage +-5Vdc, rated output current +-200mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U15D05YH	Dual 2 Watt unregulated DC/DC converter. Nom.input voltage 15Vdc, rated output voltage +-5Vdc, rated output current +-200mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U15D05Z	Dual 2 Watt unregulated DC/DC converter. Nom.input voltage 15Vdc, rated output voltage +-5Vdc, rated output current +-200mA. in 24-pin SMD package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U15D12Y	Dual 2 Watt unregulated DC/DC converter. Nom.input voltage 15Vdc, rated output voltage +-12Vdc, rated output current +-83mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U15D12YH	Dual 2 Watt unregulated DC/DC converter. Nom.input voltage 15Vdc, rated output voltage +-12Vdc, rated output current +-83mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U15D12Z	Dual 2 Watt unregulated DC/DC converter. Nom.input voltage 15Vdc, rated output voltage +-12Vdc, rated output current +-83mA. in 24-pin SMD package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U15D15Y	Dual 2 Watt unregulated DC/DC converter. Nom.input voltage 15Vdc, rated output voltage +-15Vdc, rated output current +-67mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U15D15YH	Dual 2 Watt unregulated DC/DC converter. Nom.input voltage 15Vdc, rated output voltage +-15Vdc, rated output current +-67mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U15D15Z	Dual 2 Watt unregulated DC/DC converter. Nom.input voltage 15Vdc, rated output voltage +-15Vdc, rated output current +-67mA. in 24-pin SMD package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U15S05Y	Single 2 Watt unregulated DC/DC converter. Nom.input voltage 15Vdc, rated output voltage 5Vdc, rated output current 400mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U15S05YH	Single 2 Watt unregulated DC/DC converter. Nom.input voltage 15Vdc, rated output voltage 5Vdc, rated output current 400mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U15S05Z	Single 2 Watt unregulated DC/DC converter. Nom.input voltage 15Vdc, rated output voltage 5Vdc, rated output current 400mA. in 24-pin SMD package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U15S12Y	Single 2 Watt unregulated DC/DC converter. Nom.input voltage 15Vdc, rated output voltage 12Vdc, rated output current 167mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U15S12YH	Single 2 Watt unregulated DC/DC converter. Nom.input voltage 15Vdc, rated output voltage 12Vdc, rated output current 167mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U15S12Z	Single 2 Watt unregulated DC/DC converter. Nom.input voltage 15Vdc, rated output voltage 12Vdc, rated output current 167mA. in 24-pin SMD package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U15S15Y	Single 2 Watt unregulated DC/DC converter. Nom.input voltage 15Vdc, rated output voltage 15Vdc, rated output current 133mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U15S15YH	Single 2 Watt unregulated DC/DC converter. Nom.input voltage 15Vdc, rated output voltage 15Vdc, rated output current 133mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U15S15Z	Single 2 Watt unregulated DC/DC converter. Nom.input voltage 15Vdc, rated output voltage 15Vdc, rated output current 133mA. in 24-pin SMD package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U24D05Y	Dual 2 Watt unregulated DC/DC converter. Nom.input voltage 24Vdc, rated output voltage +-5Vdc, rated output current +-200mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U24D05YH	Dual 2 Watt unregulated DC/DC converter. Nom.input voltage 24Vdc, rated output voltage +-5Vdc, rated output current +-200mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U24D05Z	Dual 2 Watt unregulated DC/DC converter. Nom.input voltage 24Vdc, rated output voltage +-5Vdc, rated output current +-200mA. in 24-pin SMD package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U24D12Y	Dual 2 Watt unregulated DC/DC converter. Nom.input voltage 24Vdc, rated output voltage +-12Vdc, rated output current +-83mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U24D12YH	Dual 2 Watt unregulated DC/DC converter. Nom.input voltage 24Vdc, rated output voltage +-12Vdc, rated output current +-83mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U24D12Z	Dual 2 Watt unregulated DC/DC converter. Nom.input voltage 24Vdc, rated output voltage +-12Vdc, rated output current +-83mA. in 24-pin SMD package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U24D15Y	Dual 2 Watt unregulated DC/DC converter. Nom.input voltage 24Vdc, rated output voltage +-15Vdc, rated output current +-67mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U24D15YH	Dual 2 Watt unregulated DC/DC converter. Nom.input voltage 24Vdc, rated output voltage +-15Vdc, rated output current +-67mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U24D15Z	Dual 2 Watt unregulated DC/DC converter. Nom.input voltage 24Vdc, rated output voltage +-15Vdc, rated output current +-67mA. in 24-pin SMD package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U24S05Y	Single 2 Watt unregulated DC/DC converter. Nom.input voltage 24Vdc, rated output voltage 5Vdc, rated output current 400mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U24S05YH	Single 2 Watt unregulated DC/DC converter. Nom.input voltage 24Vdc, rated output voltage 5Vdc, rated output current 400mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U24S05Z	Single 2 Watt unregulated DC/DC converter. Nom.input voltage 24Vdc, rated output voltage 5Vdc, rated output current 400mA. in 24-pin SMD package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U24S12Y	Single 2 Watt unregulated DC/DC converter. Nom.input voltage 24Vdc, rated output voltage 12Vdc, rated output current 167mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U24S12YH	Single 2 Watt unregulated DC/DC converter. Nom.input voltage 24Vdc, rated output voltage 12Vdc, rated output current 167mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U24S12Z	Single 2 Watt unregulated DC/DC converter. Nom.input voltage 24Vdc, rated output voltage 12Vdc, rated output current 167mA. in 24-pin SMD package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U24S15Y	Single 2 Watt unregulated DC/DC converter. Nom.input voltage 24Vdc, rated output voltage 15Vdc, rated output current 133mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U24S15YH	Single 2 Watt unregulated DC/DC converter. Nom.input voltage 24Vdc, rated output voltage 15Vdc, rated output current 133mA. in 24-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HL02U24S15Z	Single 2 Watt unregulated DC/DC converter. Nom.input voltage 24Vdc, rated output voltage 15Vdc, rated output current 133mA. in 24-pin SMD package. Operational temperature range from -40°C to 85°C.	Datasheet*)
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