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NME series datasheets. Manufacturer: CANDD.
	
   	NME2405D	Isolated 1W single output DC-DC converter. Nom.input voltage 24V, output voltage 5V, output current 200mA. in 8-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	NME2405S	Isolated 1W single output DC-DC converter. Nom.input voltage 24V, output voltage 5V, output current 200mA. in 4-pin SIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	NME2409D	Isolated 1W single output DC-DC converter. Nom.input voltage 24V, output voltage 9V, output current 111mA. in 8-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	NME2409S	Isolated 1W single output DC-DC converter. Nom.input voltage 24V, output voltage 9V, output current 111mA. in 4-pin SIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	NME2412D	Isolated 1W single output DC-DC converter. Nom.input voltage 24V, output voltage 12V, output current 83mA. in 8-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	NME2412S	Isolated 1W single output DC-DC converter. Nom.input voltage 24V, output voltage 12V, output current 83mA. in 4-pin SIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	NME2415D	Isolated 1W single output DC-DC converter. Nom.input voltage 24V, output voltage 15V, output current 66mA. in 8-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	NME2415S	Isolated 1W single output DC-DC converter. Nom.input voltage 24V, output voltage 15V, output current 66mA. in 4-pin SIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	NME4805D	Isolated 1W single output DC-DC converter. Nom.input voltage 48V, output voltage 5V, output current 200mA. in 8-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	NME4805S	Isolated 1W single output DC-DC converter. Nom.input voltage 48V, output voltage 5V, output current 200mA. in 4-pin SIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	NME4809D	Isolated 1W single output DC-DC converter. Nom.input voltage 48V, output voltage 9V, output current 111mA. in 8-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	NME4809S	Isolated 1W single output DC-DC converter. Nom.input voltage 48V, output voltage 9V, output current 111mA. in 4-pin SIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	NME4812D	Isolated 1W single output DC-DC converter. Nom.input voltage 48V, output voltage 12V, output current 83mA. in 8-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	NME4812S	Isolated 1W single output DC-DC converter. Nom.input voltage 48V, output voltage 12V, output current 83mA. in 4-pin SIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	NME4815D	Isolated 1W single output DC-DC converter. Nom.input voltage 48V, output voltage 15V, output current 66mA. in 8-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	NME4815S	Isolated 1W single output DC-DC converter. Nom.input voltage 48V, output voltage 15V, output current 66mA. in 4-pin SIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	NME0505D	Isolated 1W single output DC-DC converter. Nom.input voltage 5V, output voltage 5V, output current 200mA, input current at rated load 289mA. in 8-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	NME0505S	Isolated 1W single output DC-DC converter. Nom.input voltage 5V, output voltage 5V, output current 200mA, input current at rated load 289mA. in 4-pin SIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	NME0509D	Isolated 1W single output DC-DC converter. Nom.input voltage 5V, output voltage 9V, output current 111mA, input current at rated load 260mA. in 8-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	NME0509S	Isolated 1W single output DC-DC converter. Nom.input voltage 5V, output voltage 9V, output current 111mA, input current at rated load 260mA. in 4-pin SIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	NME0512D	Isolated 1W single output DC-DC converter. Nom.input voltage 5V, output voltage 12V, output current 83mA, input current at rated load 256mA. in 8-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	NME0512S	Isolated 1W single output DC-DC converter. Nom.input voltage 5V, output voltage 12V, output current 83mA, input current at rated load 256mA. in 4-pin SIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	NME0515D	Isolated 1W single output DC-DC converter. Nom.input voltage 5V, output voltage 15V, output current 66mA, input current at rated load 250mA. in 8-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	NME0515S	Isolated 1W single output DC-DC converter. Nom.input voltage 5V, output voltage 15V, output current 66mA, input current at rated load 250mA. in 4-pin SIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	NME0524D	Isolated 1W single output DC-DC converter. Nom.input voltage 5V, output voltage 24V, output current 42mA, input current at rated load 248mA. in 8-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	NME0524S	Isolated 1W single output DC-DC converter. Nom.input voltage 5V, output voltage 24V, output current 42mA, input current at rated load 248mA. in 4-pin SIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	NME1205D	Isolated 1W single output DC-DC converter. Nom.input voltage 12V, output voltage 5V, output current 200mA, input current at rated load 120mA. in 8-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	NME1205S	Isolated 1W single output DC-DC converter. Nom.input voltage 12V, output voltage 5V, output current 200mA, input current at rated load 120mA. in 4-pin SIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	NME1209D	Isolated 1W single output DC-DC converter. Nom.input voltage 12V, output voltage 9V, output current 111mA, input current at rated load 115mA. in 8-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	NME1209S	Isolated 1W single output DC-DC converter. Nom.input voltage 12V, output voltage 9V, output current 111mA, input current at rated load 115mA. in 4-pin SIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	NME1212D	Isolated 1W single output DC-DC converter. Nom.input voltage 12V, output voltage 12V, output current 83mA, input current at rated load 110mA. in 8-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	NME1212S	Isolated 1W single output DC-DC converter. Nom.input voltage 12V, output voltage 12V, output current 83mA, input current at rated load 110mA. in 4-pin SIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	NME1215D	Isolated 1W single output DC-DC converter. Nom.input voltage 12V, output voltage 15V, output current 66mA, input current at rated load 111mA. in 8-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	NME1215S	Isolated 1W single output DC-DC converter. Nom.input voltage 12V, output voltage 15V, output current 66mA, input current at rated load 111mA. in 4-pin SIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	NME	Isolated 1W Single Output DC-DC Converters	Datasheet*)
	NME-1	Isolated 1W Single Output DC-DC Converters	Datasheet*)
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