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WFC02R24D05 series datasheets. Manufacturer: CANDD.
	
   	WFC02R24D05E	2 Watt regulated wide input range DC/DC converter. Nom.input voltage 24V, rated output voltage +-5.0V. Output current: +-20mA(min load), +-200mA(rated load). in 24-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WFC02R24D05L	2 Watt regulated wide input range DC/DC converter. Nom.input voltage 24V, rated output voltage +-5.0V. Output current: +-20mA(min load), +-200mA(rated load). in 24-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WFC02R24D12E	2 Watt regulated wide input range DC/DC converter. Nom.input voltage 24V, rated output voltage +-12.0V. Output current: +-8mA(min load), +-80mA(rated load). in 24-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WFC02R24D12L	2 Watt regulated wide input range DC/DC converter. Nom.input voltage 24V, rated output voltage +-12.0V. Output current: +-8mA(min load), +-80mA(rated load). in 24-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WFC02R24D15E	2 Watt regulated wide input range DC/DC converter. Nom.input voltage 24V, rated output voltage +-15.0V. Output current: +-7mA(min load), +-67mA(rated load). in 24-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WFC02R24D15L	2 Watt regulated wide input range DC/DC converter. Nom.input voltage 24V, rated output voltage +-15.0V. Output current: +-7mA(min load), +-67mA(rated load). in 24-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WFC02R24S05E	2 Watt regulated wide input range DC/DC converter. Nom.input voltage 24V, rated output voltage 5.0V. Output current: 40mA(min load), 400mA(rated load). in 24-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WFC02R24S05L	2 Watt regulated wide input range DC/DC converter. Nom.input voltage 24V, rated output voltage 5.0V. Output current: 40mA(min load), 400mA(rated load). in 24-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WFC02R24S12E	2 Watt regulated wide input range DC/DC converter. Nom.input voltage 24V, rated output voltage 12.0V. Output current: 16mA(min load), 167mA(rated load). in 24-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WFC02R24S12L	2 Watt regulated wide input range DC/DC converter. Nom.input voltage 24V, rated output voltage 12.0V. Output current: 16mA(min load), 167mA(rated load). in 24-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WFC02R24S15E	2 Watt regulated wide input range DC/DC converter. Nom.input voltage 24V, rated output voltage 15.0V. Output current: 12mA(min load), 125mA(rated load). in 24-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WFC02R24S15L	2 Watt regulated wide input range DC/DC converter. Nom.input voltage 24V, rated output voltage 15.0V. Output current: 12mA(min load), 125mA(rated load). in 24-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WFC02R48D05E	2 Watt regulated wide input range DC/DC converter. Nom.input voltage 48V, rated output voltage +-5.0V. Output current: +-20mA(min load), +-200mA(rated load). in 24-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WFC02R48D05L	2 Watt regulated wide input range DC/DC converter. Nom.input voltage 48V, rated output voltage +-5.0V. Output current: +-20mA(min load), +-200mA(rated load). in 24-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WFC02R48D12E	2 Watt regulated wide input range DC/DC converter. Nom.input voltage 48V, rated output voltage +-12.0V. Output current: +-8mA(min load), +-80mA(rated load). in 24-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WFC02R48D12L	2 Watt regulated wide input range DC/DC converter. Nom.input voltage 48V, rated output voltage +-12.0V. Output current: +-8mA(min load), +-80mA(rated load). in 24-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WFC02R48D15E	2 Watt regulated wide input range DC/DC converter. Nom.input voltage 48V, rated output voltage +-15.0V. Output current: +-7mA(min load), +-67mA(rated load). in 24-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WFC02R48D15L	2 Watt regulated wide input range DC/DC converter. Nom.input voltage 48V, rated output voltage +-15.0V. Output current: +-7mA(min load), +-67mA(rated load). in 24-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WFC02R48S05E	2 Watt regulated wide input range DC/DC converter. Nom.input voltage 48V, rated output voltage 5.0V. Output current: 40mA(min load), 400mA(rated load). in 24-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WFC02R48S05L	2 Watt regulated wide input range DC/DC converter. Nom.input voltage 48V, rated output voltage 5.0V. Output current: 40mA(min load), 400mA(rated load). in 24-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WFC02R48S12E	2 Watt regulated wide input range DC/DC converter. Nom.input voltage 48V, rated output voltage 12.0V. Output current: 16mA(min load), 167mA(rated load). in 24-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WFC02R48S12L	2 Watt regulated wide input range DC/DC converter. Nom.input voltage 48V, rated output voltage 12.0V. Output current: 16mA(min load), 167mA(rated load). in 24-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WFC02R48S15E	2 Watt regulated wide input range DC/DC converter. Nom.input voltage 48V, rated output voltage 15.0V. Output current: 12mA(min load), 125mA(rated load). in 24-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WFC02R48S15L	2 Watt regulated wide input range DC/DC converter. Nom.input voltage 48V, rated output voltage 15.0V. Output current: 12mA(min load), 125mA(rated load). in 24-pin - package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	WFC02R	2 WATT REGULATED WIDE INPUT RANGE DC/DC CONVERTER	Datasheet*)
	WFC02R24D05	2 WATT REGULATED WIDE INPUT RANGE DC/DC CONVERTER	Datasheet*)
	WFC02R24D12	2 WATT REGULATED WIDE INPUT RANGE DC/DC CONVERTER	Datasheet*)
	WFC02R24D15	2 WATT REGULATED WIDE INPUT RANGE DC/DC CONVERTER	Datasheet*)
	WFC02R24S05	2 WATT REGULATED WIDE INPUT RANGE DC/DC CONVERTER	Datasheet*)
	WFC02R24S12	2 WATT REGULATED WIDE INPUT RANGE DC/DC CONVERTER	Datasheet*)
	WFC02R24S15	2 WATT REGULATED WIDE INPUT RANGE DC/DC CONVERTER	Datasheet*)
	WFC02R48D05	2 WATT REGULATED WIDE INPUT RANGE DC/DC CONVERTER	Datasheet*)
	WFC02R48D12	2 WATT REGULATED WIDE INPUT RANGE DC/DC CONVERTER	Datasheet*)
	WFC02R48D15	2 WATT REGULATED WIDE INPUT RANGE DC/DC CONVERTER	Datasheet*)
	WFC02R48S05	2 WATT REGULATED WIDE INPUT RANGE DC/DC CONVERTER	Datasheet*)
	WFC02R48S12	2 WATT REGULATED WIDE INPUT RANGE DC/DC CONVERTER	Datasheet*)
	WFC02R48S15	2 WATT REGULATED WIDE INPUT RANGE DC/DC CONVERTER	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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