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79L05 series datasheets. Manufacturer: CNTK.
	
   	79L05	3-terminal negative voltage regulator. Output voltage -5.0V. Output current 100 mA in 8-pin SOP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	79L05	3-terminal negative voltage regulator. Output voltage -5.0V. Output current 100 mA in 3-pin TO-92 package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	79L05	3-terminal negative voltage regulator. Output voltage -5.0V. Output current 100 mA in 3-pin SOT-89 package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	79L06	3-terminal negative voltage regulator. Output voltage -6.0V. Output current 100 mA in 8-pin SOP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	79L06	3-terminal negative voltage regulator. Output voltage -6.0V. Output current 100 mA in 3-pin TO-92 package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	79L06	3-terminal negative voltage regulator. Output voltage -6.0V. Output current 100 mA in 3-pin SOT-89 package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	79L08	3-terminal negative voltage regulator. Output voltage -8.0V. Output current 100 mA in 3-pin TO-92 package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	79L08	3-terminal negative voltage regulator. Output voltage -8.0V. Output current 100 mA in 3-pin SOT-89 package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	79L08	3-terminal negative voltage regulator. Output voltage -8.0V. Output current 100 mA in 8-pin SOP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	79L09	3-terminal negative voltage regulator. Output voltage -9.0V. Output current 100 mA in 3-pin SOT-89 package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	79L09	3-terminal negative voltage regulator. Output voltage -9.0V. Output current 100 mA in 3-pin TO-92 package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	79L09	3-terminal negative voltage regulator. Output voltage -9.0V. Output current 100 mA in 8-pin SOP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	79L12	3-terminal negative voltage regulator. Output voltage -12.0V. Output current 100 mA in 3-pin SOT-89 package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	79L12	3-terminal negative voltage regulator. Output voltage -12.0V. Output current 100 mA in 3-pin TO-92 package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	79L12	3-terminal negative voltage regulator. Output voltage -12.0V. Output current 100 mA in 8-pin SOP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	79L15	3-terminal negative voltage regulator. Output voltage -15.0V. Output current 100 mA in 3-pin TO-92 package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	79L15	3-terminal negative voltage regulator. Output voltage -15.0V. Output current 100 mA in 3-pin SOT-89 package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	79L15	3-terminal negative voltage regulator. Output voltage -15.0V. Output current 100 mA in 8-pin SOP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	79L18	3-terminal negative voltage regulator. Output voltage -18.0V. Output current 100 mA in 3-pin SOT-89 package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	79L18	3-terminal negative voltage regulator. Output voltage -18.0V. Output current 100 mA in 8-pin SOP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	79L18	3-terminal negative voltage regulator. Output voltage -18.0V. Output current 100 mA in 3-pin TO-92 package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	79L24	3-terminal negative voltage regulator. Output voltage -24.0V. Output current 100 mA in 8-pin SOP package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	79L24	3-terminal negative voltage regulator. Output voltage -24.0V. Output current 100 mA in 3-pin TO-92 package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	79L24	3-terminal negative voltage regulator. Output voltage -24.0V. Output current 100 mA in 3-pin SOT-89 package. Operational temperature range from -30°C to 125°C.	Datasheet*)
	There are other manufacturers for this components. For more information please check
  79L05 (PLNT)
 79L05 (Wing Shing Electronic Co.)



  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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