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CAT28C512 series datasheets. Manufacturer: CTLST.
	
   	CAT28C512HN-12T	512K CMOS parallel EEPROM 120ns in 32-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	CAT28C512HN-15T	512K CMOS parallel EEPROM 150ns in 32-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	CAT28C512HNA-12T	512K CMOS parallel EEPROM 120ns in 32-pin PLCC package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	CAT28C512HNA-15T	512K CMOS parallel EEPROM 150ns in 32-pin PLCC package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	CAT28C512HNI-12T	512K CMOS parallel EEPROM 120ns in 32-pin PLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	CAT28C512HNI-15T	512K CMOS parallel EEPROM 150ns in 32-pin PLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	CAT28C512HP-12T	512K CMOS parallel EEPROM 120ns in 32-pin PDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	CAT28C512HP-15T	512K CMOS parallel EEPROM 150ns in 32-pin PDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	CAT28C512HPA-12T	512K CMOS parallel EEPROM 120ns in 32-pin PDIP package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	CAT28C512HPA-15T	512K CMOS parallel EEPROM 150ns in 32-pin PDIP package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	CAT28C512HPI-12T	512K CMOS parallel EEPROM 120ns in 32-pin PDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	CAT28C512HPI-15T	512K CMOS parallel EEPROM 150ns in 32-pin PDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	CAT28C512HT-12T	512K CMOS parallel EEPROM 120ns in 32-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	CAT28C512HT-15T	512K CMOS parallel EEPROM 150ns in 32-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	CAT28C512HT14-12T	512K CMOS parallel EEPROM 120ns in 40-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	CAT28C512HT14-15T	512K CMOS parallel EEPROM 150ns in 40-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	CAT28C512HT14A-12T	512K CMOS parallel EEPROM 120ns in 40-pin TSOP package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	CAT28C512HT14A-15T	512K CMOS parallel EEPROM 150ns in 40-pin TSOP package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	CAT28C512HT14I-12T	512K CMOS parallel EEPROM 120ns in 40-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	CAT28C512HT14I-15T	512K CMOS parallel EEPROM 150ns in 40-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	CAT28C512HTA-12T	512K CMOS parallel EEPROM 120ns in 32-pin TSOP package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	CAT28C512HTA-15T	512K CMOS parallel EEPROM 150ns in 32-pin TSOP package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	CAT28C512HTI-12T	512K CMOS parallel EEPROM 120ns in 32-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	CAT28C512HTI-15T	512K CMOS parallel EEPROM 150ns in 32-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	CAT28C512N-12T	512K CMOS parallel EEPROM 120ns in 32-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	CAT28C512N-15T	512K CMOS parallel EEPROM 150ns in 32-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	CAT28C512NA-12T	512K CMOS parallel EEPROM 120ns in 32-pin PLCC package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	CAT28C512NA-15T	512K CMOS parallel EEPROM 150ns in 32-pin PLCC package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	CAT28C512NI-12T	512K CMOS parallel EEPROM 120ns in 32-pin PLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	CAT28C512NI-15T	512K CMOS parallel EEPROM 150ns in 32-pin PLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	CAT28C512P-12T	512K CMOS parallel EEPROM 120ns in 32-pin PDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	CAT28C512P-15T	512K CMOS parallel EEPROM 150ns in 32-pin PDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	CAT28C512PA-12T	512K CMOS parallel EEPROM 120ns in 32-pin PDIP package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	CAT28C512PA-15T	512K CMOS parallel EEPROM 150ns in 32-pin PDIP package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	CAT28C512PI-12T	512K CMOS parallel EEPROM 120ns in 32-pin PDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	CAT28C512PI-15T	512K CMOS parallel EEPROM 150ns in 32-pin PDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	CAT28C512T-12T	512K CMOS parallel EEPROM 120ns in 32-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	CAT28C512T-15T	512K CMOS parallel EEPROM 150ns in 32-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	CAT28C512T14-12T	512K CMOS parallel EEPROM 120ns in 40-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	CAT28C512T14-15T	512K CMOS parallel EEPROM 150ns in 40-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	CAT28C512T14A-12T	512K CMOS parallel EEPROM 120ns in 40-pin TSOP package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	CAT28C512T14A-15T	512K CMOS parallel EEPROM 150ns in 40-pin TSOP package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	CAT28C512T14I-12T	512K CMOS parallel EEPROM 120ns in 40-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	CAT28C512T14I-15T	512K CMOS parallel EEPROM 150ns in 40-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	CAT28C512TA-12T	512K CMOS parallel EEPROM 120ns in 32-pin TSOP package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	CAT28C512TA-15T	512K CMOS parallel EEPROM 150ns in 32-pin TSOP package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	CAT28C512TI-12T	512K CMOS parallel EEPROM 120ns in 32-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	CAT28C512TI-15T	512K CMOS parallel EEPROM 150ns in 32-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	CAT28C513HN-12T	513K CMOS parallel EEPROM 120ns in 32-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	CAT28C513HN-15T	513K CMOS parallel EEPROM 150ns in 32-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	CAT28C513HNA-12T	513K CMOS parallel EEPROM 120ns in 32-pin PLCC package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	CAT28C513HNA-15T	513K CMOS parallel EEPROM 150ns in 32-pin PLCC package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	CAT28C513HNI-12T	513K CMOS parallel EEPROM 120ns in 32-pin PLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	CAT28C513HNI-15T	513K CMOS parallel EEPROM 150ns in 32-pin PLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	CAT28C513N-12T	513K CMOS parallel EEPROM 120ns in 32-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	CAT28C513N-15T	513K CMOS parallel EEPROM 150ns in 32-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	CAT28C513NA-12T	513K CMOS parallel EEPROM 120ns in 32-pin PLCC package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	CAT28C513NA-15T	513K CMOS parallel EEPROM 150ns in 32-pin PLCC package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	CAT28C513NI-12T	513K CMOS parallel EEPROM 120ns in 32-pin PLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	CAT28C513NI-15T	513K CMOS parallel EEPROM 150ns in 32-pin PLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	CAT28C512	512K-Bit CMOS PARALLEL E2PROM	Datasheet*)
	CAT28C513	512K-Bit CMOS PARALLEL E2PROM	Datasheet*)
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*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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