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CA500 series datasheets. Manufacturer: Calogic, LLC.
	
   	CA500	0.24 mA, Current regulator diode in 2-pin TO-92 package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	CA501	0.33 mA, Current regulator diode in 2-pin TO-92 package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	CA502	0.43 mA, Current regulator diode in 2-pin TO-92 package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	CA503	0.56 mA, Current regulator diode in 2-pin TO-92 package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	CA504	0.75 mA, Current regulator diode in 2-pin TO-92 package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	CA505	1.00 mA, Current regulator diode in 2-pin TO-92 package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	CA506	1.40 mA, Current regulator diode in 2-pin TO-92 package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	CA507	1.80 mA, Current regulator diode in 2-pin TO-92 package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	CA508	2.40 mA, Current regulator diode in 2-pin TO-92 package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	CA509	3.00 mA, Current regulator diode in 2-pin TO-92 package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	CA510	3.60 mA, Current regulator diode in 2-pin TO-92 package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	CA511	4.70 mA, Current regulator diode in 2-pin TO-92 package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	SST500	0.24 mA, Current regulator diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	SST501	0.33 mA, Current regulator diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	SST502	0.43 mA, Current regulator diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	SST503	0.56 mA, Current regulator diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	SST504	0.75 mA, Current regulator diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	SST505	1.00 mA, Current regulator diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	SST506	1.40 mA, Current regulator diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	SST507	1.80 mA, Current regulator diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	SST508	2.40 mA, Current regulator diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	SST509	3.00 mA, Current regulator diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	SST510	3.60 mA, Current regulator diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	SST511	4.70 mA, Current regulator diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 150°C.	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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