

	
   			
      			
	
         
         
          
         

        
	


     
		
	
      			



     


  
	
   	
      	
	


      	
         
          
          
           		
             		


            

          


        


      	
	
	
	
	
	
	
	


      	
	
         	
               
                More than
4 307 195 
components listed               
           
	
         
         
          
         

        


        


     			


  	
   	
      
     
	
 



 


    
SD5000 series datasheets. Manufacturer: Calogic, LLC.
	
   	SD5000N	High-speed DMOS quad FET analog switch array in 14-pin PDIP package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	SD5001N	High-speed DMOS quad FET analog switch array in 14-pin PDIP package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	SD5002N	High-speed DMOS quad FET analog switch array in 14-pin PDIP package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	SD5400CY	High-speed DMOS quad FET analog switch array in 16-pin PDIP package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	SD5401CY	High-speed DMOS quad FET analog switch array in 16-pin PDIP package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	SD5402CY	High-speed DMOS quad FET analog switch array in 16-pin PDIP package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	XSD5000	High-speed DMOS quad FET analog switch array in 14-pin SMD package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	XSD5001	High-speed DMOS quad FET analog switch array in 14-pin SMD package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	XSD5002	High-speed DMOS quad FET analog switch array in 14-pin SMD package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	XSD5400	High-speed DMOS quad FET analog switch array in 16-pin SMD package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	XSD5401	High-speed DMOS quad FET analog switch array in 16-pin SMD package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	XSD5402	High-speed DMOS quad FET analog switch array in 16-pin SMD package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	SD5000	High-Speed DMOS Quad FET Analog Switch Arrays	Datasheet*)
	SD5001	High-Speed DMOS Quad FET Analog Switch Arrays	Datasheet*)
	SD5002	High-Speed DMOS Quad FET Analog Switch Arrays	Datasheet*)
	SD5400	High-Speed DMOS Quad FET Analog Switch Arrays	Datasheet*)
	SD5401	High-Speed DMOS Quad FET Analog Switch Arrays	Datasheet*)
	SD5402	High-Speed DMOS Quad FET Analog Switch Arrays	Datasheet*)
	There are other manufacturers for this components. For more information please check
  SD5000 (International Rectifier)
 SD5000 (Linear Integrated System, Inc.)
 SD5000 (SGS-Thomson Microelectronics)



  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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