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MMBZ15 series datasheets. Manufacturer: DIODS.
	
   	MMBZ10VAL	6.5V; 24W and 40W peak power dual surface mount TVS in 3-pin SOT-23 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	MMBZ15vAL	12V; 24W and 40W peak power dual surface mount TVS in 3-pin SOT-23 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	MMBZ18VAL	14.5V; 24W and 40W peak power dual surface mount TVS in 3-pin SOT-23 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	MMBZ20VAL	17V; 24W and 40W peak power dual surface mount TVS in 3-pin SOT-23 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	MMBZ27VAL	22V; 24W and 40W peak power dual surface mount TVS in 3-pin SOT-23 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	MMBZ33VAL	26V; 24W and 40W peak power dual surface mount TVS in 3-pin SOT-23 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	MMBZ5V6AL	3V; 24W and 40W peak power dual surface mount TVS in 3-pin SOT-23 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	MMBZ6V8AL	4.5V; 24W and 40W peak power dual surface mount TVS in 3-pin SOT-23 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	MMBZ9V1AL	6.0V; 24W and 40W peak power dual surface mount TVS in 3-pin SOT-23 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	MMBZ15VDL	12.8V; 40W peak power dual surface mount TVs. Ideally suited for automatic insertion in 3-pin DPAK package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	MMBZ27VCL	22V; 40W peak power dual surface mount TVs. Ideally suited for automatic insertion in 3-pin DPAK package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	MMBZ15	40W PEAK POWER DUAL SURFACE MOUNT TVS	Datasheet*)
	MMBZ15VDL-7	40W PEAK POWER DUAL SURFACE MOUNT TVS	Datasheet*)
	MMBZ27VCL-7	40W PEAK POWER DUAL SURFACE MOUNT TVS	Datasheet*)
	There are other manufacturers for this components. For more information please check
  MMBZ15 (ON Semiconductor)
 MMBZ15 (VISAY)



  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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