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ZY100 series datasheets. Manufacturer: DIODS.
	
   	ZY100	94-106V silicon power zener diode in 2-pin DO-41 package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	ZY11	10.4-11.6V silicon power zener diode in 2-pin DO-41 package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	ZY110	104-116V silicon power zener diode in 2-pin DO-41 package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	ZY12	11.4-12.7V silicon power zener diode in 2-pin DO-41 package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	ZY120	114-127V silicon power zener diode in 2-pin DO-41 package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	ZY13	12.4-14.1V silicon power zener diode in 2-pin DO-41 package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	ZY130	124-141V silicon power zener diode in 2-pin DO-41 package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	ZY15	13.8-15.8V silicon power zener diode in 2-pin DO-41 package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	ZY150	138-156V silicon power zener diode in 2-pin DO-41 package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	ZY16	15.3-17.1V silicon power zener diode in 2-pin DO-41 package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	ZY160	153-171V silicon power zener diode in 2-pin DO-41 package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	ZY18	16.8-19.1V silicon power zener diode in 2-pin DO-41 package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	ZY180	168-191V silicon power zener diode in 2-pin DO-41 package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	ZY20	18.8-21.2V silicon power zener diode in 2-pin DO-41 package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	ZY200	188-212V silicon power zener diode in 2-pin DO-41 package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	ZY22	20.8-23.3V silicon power zener diode in 2-pin DO-41 package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	ZY24	22.8-25.6V silicon power zener diode in 2-pin DO-41 package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	ZY27	25.1-28.9V silicon power zener diode in 2-pin DO-41 package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	ZY30	28-32V silicon power zener diode in 2-pin DO-41 package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	ZY33	31-35V silicon power zener diode in 2-pin DO-41 package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	ZY36	34-38V silicon power zener diode in 2-pin DO-41 package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	ZY39	37-41V silicon power zener diode in 2-pin DO-41 package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	ZY43	40-46V silicon power zener diode in 2-pin DO-41 package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	ZY47	44-50V silicon power zener diode in 2-pin DO-41 package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	ZY51	48-54V silicon power zener diode in 2-pin DO-41 package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	ZY56	52-60V silicon power zener diode in 2-pin DO-41 package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	ZY62	58-66V silicon power zener diode in 2-pin DO-41 package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	ZY68	64-72V silicon power zener diode in 2-pin DO-41 package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	ZY75	70-79V silicon power zener diode in 2-pin DO-41 package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	ZY82	77-88V silicon power zener diode in 2-pin DO-41 package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	ZY91	85-96V silicon power zener diode in 2-pin DO-41 package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	There are other manufacturers for this components. For more information please check
  ZY100 (BKC)
 ZY100 (Diotec Elektronische)
 ZY100 (EIC)
 ZY100 (FAGOR)
 ZY100 (General Semiconductor)
 ZY100 (Micronas Intermetall)
 ZY100 (SEMIK)



  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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