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ZPD1 series datasheets. Manufacturer: Diotec Elektronische.
	
   	ZPD1	Silicon Z-diode in 2-pin package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	ZPD10	Silicon Z-diode in 2-pin package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	ZPD11	Silicon Z-diode in 2-pin package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	ZPD12	Silicon Z-diode in 2-pin package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	ZPD13	Silicon Z-diode in 2-pin package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	ZPD15	Silicon Z-diode in 2-pin package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	ZPD16	Silicon Z-diode in 2-pin package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	ZPD18	Silicon Z-diode in 2-pin package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	ZPD2.7	Silicon Z-diode in 2-pin package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	ZPD20	Silicon Z-diode in 2-pin package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	ZPD22	Silicon Z-diode in 2-pin package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	ZPD24	Silicon Z-diode in 2-pin package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	ZPD27	Silicon Z-diode in 2-pin package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	ZPD3	Silicon Z-diode in 2-pin package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	ZPD3.3	Silicon Z-diode in 2-pin package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	ZPD3.6	Silicon Z-diode in 2-pin package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	ZPD3.9	Silicon Z-diode in 2-pin package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	ZPD30	Silicon Z-diode in 2-pin package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	ZPD33	Silicon Z-diode in 2-pin package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	ZPD36	Silicon Z-diode in 2-pin package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	ZPD39	Silicon Z-diode in 2-pin package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	ZPD4.3	Silicon Z-diode in 2-pin package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	ZPD4.7	Silicon Z-diode in 2-pin package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	ZPD43	Silicon Z-diode in 2-pin package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	ZPD47	Silicon Z-diode in 2-pin package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	ZPD5.1	Silicon Z-diode in 2-pin package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	ZPD5.6	Silicon Z-diode in 2-pin package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	ZPD51	Silicon Z-diode in 2-pin package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	ZPD6.2	Silicon Z-diode in 2-pin package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	ZPD6.8	Silicon Z-diode in 2-pin package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	ZPD7.5	Silicon Z-diode in 2-pin package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	ZPD8.2	Silicon Z-diode in 2-pin package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	ZPD9.1	Silicon Z-diode in 2-pin package. Operational temperature range from -50°C to 200°C.	Datasheet*)
	There are other manufacturers for this components. For more information please check
  ZPD1 (Micronas Intermetall)



  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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