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10RM100 series datasheets. Manufacturer: FACON.
	
   	10RM100	6.0A Iout, 10kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	10RM120	6.0A Iout, 12kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	10RM150	6.0A Iout, 15kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	10RM200	6.0A Iout, 20kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	10RM220	6.0A Iout, 22kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	10RM250	6.0A Iout, 25kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	10RM60	6.0A Iout, 6.0kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	10RM80	6.0A Iout, 8.0kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	1RM100	500mA Iout, 10kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	1RM120	500mA Iout, 12kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	1RM150	500mA Iout, 15kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	1RM200	500mA Iout, 20kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	1RM250	500mA Iout, 25kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	1RM40	500mA Iout, 4.0kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	1RM60	500mA Iout, 6.0kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	1RM80	500mA Iout, 8.0kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	20RM100	10A Iout, 10kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	20RM120	10A Iout, 12kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	20RM150	10A Iout, 15kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	20RM200	10A Iout, 20kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	20RM220	10A Iout, 22kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	20RM250	10A Iout, 25kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	20RM60	10A Iout, 6.0kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	20RM80	10A Iout, 8.0kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	6RM100	3.0A Iout, 10kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	6RM120	3.0A Iout, 12kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	6RM150	3.0A Iout, 15kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	6RM200	3.0A Iout, 20kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	6RM250	3.0A Iout, 25kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	6RM40	3.0A Iout, 4.0kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	6RM60	3.0A Iout, 6.4kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	6RM80	3.0A Iout, 8.0kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	CY501H	100mA Iout, 50kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	CY751H	100mA Iout, 75kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	D100H	500mA Iout, 10kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	D120H	500mA Iout, 12kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	D150H	500mA Iout, 15kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	D200HL	500mA Iout, 20kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	D250HL	500mA Iout, 25kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	D40H	500mA Iout, 4.0kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	D60H	500mA Iout, 6.0kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	D80H	500mA Iout, 8.0kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	F100H	1.0A Iout, 10kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	F150H	1.0A Iout, 15kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	F200HL	1.0A Iout, 20kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	F250HL	1.0A Iout, 25kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	F300HL	1.0A Iout, 30kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	F40H	1.0A Iout, 4.0kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	F80H	1.0A Iout, 8.0kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	FA30	2.0A Iout, 3.0kV Vrrm General Purpose Silicon Rectifier	Datasheet*)
	FA30R	1.5A Iout, 3.0kV Vrrm General Purpose Silicon Rectifier	Datasheet*)
	FA30UR	1.5A Iout, 3.0kV Vrrm General Purpose Silicon Rectifier	Datasheet*)
	FA40	2.0A Iout, 4.0kV Vrrm General Purpose Silicon Rectifier	Datasheet*)
	FA40R	1.5A Iout, 4.0kV Vrrm General Purpose Silicon Rectifier	Datasheet*)
	FA40UR	1.5A Iout, 4.0kV Vrrm General Purpose Silicon Rectifier	Datasheet*)
	FA60	1.5A Iout, 6.0kV Vrrm General Purpose Silicon Rectifier	Datasheet*)
	FA60R	1.0A Iout, 6.0kV Vrrm General Purpose Silicon Rectifier	Datasheet*)
	FA60UR	1.0A Iout, 6.0kV Vrrm General Purpose Silicon Rectifier	Datasheet*)
	FA80	1.0A Iout, 8.0kV Vrrm General Purpose Silicon Rectifier	Datasheet*)
	FA80R	1.0A Iout, 8.0kV Vrrm General Purpose Silicon Rectifier	Datasheet*)
	FA80UR	1.0A Iout, 8.0kV Vrrm General Purpose Silicon Rectifier	Datasheet*)
	FME100	400mA Iout, 10kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	FME120	400mA Iout, 12kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	FME200	400mA Iout, 20kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	FME30	400mA Iout, 3.0kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	FME60	400mA Iout, 6.0kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	FMU10	400mA Iout, 10kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	FMU2	400mA Iout, 2.0kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	FMU20	400mA Iout, 20kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	FMU3	400mA Iout, 3.0kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	FMU4	400mA Iout, 4.0kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	FMU5	400mA Iout, 5.0kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	FMU6	400mA Iout, 6.0kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	FMU8	400mA Iout, 8.0kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	M120K	250mA Iout, 12kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	M150K	250mA Iout, 15kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	M15K	250mA Iout, 1.5kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	M200K	250mA Iout, 20kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	M20K	250mA Iout, 2.0kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	M300K	250mA Iout, 30kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	M30K	250mA Iout, 3.0kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	M40K	250mA Iout, 4.0kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	M50K	250mA Iout, 5.0kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	M60K	250mA Iout, 6.0kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	M80K	250mA Iout, 8.0kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	ME100	200mA Iout, 10kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	ME120	200mA Iout, 12kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	ME200	200mA Iout, 20kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	ME30	200mA Iout, 3.0kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	ME60	200mA Iout, 6.0kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	MU10	200mA Iout, 10kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	P100H	3.0A Iout, 10kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	P120H	3.0A Iout, 12kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	P150H	3.0A Iout, 15kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	P200H	3.0A Iout, 20kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	P250H	3.0A Iout, 25kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	P32H	3.0A Iout, 3.2kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	P400H	3.0A Iout, 40kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	P40H	3.0A Iout, 4.0kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	P48H	3.0A Iout, 4.8kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	P56H	3.0A Iout, 5.6kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	P64H	3.0A Iout, 6.4kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	P70H	3.0A Iout, 7.0kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)
	P80H	3.0A Iout, 8.0kV Vrrm General Purpose Silicon Rectifier Operational temperature range from 0°C to 125°C.	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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