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FR02-25 series datasheets. Manufacturer: FRED.
	
   	FR02-25	0.2A Iout, 2.5kV Vrrm Fast Recovery Rectifier	Datasheet*)
	FR02-30	0.2A Iout, 3.0kV Vrrm Fast Recovery Rectifier	Datasheet*)
	FR02-40	0.2A Iout, 4.0kV Vrrm Fast Recovery Rectifier	Datasheet*)
	FR02-50	0.2A Iout, 5.0kV Vrrm Fast Recovery Rectifier	Datasheet*)
	FR02-60	0.2A Iout, 6.0kV Vrrm Fast Recovery Rectifier	Datasheet*)
	FR05-10	0.5A Iout, 1.0kV Vrrm Fast Recovery Rectifier	Datasheet*)
	FR05-15	0.5A Iout, 1.5kV Vrrm Fast Recovery Rectifier	Datasheet*)
	FR05-20	0.5A Iout, 2.0kV Vrrm Fast Recovery Rectifier	Datasheet*)
	FR101	1.0A Iout, 50V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	FR101G	1.0A Iout, 50V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	FR102	1.0A Iout, 100V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	FR102G	1.0A Iout, 100V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	FR103	1.0A Iout, 200V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	FR103G	1.0A Iout, 200V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	FR104	1.0A Iout, 400V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	FR104G	1.0A Iout, 400V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	FR105	1.0A Iout, 600V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	FR105G	1.0A Iout, 600V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	FR106	1.0A Iout, 800V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	FR106G	1.0A Iout, 800V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	FR107	1.0A Iout, 1.0kV Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	FR107G	1.0A Iout, 1.0kV Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	FR151	1.5A Iout, 50V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	FR151G	1.5A Iout, 50V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	FR152	1.5A Iout, 100V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	FR152G	1.5A Iout, 100V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	FR153	1.5A Iout, 200V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	FR153G	1.5A Iout, 200V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	FR154	1.5A Iout, 400V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	FR154G	1.5A Iout, 400V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	FR155	1.5A Iout, 600V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	FR155G	1.5A Iout, 600V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	FR156	1.5A Iout, 800V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	FR156G	1.5A Iout, 800V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	FR157	1.5A Iout, 1.0kV Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	FR157G	1.5A Iout, 1.0kV Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	FR201	2.0A Iout, 50V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	FR202	2.0A Iout, 100V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	FR203	2.0A Iout, 200V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	FR204	2.0A Iout, 400V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	FR205	2.0A Iout, 600V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	FR206	2.0A Iout, 800V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	FR207	2.0A Iout, 1.0kV Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	FR251	2.5A Iout, 50V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	FR252	2.5A Iout, 100V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	FR253	2.5A Iout, 200V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	FR254	2.5A Iout, 400V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	FR255	2.5A Iout, 600V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	FR256	2.5A Iout, 800V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	FR257	2.5A Iout, 1.0kV Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	FR301	3.0A Iout, 50V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	FR301G	3.0A Iout, 50V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	FR302	3.0A Iout, 100V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	FR302G	3.0A Iout, 100V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	FR303	3.0A Iout, 200V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	FR303G	3.0A Iout, 200V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	FR304	3.0A Iout, 400V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	FR304G	3.0A Iout, 400V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	FR305	3.0A Iout, 600V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	FR305G	3.0A Iout, 600V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	FR306	3.0A Iout, 800V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	FR306G	3.0A Iout, 800V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	FR307	3.0A Iout, 1.0kV Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	FR307G	3.0A Iout, 1.0kV Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	FR601	6.0A Iout, 50V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	FR601G	6.0A Iout, 50V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	FR602	6.0A Iout, 100V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	FR602G	6.0A Iout, 100V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	FR603	6.0A Iout, 200V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	FR603G	6.0A Iout, 200V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	FR604	6.0A Iout, 400V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	FR604G	6.0A Iout, 400V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	FR605	6.0A Iout, 600V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	FR605G	6.0A Iout, 600V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	FR606	6.0A Iout, 800V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	FR606G	6.0A Iout, 800V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	FR607	6.0A Iout, 1.0kV Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	FR607G	6.0A Iout, 1.0kV Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	SF11	1.0A Iout, 50V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	SF12	1.0A Iout, 100V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	SF13	1.0A Iout, 150V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	SF14	1.0A Iout, 200V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	SF21	2.0A Iout, 50V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	SF22	2.0A Iout, 100V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	SF23	2.0A Iout, 150V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	SF24	2.0A Iout, 200V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	SF31	3.0A Iout, 50V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	SF32	3.0A Iout, 100V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	SF33	3.0A Iout, 150V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	SF34	3.0A Iout, 200V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	SF61	6.0A Iout, 50V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	SF62	6.0A Iout, 100V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	SF63	6.0A Iout, 150V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	SF64	6.0A Iout, 200V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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