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Z10-100 series datasheets. Manufacturer: FRONT.
	
   	Z10-100	100V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z10-110	110V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z10-115	115V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z10-120	120V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z10-130	130V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z10-135	135V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z10-140	140V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z10-150	150V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z10-160	160V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z10-170	170V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z10-180	180V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z10-190	190V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z10-200	200V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z10-300	300V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z10-330	330V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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