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FM93C46 series datasheets. Manufacturer: Fairchild Semiconductor.
	
   	FM93C46TM8	 1K-Bit Serial CMOS EEPROM (MICROWIRE Bus Interface)	Datasheet*)
	FM93C46ALZM8	 1K-Bit Serial CMOS EEPROM (MICROWIRE Synchronous Bus)	Datasheet*)
	FM93C46AN	1K BIT SERIAL EEPROM	Datasheet*)
	FM810L	3-Pin ?C Supervisor Device	Datasheet*)
	FM93C46EM8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin SO package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	FM93C46EMT8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin TSSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	FM93C46EN	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	FM93C46LEM8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin SO package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	FM93C46LEMT8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin TSSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	FM93C46LEN	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	FM93C46LM8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin SO package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	FM93C46LMT8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin TSSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	FM93C46LN	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	FM93C46LVM8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin SO package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	FM93C46LVMT8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin TSSOP package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	FM93C46LVN	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin DIP package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	FM93C46LZEM8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin SO package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	FM93C46LZEMT8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin TSSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	FM93C46LZEN	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	FM93C46LZM8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin SO package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	FM93C46LZMT8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin TSSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	FM93C46LZN	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	FM93C46LZVM8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin SO package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	FM93C46LZVMT8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin TSSOP package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	FM93C46LZVN	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin DIP package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	FM93C46M8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin SO package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	FM93C46MT8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin TSSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	FM93C46N	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	FM93C46TEM8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin SO package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	FM93C46TEMT8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin TSSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	FM93C46TEN	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	FM93C46TLEM8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin SO package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	FM93C46TLEMT8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin TSSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	FM93C46TLEN	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	FM93C46TLM8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin SO package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	FM93C46TLMT8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin TSSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	FM93C46TLN	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	FM93C46TLVM8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin SO package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	FM93C46TLVMT8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin TSSOP package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	FM93C46TLVN	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin DIP package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	FM93C46TLZEM8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin SO package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	FM93C46TLZEMT8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin TSSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	FM93C46TLZEN	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	FM93C46TLZM8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin SO package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	FM93C46TLZMT8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin TSSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	FM93C46TLZN	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	FM93C46TLZVM8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin SO package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	FM93C46TLZVMT8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin TSSOP package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	FM93C46TLZVN	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin DIP package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	FM93C46TM8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin SO package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	FM93C46TMT8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin TSSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	FM93C46TN	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	FM93C46TVM8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin SO package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	FM93C46TVMT8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin TSSOP package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	FM93C46TVN	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin DIP package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	FM93C46VM8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin SO package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	FM93C46VMT8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin TSSOP package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	FM93C46VN	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin DIP package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	FM93CS46EM8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin SO package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	FM93CS46EMT8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin TSSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	FM93CS46EN	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	FM93CS46LEM8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin SO package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	FM93CS46LEMT8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin TSSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	FM93CS46LEN	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	FM93CS46LM8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin SO package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	FM93CS46LMT8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin TSSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	FM93CS46LN	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	FM93CS46LVM8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin SO package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	FM93CS46LVMT8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin TSSOP package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	FM93CS46LVN	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin DIP package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	FM93CS46LZEM8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin SO package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	FM93CS46LZEMT8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin TSSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	FM93CS46LZEN	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	FM93CS46LZM8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin SO package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	FM93CS46LZMT8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin TSSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	FM93CS46LZN	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	FM93CS46LZVM8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin SO package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	FM93CS46LZVMT8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin TSSOP package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	FM93CS46LZVN	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin DIP package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	FM93CS46M8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin SO package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	FM93CS46MT8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin TSSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	FM93CS46N	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	FM93CS46TEM8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin SO package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	FM93CS46TEMT8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin TSSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	FM93CS46TEN	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	FM93CS46TLEM8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin SO package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	FM93CS46TLEMT8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin TSSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	FM93CS46TLEN	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	FM93CS46TLM8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin SO package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	FM93CS46TLMT8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin TSSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	FM93CS46TLN	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	FM93CS46TLVM8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin SO package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	FM93CS46TLVMT8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin TSSOP package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	FM93CS46TLVN	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin DIP package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	FM93CS46TLZEM8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin SO package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	FM93CS46TLZEMT8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin TSSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	FM93CS46TLZEN	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	FM93CS46TLZM8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin SO package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	FM93CS46TLZMT8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin TSSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	FM93CS46TLZN	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	FM93CS46TLZVM8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin SO package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	FM93CS46TLZVMT8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin TSSOP package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	FM93CS46TLZVN	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin DIP package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	FM93CS46TM8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin SO package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	FM93CS46TMT8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin TSSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	FM93CS46TN	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	FM93CS46TVM8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin SO package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	FM93CS46TVMT8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin TSSOP package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	FM93CS46TVN	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin DIP package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	FM93CS46VM8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin SO package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	FM93CS46VMT8	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin TSSOP package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	FM93CS46VN	1024-bit serial EEPROM (MICROWIRE synchronous bus) in 8-pin DIP package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	FM93C46L	1024-Bit Serial CMOS EEPROM	Datasheet*)
	FM93C46LZ	1024-Bit Serial CMOS EEPROM	Datasheet*)
	FM93C46TL	1024-Bit Serial CMOS EEPROM	Datasheet*)
	FM93C46TLZ	1024-Bit Serial CMOS EEPROM	Datasheet*)
	FM93C46	1024-Bit Serial CMOS EEPROM (MICROWIRE?? Synchronous Bus)	Datasheet*)
	FM93C46E	1024-Bit Serial CMOS EEPROM (MICROWIRE?? Synchronous Bus)	Datasheet*)
	FM93C46V	1024-Bit Serial CMOS EEPROM (MICROWIRE?? Synchronous Bus)	Datasheet*)
	FM93C46A	1K-Bit Serial CMOS EEPROM (MICROWIRE?? Synchronous Bus)	Datasheet*)
	FM93C46AE	1K-Bit Serial CMOS EEPROM (MICROWIRE?? Synchronous Bus)	Datasheet*)
	FM93C46AV	1K-Bit Serial CMOS EEPROM (MICROWIRE?? Synchronous Bus)	Datasheet*)
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