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FAR-F5CM-836M50-B268 series datasheets. Manufacturer: Fujitsu Microelectronics.
	
   	FAR-F5CM-836M50-B268-U	Piezoelectric SAW BPF (700 to 1000 MHz) in 6-pin SMT package. Operational temperature range from -30°C to 85°C.	Datasheet*)
	FAR-F5CM-836M50-B268-V	Piezoelectric SAW BPF (700 to 1000 MHz) in 6-pin SMT package. Operational temperature range from -30°C to 85°C.	Datasheet*)
	FAR-F5CM-836M50-B268-W	Piezoelectric SAW BPF (700 to 1000 MHz) in 6-pin SMT package. Operational temperature range from -30°C to 85°C.	Datasheet*)
	FAR-F5CM-881M50-B266-U	Piezoelectric SAW BPF (700 to 1000 MHz) in 6-pin SMT package. Operational temperature range from -30°C to 85°C.	Datasheet*)
	FAR-F5CM-881M50-B266-V	Piezoelectric SAW BPF (700 to 1000 MHz) in 6-pin SMT package. Operational temperature range from -30°C to 85°C.	Datasheet*)
	FAR-F5CM-881M50-B266-W	Piezoelectric SAW BPF (700 to 1000 MHz) in 6-pin SMT package. Operational temperature range from -30°C to 85°C.	Datasheet*)
	FAR-F5CM-902M50-B263-U	Piezoelectric SAW BPF (700 to 1000 MHz) in 6-pin SMT package. Operational temperature range from -30°C to 85°C.	Datasheet*)
	FAR-F5CM-902M50-B263-V	Piezoelectric SAW BPF (700 to 1000 MHz) in 6-pin SMT package. Operational temperature range from -30°C to 85°C.	Datasheet*)
	FAR-F5CM-902M50-B263-W	Piezoelectric SAW BPF (700 to 1000 MHz) in 6-pin SMT package. Operational temperature range from -30°C to 85°C.	Datasheet*)
	FAR-F5CM-942M50-B270-U	Piezoelectric SAW BPF (700 to 1000 MHz) in 6-pin SMT package. Operational temperature range from -30°C to 85°C.	Datasheet*)
	FAR-F5CM-942M50-B270-V	Piezoelectric SAW BPF (700 to 1000 MHz) in 6-pin SMT package. Operational temperature range from -30°C to 85°C.	Datasheet*)
	FAR-F5CM-942M50-B270-W	Piezoelectric SAW BPF (700 to 1000 MHz) in 6-pin SMT package. Operational temperature range from -30°C to 85°C.	Datasheet*)
	FAR-F5CM-947M50-B260-U	Piezoelectric SAW BPF (700 to 1000 MHz) in 6-pin SMT package. Operational temperature range from -30°C to 85°C.	Datasheet*)
	FAR-F5CM-947M50-B260-V	Piezoelectric SAW BPF (700 to 1000 MHz) in 6-pin SMT package. Operational temperature range from -30°C to 85°C.	Datasheet*)
	FAR-F5CM-947M50-B260-W	Piezoelectric SAW BPF (700 to 1000 MHz) in 6-pin SMT package. Operational temperature range from -30°C to 85°C.	Datasheet*)
	FAR-F5CM-947M50-B262-U	Piezoelectric SAW BPF (700 to 1000 MHz) in 6-pin SMT package. Operational temperature range from -30°C to 85°C.	Datasheet*)
	FAR-F5CM-947M50-B262-V	Piezoelectric SAW BPF (700 to 1000 MHz) in 6-pin SMT package. Operational temperature range from -30°C to 85°C.	Datasheet*)
	FAR-F5CM-947M50-B262-W	Piezoelectric SAW BPF (700 to 1000 MHz) in 6-pin SMT package. Operational temperature range from -30°C to 85°C.	Datasheet*)
	FAR-F5CM	SAW Filter (700 to 1000 MHz)	Datasheet*)
	FAR-F5CM-836M50-B268	SAW Filter (700 to 1000 MHz)	Datasheet*)
	FAR-F5CM-881M50-B266	SAW Filter (700 to 1000 MHz)	Datasheet*)
	FAR-F5CM-902M50-B263	SAW Filter (700 to 1000 MHz)	Datasheet*)
	FAR-F5CM-942M50-B270	SAW Filter (700 to 1000 MHz)	Datasheet*)
	FAR-F5CM-947M50-B260	SAW Filter (700 to 1000 MHz)	Datasheet*)
	FAR-F5CM-947M50-B262	SAW Filter (700 to 1000 MHz)	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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