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VC-3R0 series datasheets. Manufacturer: Fujitsu Microelectronics.
	
   	VC-3R0A230967/1750B	Voltage controlled oscillator (800 to 2000 MHz) in 8-pin SMD package. Operational temperature range from -30°C to 80°C.	Datasheet*)
	VC-2R5A50-0991	Voltage controlled oscillator (230 to 2300 MHz) in 8-pin SMD package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VC-2R5A50-1035	Voltage controlled oscillator (230 to 2300 MHz) in 8-pin SMD package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VC-2R7A50-1635	Voltage controlled oscillator (230 to 2300 MHz) in 8-pin SMD package. Operational temperature range from -30°C to 80°C.	Datasheet*)
	VC-2R7A50-1652	Voltage controlled oscillator (230 to 2300 MHz) in 8-pin SMD package. Operational temperature range from -20°C to 60°C.	Datasheet*)
	VC-2R8A50-0897F	Voltage controlled oscillator (230 to 2300 MHz) in 8-pin SMD package. Operational temperature range from -20°C to 75°C.	Datasheet*)
	VC-2R8A50-1171	Voltage controlled oscillator (230 to 2300 MHz) in 8-pin SMD package. Operational temperature range from -20°C to 75°C.	Datasheet*)
	VC-2R8A50-1360	Voltage controlled oscillator (230 to 2300 MHz) in 8-pin SMD package. Operational temperature range from -20°C to 80°C.	Datasheet*)
	VC-3R0A50-096A	Voltage controlled oscillator (230 to 2300 MHz) in 8-pin SMD package. Operational temperature range from -30°C to 80°C.	Datasheet*)
	VC-3R0A50-1635S	Voltage controlled oscillator (230 to 2300 MHz) in 8-pin SMD package. Operational temperature range from -30°C to 80°C.	Datasheet*)
	VC-3R0A50-1668N	Voltage controlled oscillator (230 to 2300 MHz) in 8-pin SMD package. Operational temperature range from -10°C to 60°C.	Datasheet*)
	VC-3R0A50-1750	Voltage controlled oscillator (230 to 2300 MHz) in 8-pin SMD package. Operational temperature range from -30°C to 80°C.	Datasheet*)
	VC-2R2A80-0717K	Voltage controlled oscillator (700 to 2000 MHz) in 8-pin SMD package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	VC-2R8A80-0739A	Voltage controlled oscillator (700 to 2000 MHz) in 8-pin SMD package. Operational temperature range from -30°C to 80°C.	Datasheet*)
	VC-2R8A80-0967L	Voltage controlled oscillator (700 to 2000 MHz) in 8-pin SMD package. Operational temperature range from -30°C to 80°C.	Datasheet*)
	VC-2R8A80-1635L	Voltage controlled oscillator (700 to 2000 MHz) in 8-pin SMD package. Operational temperature range from -30°C to 80°C.	Datasheet*)
	VC-3R0A80-1668N	Voltage controlled oscillator (700 to 2000 MHz) in 8-pin SMD package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	VC-3R0A23	ASSP for Mobile Telephone	Datasheet*)
	VC-3R0A231750B	ASSP for Mobile Telephone	Datasheet*)
	VC-3R0A23967B	ASSP for Mobile Telephone	Datasheet*)
	VC-3R0A50	ASSP for Mobile Telephone	Datasheet*)
	VC-3RA50-0967A	ASSP for Mobile Telephone	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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