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2N1700 series datasheets. Manufacturer: GSEMI.
	
   	2N1700	60V Vcbo, 1.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 200°C.	Datasheet*)
	2N2018	150V Vcbo, 2.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	2N2019	200V Vcbo, 2.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	2N2150	125V Vcbo, 2.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	2N2151	125V Vcbo, 2.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	2N2987	95V Vcbo, 1.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 200°C.	Datasheet*)
	2N2988	155V Vcbo, 1.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 200°C.	Datasheet*)
	2N2989	95V Vcbo, 1.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 200°C.	Datasheet*)
	2N2990	155V Vcbo, 1.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 200°C.	Datasheet*)
	2N4000	100V Vcbo, 1.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	2N4001	120V Vcbo, 1.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	2N4300	100V Vcbo, 2.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	2N4305	120V Vcbo, 5.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	2N4307	100V Vcbo, 5.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	2N4309	120V Vcbo, 5.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	2N4311	100V Vcbo, 5.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	2N5598	80V Vcbo, 2.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	2N5600	100V Vcbo, 2.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	2N5602	100V Vcbo, 2.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	2N5604	120V Vcbo, 2.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	There are other manufacturers for this components. For more information please check
  2N1700 (Advanced Semiconductor, Inc)
 2N1700 (CENTR)
 2N1700 (DGTRN)
 2N1700 (GESS)
 2N1700 (GETRN)
 2N1700 (Harris Semiconductor)
 2N1700 (NEWEN)
 2N1700 (PIRGO)
 2N1700 (SILTR)
 2N1700 (SOLID)
 2N1700 (STI)
 2N1700 (Semitronics Corp.)
 2N1700 (TRNSR)



  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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