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5962-8957001 series datasheets. Manufacturer: HP.
	
   	5962-8957001PA	Hermetically sealed, very high speed, logic gate optocoupler in 8-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962-8957001PC	Hermetically sealed, very high speed, logic gate optocoupler in 8-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962-8957001PX	Hermetically sealed, very high speed, logic gate optocoupler in 8-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962-8957001XA	Hermetically sealed, very high speed, logic gate optocoupler in 8-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962-8957001YA	Hermetically sealed, very high speed, logic gate optocoupler in 8-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962-8957001YC	Hermetically sealed, very high speed, logic gate optocoupler in 8-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962-8957101PA	Hermetically sealed, very high speed, logic gate optocoupler in 8-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962-8957101PC	Hermetically sealed, very high speed, logic gate optocoupler in 8-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962-8957101PX	Hermetically sealed, very high speed, logic gate optocoupler in 8-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962-8957101XA	Hermetically sealed, very high speed, logic gate optocoupler in 8-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962-8957101YA	Hermetically sealed, very high speed, logic gate optocoupler in 8-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962-8957101YC	Hermetically sealed, very high speed, logic gate optocoupler in 8-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962-89571022A	Hermetically sealed, very high speed, logic gate optocoupler in 20-pin PLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	5962-89571022X	Hermetically sealed, very high speed, logic gate optocoupler in 20-pin PLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	HCPL-5400	Hermetically sealed, very high speed, logic gate optocoupler in 8-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	HCPL-5400#100	Hermetically sealed, very high speed, logic gate optocoupler in 8-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	HCPL-5400#200	Hermetically sealed, very high speed, logic gate optocoupler in 8-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	HCPL-5400#300	Hermetically sealed, very high speed, logic gate optocoupler in 8-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	HCPL-5401	Hermetically sealed, very high speed, logic gate optocoupler in 8-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	HCPL-5401#100	Hermetically sealed, very high speed, logic gate optocoupler in 8-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	HCPL-5401#200	Hermetically sealed, very high speed, logic gate optocoupler in 8-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	HCPL-5401#300	Hermetically sealed, very high speed, logic gate optocoupler in 8-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	HCPL-540K	Hermetically sealed, very high speed, logic gate optocoupler in 8-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	HCPL-540K#100	Hermetically sealed, very high speed, logic gate optocoupler in 8-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	HCPL-540K#200	Hermetically sealed, very high speed, logic gate optocoupler in 8-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	HCPL-540K#300	Hermetically sealed, very high speed, logic gate optocoupler in 8-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	HCPL-5430	Hermetically sealed, very high speed, logic gate optocoupler in 8-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	HCPL-5430#100	Hermetically sealed, very high speed, logic gate optocoupler in 8-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	HCPL-5430#200	Hermetically sealed, very high speed, logic gate optocoupler in 8-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	HCPL-5430#300	Hermetically sealed, very high speed, logic gate optocoupler in 8-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	HCPL-5431	Hermetically sealed, very high speed, logic gate optocoupler in 8-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	HCPL-5431#100	Hermetically sealed, very high speed, logic gate optocoupler in 8-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	HCPL-5431#200	Hermetically sealed, very high speed, logic gate optocoupler in 8-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	HCPL-5431#300	Hermetically sealed, very high speed, logic gate optocoupler in 8-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	HCPL-543K	Hermetically sealed, very high speed, logic gate optocoupler in 8-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	HCPL-543K#100	Hermetically sealed, very high speed, logic gate optocoupler in 8-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	HCPL-543K#200	Hermetically sealed, very high speed, logic gate optocoupler in 8-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	HCPL-543K#300	Hermetically sealed, very high speed, logic gate optocoupler in 8-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	HCPL-6430	Hermetically sealed, very high speed, logic gate optocoupler in 20-pin PLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	HCPL-6431	Hermetically sealed, very high speed, logic gate optocoupler in 20-pin PLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	HCPL-643K	Hermetically sealed, very high speed, logic gate optocoupler in 20-pin PLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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