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6N138 series datasheets. Manufacturer: HP.
	
   	6N138	Low input current, high gain optocoupler in 8-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	6N139	Low input current, high gain optocoupler in 8-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HCNW138	Low input current, high gain optocoupler, single channel in 8-pin Widebody package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HCNW139	Low input current, high gain optocoupler, single channel in 8-pin Widebody package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HCPL-0700	Low input current, high gain optocoupler, single channel in 8-pin SO package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HCPL-0701	Low input current, high gain optocoupler, single channel in 8-pin SO package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HCPL-070A	Low input current, high gain optocoupler, single channel in 8-pin SO package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HCPL-0730	Low input current, high gain optocoupler, dual channel in 8-pin SO package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HCPL-0731	Low input current, high gain optocoupler, dual channel in 8-pin SO package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HCPL-073A	Low input current, high gain optocoupler, dual channel in 8-pin SO package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HCPL-2730	Low input current, high gain optocoupler, dual channel in 8-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HCPL-2731	Low input current, high gain optocoupler, dual channel in 8-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HCPL-4701	Low input current, high gain optocoupler in 8-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	HCPL-4731	Low input current, high gain optocoupler, dual channel in 8-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	There are other manufacturers for this components. For more information please check
  6N138 (Fairchild Semiconductor)
 6N138 (GI)
 6N138 (ISOCM)
 6N138 (Marktech Optoelectronics)
 6N138 (OPTEK)
 6N138 (QT)
 6N138 (Siemens)
 6N138 (Texas Instruments)
 6N138 (Toshiba)



  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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