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CSB320 series datasheets. Manufacturer: HYNIX.
	
   	CSB320D	2-4V, 320KHz, 4-bit single chip microcomputer Operational temperature range from 0°C to 50°C.	Datasheet*)
	CSB455E35	2-4V, 455KHz, 4-bit single chip microcomputer Operational temperature range from 0°C to 50°C.	Datasheet*)
	CSB480E35	2-4V, 480KHz, 4-bit single chip microcomputer Operational temperature range from 0°C to 50°C.	Datasheet*)
	FCR455K3	2-4V, 455KHz, 4-bit single chip microcomputer Operational temperature range from 0°C to 50°C.	Datasheet*)
	GMS30000EVA	2.5-5.5V, 4-bit single chip microcomputer in 24-pin DIP package. Operational temperature range from 0°C to 50°C.	Datasheet*)
	GMS30004	Program memory: 512 bytes, 300KHz-1MHz, 2-4 V, 4 BIT single chip microcomputer in 16-pin SOP package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	GMS30004	Program memory: 512 bytes, 300KHz-1MHz, 2-4 V, 4 BIT single chip microcomputer in 16-pin DIP package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	GMS30012	Program memory: 512 bytes, 300KHz-1MHz, 2-4 V, 4 BIT single chip microcomputer in 20-pin SOP package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	GMS30012	Program memory: 512 bytes, 300KHz-1MHz, 2-4 V, 4 BIT single chip microcomputer in 20-pin DIP package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	GMS30112	Program memory: 1024 bytes, 300KHz-1MHz, 2-4 V, 4 BIT single chip microcomputer in 20-pin DIP package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	GMS30112	Program memory: 1024 bytes, 300KHz-1MHz, 2-4 V, 4 BIT single chip microcomputer in 20-pin SOP package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	GMS30120	Program memory: 1024 bytes, 300KHz-1MHz, 2-4 V, 4 BIT single chip microcomputer in 24-pin DIP package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	GMS30120	Program memory: 1024 bytes, 300KHz-1MHz, 2-4 V, 4 BIT single chip microcomputer in 24-pin SOP package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	GMS30140	Program memory: 1024 bytes, 300KHz-1MHz, 2-4 V, 4 BIT single chip microcomputer in 24-pin DIP package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	GMS30140	Program memory: 1024 bytes, 300KHz-1MHz, 2-4 V, 4 BIT single chip microcomputer in 24-pin SOP package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	KBR-455KTL70	2-4V, 455KHz, 4-bit single chip microcomputer Operational temperature range from 0°C to 50°C.	Datasheet*)
	ZTB-455ET4C	2-4V, 455KHz, 4-bit single chip microcomputer Operational temperature range from 0°C to 50°C.	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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