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WC101 series datasheets. Manufacturer: IPSI.
	
   	WC101	DC/DC converter. Input voltage 9-18 VDC. Output voltage 5 VDC. Output current 3000 mA. Input current 30 mA(no load), 1560 mA(full load). Operational temperature range from -25°C to 71°C.	Datasheet*)
	WC102	DC/DC converter. Input voltage 9-18 VDC. Output voltage 12 VDC. Output current 1250 mA. Input current 30 mA(no load), 1540 mA(full load). Operational temperature range from -25°C to 71°C.	Datasheet*)
	WC103	DC/DC converter. Input voltage 9-18 VDC. Output voltage 15 VDC. Output current 1000 mA. Input current 30 mA(no load), 1525 mA(full load). Operational temperature range from -25°C to 71°C.	Datasheet*)
	WC104	DC/DC converter. Input voltage 9-18 VDC. Output voltage +-5 VDC. Output current +-1500 mA. Input current 30 mA(no load), 1560 mA(full load). Operational temperature range from -25°C to 71°C.	Datasheet*)
	WC105	DC/DC converter. Input voltage 9-18 VDC. Output voltage +-12 VDC. Output current +-625 mA. Input current 30 mA(no load), 1540 mA(full load). Operational temperature range from -25°C to 71°C.	Datasheet*)
	WC106	DC/DC converter. Input voltage 9-18 VDC. Output voltage +-15 VDC. Output current +-500 mA. Input current 30 mA(no load), 1520 mA(full load). Operational temperature range from -25°C to 71°C.	Datasheet*)
	WC201	DC/DC converter. Input voltage 18-36 VDC. Output voltage 5 VDC. Output current 3000 mA. Input current 20 mA(no load), 760 mA(full load). Operational temperature range from -25°C to 71°C.	Datasheet*)
	WC202	DC/DC converter. Input voltage 18-36 VDC. Output voltage 12 VDC. Output current 1250 mA. Input current 20 mA(no load), 750 mA(full load). Operational temperature range from -25°C to 71°C.	Datasheet*)
	WC203	DC/DC converter. Input voltage 18-36 VDC. Output voltage 15 VDC. Output current 1000 mA. Input current 20 mA(no load), 745 mA(full load). Operational temperature range from -25°C to 71°C.	Datasheet*)
	WC204	DC/DC converter. Input voltage 18-36 VDC. Output voltage +-5 VDC. Output current +-1500 mA. Input current 20 mA(no load), 760 mA(full load). Operational temperature range from -25°C to 71°C.	Datasheet*)
	WC205	DC/DC converter. Input voltage 18-36 VDC. Output voltage +-12 VDC. Output current +-625 mA. Input current 20 mA(no load), 750 mA(full load). Operational temperature range from -25°C to 71°C.	Datasheet*)
	WC206	DC/DC converter. Input voltage 18-36 VDC. Output voltage +-15 VDC. Output current +-500 mA. Input current 20 mA(no load), 745 mA(full load). Operational temperature range from -25°C to 71°C.	Datasheet*)
	WC301	DC/DC converter. Input voltage 36-72 VDC. Output voltage 5 VDC. Output current 3000 mA. Input current 20 mA(no load), 370 mA(full load). Operational temperature range from -25°C to 71°C.	Datasheet*)
	WC302	DC/DC converter. Input voltage 36-72 VDC. Output voltage 12 VDC. Output current 1250 mA. Input current 20 mA(no load), 370 mA(full load). Operational temperature range from -25°C to 71°C.	Datasheet*)
	WC303	DC/DC converter. Input voltage 36-72 VDC. Output voltage 15 VDC. Output current 1000 mA. Input current 20 mA(no load), 365 mA(full load). Operational temperature range from -25°C to 71°C.	Datasheet*)
	WC304	DC/DC converter. Input voltage 36-72 VDC. Output voltage +-5 VDC. Output current +-1500 mA. Input current 20 mA(no load), 370 mA(full load). Operational temperature range from -25°C to 71°C.	Datasheet*)
	WC305	DC/DC converter. Input voltage 36-72 VDC. Output voltage +-12 VDC. Output current +-625 mA. Input current 20 mA(no load), 370 mA(full load). Operational temperature range from -25°C to 71°C.	Datasheet*)
	WC306	DC/DC converter. Input voltage 36-72 VDC. Output voltage +-15 VDC. Output current +-500 mA. Input current 20 mA(no load), 365 mA(full load). Operational temperature range from -25°C to 71°C.	Datasheet*)
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*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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