

	
   			
      			
	
         
         
          
         

        
	


     
		
	
      			



     


  
	
   	
      	
	


      	
         
          
          
           		
             		


            

          


        


      	
	
	
	
	
	
	
	


      	
	
         	
               
                More than
12 596 787 
queries processed               
           
	
         
         
          
         

        


        


     			


  	
   	
      
     
	
 



 


    
WD100 series datasheets. Manufacturer: IPSI.
	
   	WD100	DC/DC converter, 15 watts. Input voltage 9.0-18.0 VDC. Output voltage 3.3 VDC. Output current 3000 mA. Input current 20 mA(no load), 1056 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD100LU	DC/DC converter, 10 watts. UL1950 approvals. Input voltage 9.0-18.0 VDC. Output voltage 3.3 VDC. Output current 3000 mA. Input current 20 mA(no load), 1056 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD101	DC/DC converter, 15 watts. Input voltage 9.0-18.0 VDC. Output voltage 5.0 VDC. Output current 2000 mA. Input current 30 mA(no load), 1100 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD101LU	DC/DC converter, 10 watts. UL1950 approvals. Input voltage 9.0-18.0 VDC. Output voltage 5.0 VDC. Output current 2000 mA. Input current 30 mA(no load), 1100 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD102	DC/DC converter, 15 watts. Input voltage 9.0-18.0 VDC. Output voltage 12.0 VDC. Output current 830 mA. Input current 30 mA(no load), 1065 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD102LU	DC/DC converter, 10 watts. UL1950 approvals. Input voltage 9.0-18.0 VDC. Output voltage 12.0 VDC. Output current 830 mA. Input current 30 mA(no load), 1065 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD103	DC/DC converter, 15 watts. Input voltage 9.0-18.0 VDC. Output voltage 15.0 VDC. Output current 666 mA. Input current 30 mA(no load), 1065 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD103LU	DC/DC converter, 10 watts. UL1950 approvals. Input voltage 9.0-18.0 VDC. Output voltage 15.0 VDC. Output current 666 mA. Input current 30 mA(no load), 1065 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD104	DC/DC converter, 15 watts. Input voltage 9.0-18.0 VDC. Output voltage +-12.0 VDC. Output current +-415 mA. Input current 40 mA(no load), 1065 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD104LU	DC/DC converter, 10 watts. UL1950 approvals. Input voltage 9.0-18.0 VDC. Output voltage +-12.0 VDC. Output current +-415 mA. Input current 40 mA(no load), 1065 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD105	DC/DC converter, 15 watts. Input voltage 9.0-18.0 VDC. Output voltage +-15.0 VDC. Output current +-333 mA. Input current 40 mA(no load), 1065 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD105LU	DC/DC converter, 10 watts. UL1950 approvals. Input voltage 9.0-18.0 VDC. Output voltage +-15.0 VDC. Output current +-333 mA. Input current 40 mA(no load), 1065 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD106	DC/DC converter, 15 watts. Input voltage 9.0-18.0 VDC. Output voltage +-5.0 VDC. Output current +-1000 mA. Input current 40 mA(no load), 1065 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD106LU	DC/DC converter, 10 watts. UL1950 approvals. Input voltage 9.0-18.0 VDC. Output voltage +-5.0 VDC. Output current +-1000 mA. Input current 40 mA(no load), 1065 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD200	DC/DC converter, 15 watts. Input voltage 18.0-36.0 VDC. Output voltage 3.3 VDC. Output current 3000 mA. Input current 20 mA(no load), 543 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD200LU	DC/DC converter, 10 watts. UL1950 approvals. Input voltage 18.0-36.0 VDC. Output voltage 3.3 VDC. Output current 3000 mA. Input current 20 mA(no load), 543 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD201	DC/DC converter, 15 watts. Input voltage 18.0-36.0 VDC. Output voltage 5.0 VDC. Output current 3000 mA. Input current 20 mA(no load), 800 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD201L	DC/DC converter, 10 watts. Input voltage 18.0-36.0 VDC. Output voltage 5.0 VDC. Output current 3000 mA. Input current 20 mA(no load), 800 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD201LU	DC/DC converter, 10 watts. UL1950 approvals. Input voltage 18.0-36.0 VDC. Output voltage 5.0 VDC. Output current 3000 mA. Input current 20 mA(no load), 800 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD202	DC/DC converter, 15 watts. Input voltage 18.0-36.0 VDC. Output voltage 12.0 VDC. Output current 1250 mA. Input current 20 mA(no load), 780 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD202L	DC/DC converter, 10 watts. Input voltage 18.0-36.0 VDC. Output voltage 12.0 VDC. Output current 1250 mA. Input current 20 mA(no load), 780 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD202LU	DC/DC converter, 10 watts. UL1950 approvals. Input voltage 18.0-36.0 VDC. Output voltage 12.0 VDC. Output current 1250 mA. Input current 20 mA(no load), 780 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD203	DC/DC converter, 15 watts. Input voltage 18.0-36.0 VDC. Output voltage 15.0 VDC. Output current 1000 mA. Input current 20 mA(no load), 780 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD203L	DC/DC converter, 10 watts. Input voltage 18.0-36.0 VDC. Output voltage 15.0 VDC. Output current 1000 mA. Input current 20 mA(no load), 780 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD203LU	DC/DC converter, 10 watts. UL1950 approvals. Input voltage 18.0-36.0 VDC. Output voltage 15.0 VDC. Output current 1000 mA. Input current 20 mA(no load), 780 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD204	DC/DC converter, 15 watts. Input voltage 18.0-36.0 VDC. Output voltage +-12.0 VDC. Output current +-625 mA. Input current 30 mA(no load), 780 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD204L	DC/DC converter, 10 watts. Input voltage 18.0-36.0 VDC. Output voltage +-12.0 VDC. Output current +-625 mA. Input current 30 mA(no load), 780 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD204LU	DC/DC converter, 10 watts. UL1950 approvals. Input voltage 18.0-36.0 VDC. Output voltage +-12.0 VDC. Output current +-625 mA. Input current 30 mA(no load), 780 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD205	DC/DC converter, 15 watts. Input voltage 18.0-36.0 VDC. Output voltage +-15.0 VDC. Output current +-500 mA. Input current 30 mA(no load), 780 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD205L	DC/DC converter, 10 watts. Input voltage 18.0-36.0 VDC. Output voltage +-15.0 VDC. Output current +-500 mA. Input current 30 mA(no load), 780 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD205LU	DC/DC converter, 10 watts. UL1950 approvals. Input voltage 18.0-36.0 VDC. Output voltage +-15.0 VDC. Output current +-500 mA. Input current 30 mA(no load), 780 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD206	DC/DC converter, 15 watts. Input voltage 18.0-36.0 VDC. Output voltage +-5.0 VDC. Output current +-1500 mA. Input current 30 mA(no load), 780 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD206L	DC/DC converter, 10 watts. Input voltage 18.0-36.0 VDC. Output voltage +-5.0 VDC. Output current +-1500 mA. Input current 30 mA(no load), 780 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD206LU	DC/DC converter, 10 watts. UL1950 approvals. Input voltage 18.0-36.0 VDC. Output voltage +-5.0 VDC. Output current +-1500 mA. Input current 30 mA(no load), 780 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD300	DC/DC converter, 15 watts. Input voltage 36.0-72.0 VDC. Output voltage 3.3 VDC. Output current 3000 mA. Input current 15 mA(no load), 272 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD300LU	DC/DC converter, 10 watts. UL1950 approvals. Input voltage 18.0-36.0 VDC. Output voltage 3.3 VDC. Output current 3000 mA. Input current 15 mA(no load), 272 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD301	DC/DC converter, 15 watts. Input voltage 36.0-72.0 VDC. Output voltage 5.0 VDC. Output current 3000 mA. Input current 10 mA(no load), 390 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD301L	DC/DC converter, 10 watts. Input voltage 9.0-18.0 VDC. Output voltage 5.0 VDC. Output current 2000 mA. Input current 30 mA(no load), 1100 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD301LU	DC/DC converter, 10 watts. UL1950 approvals. Input voltage 18.0-36.0 VDC. Output voltage 5.0 VDC. Output current 3000 mA. Input current 10 mA(no load), 390 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD302	DC/DC converter, 15 watts. Input voltage 36.0-72.0 VDC. Output voltage 12.0 VDC. Output current 1250 mA. Input current 10 mA(no load), 380 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD302L	DC/DC converter, 10 watts. Input voltage 9.0-18.0 VDC. Output voltage 12.0 VDC. Output current 830 mA. Input current 30 mA(no load), 1065 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD302LU	DC/DC converter, 10 watts. UL1950 approvals. Input voltage 18.0-36.0 VDC. Output voltage 12.0 VDC. Output current 1250 mA. Input current 10 mA(no load), 380 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD303	DC/DC converter, 15 watts. Input voltage 36.0-72.0 VDC. Output voltage 15.0 VDC. Output current 1000 mA. Input current 10 mA(no load), 380 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD303L	DC/DC converter, 10 watts. Input voltage 9.0-18.0 VDC. Output voltage 15.0 VDC. Output current 666 mA. Input current 30 mA(no load), 1065 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD303LU	DC/DC converter, 10 watts. UL1950 approvals. Input voltage 18.0-36.0 VDC. Output voltage 15.0 VDC. Output current 1000 mA. Input current 10 mA(no load), 380 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD304	DC/DC converter, 15 watts. Input voltage 36.0-72.0 VDC. Output voltage +-12.0 VDC. Output current +-625 mA. Input current 15 mA(no load), 380 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD304L	DC/DC converter, 10 watts. Input voltage 9.0-18.0 VDC. Output voltage +-12.0 VDC. Output current +-415 mA. Input current 40 mA(no load), 1065 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD304LU	DC/DC converter, 10 watts. UL1950 approvals. Input voltage 18.0-36.0 VDC. Output voltage +-12.0 VDC. Output current +-625 mA. Input current 15 mA(no load), 380 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD305	DC/DC converter, 15 watts. Input voltage 36.0-72.0 VDC. Output voltage +-15.0 VDC. Output current +-500 mA. Input current 15 mA(no load), 380 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD305L	DC/DC converter, 10 watts. Input voltage 9.0-18.0 VDC. Output voltage +-15.0 VDC. Output current +-333 mA. Input current 40 mA(no load), 1065 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD305LU	DC/DC converter, 10 watts. UL1950 approvals. Input voltage 18.0-36.0 VDC. Output voltage +-15.0 VDC. Output current +-500 mA. Input current 15 mA(no load), 380 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD306	DC/DC converter, 15 watts. Input voltage 36.0-72.0 VDC. Output voltage +-5.0 VDC. Output current +-1500 mA. Input current 15 mA(no load), 380 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD306L	DC/DC converter, 10 watts. Input voltage 9.0-18.0 VDC. Output voltage +-5.0 VDC. Output current +-1000 mA. Input current 40 mA(no load), 1065 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD306LU	DC/DC converter, 10 watts. UL1950 approvals. Input voltage 18.0-36.0 VDC. Output voltage +-5.0 VDC. Output current +-1500 mA. Input current 15 mA(no load), 380 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD501	DC/DC converter, 15 watts. Input voltage 4.7-9.0 VDC. Output voltage 5.0 VDC. Output current 1600 mA. Input current 15 mA(no load), 2130 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD502	DC/DC converter, 15 watts. Input voltage 4.7-9.0 VDC. Output voltage 12.0 VDC. Output current 666 mA. Input current 15 mA(no load), 2100 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD503	DC/DC converter, 15 watts. Input voltage 4.7-9.0 VDC. Output voltage 15.0 VDC. Output current 533 mA. Input current 15 mA(no load), 2100 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD504	DC/DC converter, 15 watts. Input voltage 4.7-9.0 VDC. Output voltage +-12.0 VDC. Output current +-333 mA. Input current 15 mA(no load), 2100 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD505	DC/DC converter, 15 watts. Input voltage 4.7-9.0 VDC. Output voltage +-15.0 VDC. Output current +-266 mA. Input current 15 mA(no load), 2100 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WD506	DC/DC converter, 15 watts. Input voltage 4.7-9.0 VDC. Output voltage +5.0 VDC. Output current +-800 mA. Input current 15 mA(no load), 2100 mA(full load). in 5-pin - package. Operational temperature range from -25°C to 71°C.	Datasheet*)
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