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WE300 series datasheets. Manufacturer: IPSI.
	
   	WE300	DC/DC converter, 20 watts. Input voltage 18-36 VDC. Output voltage 3.3 VDC. Output current 5000 mA. Input current 20 mA(no load), 828 mA(full load). in 9-pin DIP package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WE300M	DC/DC converter, 20 watts. Input voltage 18-36 VDC. Output voltage 3.3 VDC. Output current 5000 mA. Input current 20 mA(no load), 828 mA(full load). in 9-pin SMD package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WE301	DC/DC converter, 20 watts. Input voltage 18-36 VDC. Output voltage 5 VDC. Output current 4000 mA. Input current 20 mA(no load), 992 mA(full load). in 9-pin DIP package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WE301M	DC/DC converter, 20 watts. Input voltage 18-36 VDC. Output voltage 5 VDC. Output current 4000 mA. Input current 20 mA(no load), 992 mA(full load). in 9-pin SMD package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WE320	DC/DC converter, 20 watts. Input voltage 18-36 VDC. Output voltage 2.5 VDC. Output current 5000 mA. Input current 30 mA(no load), 645 mA(full load). in 9-pin DIP package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WE320M	DC/DC converter, 20 watts. Input voltage 18-36 VDC. Output voltage 2.5 VDC. Output current 5000 mA. Input current 30 mA(no load), 645 mA(full load). in 9-pin SMD package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WE400	DC/DC converter, 20 watts. Input voltage 36-72 VDC. Output voltage 3.3 VDC. Output current 5000 mA. Input current 25 mA(no load), 410 mA(full load). in 9-pin DIP package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WE400M	DC/DC converter, 20 watts. Input voltage 36-72 VDC. Output voltage 3.3 VDC. Output current 5000 mA. Input current 25 mA(no load), 410 mA(full load). in 9-pin SMD package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WE401	DC/DC converter, 20 watts. Input voltage 36-72 VDC. Output voltage 5 VDC. Output current 4000 mA. Input current 25 mA(no load), 485 mA(full load). in 9-pin DIP package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WE401M	DC/DC converter, 20 watts. Input voltage 36-72 VDC. Output voltage 5 VDC. Output current 4000 mA. Input current 25 mA(no load), 485 mA(full load). in 9-pin SMD package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WE420	DC/DC converter, 20 watts. Input voltage 36-72 VDC. Output voltage 2.5 VDC. Output current 5000 mA. Input current 25 mA(no load), 318 mA(full load). in 9-pin DIP package. Operational temperature range from -25°C to 71°C.	Datasheet*)
	WE420M	DC/DC converter, 20 watts. Input voltage 36-72 VDC. Output voltage 2.5 VDC. Output current 5000 mA. Input current 25 mA(no load), 318 mA(full load). in 9-pin SMD package. Operational temperature range from -25°C to 71°C.	Datasheet*)
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*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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