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ZCA6C01 series datasheets. Manufacturer: IPSI.
	ZCA6C01PAPDI	Configurable power supply, 600W. AC input. Chassis with V1 1.8V/70A, V2 2.5V/50A, V3 12V/10A, V4 +3.3V/3A, V5 +1.8V/3A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6C01PAPDL	Configurable power supply, 600W. AC input. Chassis with V1 1.8V/70A, V2 2.5V/50A, V3 12V/10A, V4 +3.3V/3A, V5 +1.8V/3A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6C01PAPDM	Configurable power supply, 600W. AC input. Chassis with V1 1.8/70A, V2 2.5V/50A, V3 12V/10A, V4 +3.3V/3A, V5 +1.8V/3A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6C02NANDI	Configurable power supply, 600W. AC input. Chassis with V1 1.8V/70A, V2 3.3V/50A, V3 12V/10A, V4 -3.3V/3A, V5 -1.8V/3A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6C02NANDL	Configurable power supply, 600W. AC input. Chassis with V1 1.8V/70A, V2 3.3V/50A, V3 12V/10A, V4 -3.3V/3A, V5 -1.8V/3A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6C02NANDM	Configurable power supply, 600W. AC input. Chassis with V1 1.8/70A, V2 3.3V/50A, V3 12V/10A, V4 -3.3V/3A, V5 -1.8V/3A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6C03PBPEI	Configurable power supply, 600W. AC input. Chassis with V1 1.8V/70A, V2 5.0V/50A, V3 12V/10A, V4 +5.0V/3A, V5 +2.5V/3A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6C03PBPEL	Configurable power supply, 600W. AC input. Chassis with V1 1.8V/70A, V2 5.0V/50A, V3 12V/10A, V4 +5.0V/3A, V5 +2.5V/3A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6C03PBPEM	Configurable power supply, 600W. AC input. Chassis with V1 1.8/70A, V2 5.0V/50A, V3 12V/10A, V4 +5.0V/3A, V5 +2.2V/3A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6C04NBNEI	Configurable power supply, 600W. AC input. Chassis with V1 2.5V/100A V3 12V/10A, V4 -5.0V/3A, V5 -2.5V/3A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6C04NBNEL	Configurable power supply, 600W. AC input. Chassis with V1 2.5V/100A, V3 12V/10A, V4 -5.0V/3A, V5 -2.5V/3A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6C04NBNEM	Configurable power supply, 600W. AC input. Chassis with V1 2.5/100A, V3 12V/10A, V4 -5.0V/3A, V5 -2.5V/3A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6C05PCPFI	Configurable power supply, 600W. AC input. Chassis with V1 2.5V/70A, V2 3.3V/50A, V3 12V/10A, V4 +12.0V/3A, V5 +3.3V/3A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6C05PCPFL	Configurable power supply, 600W. AC input. Chassis with V1 2.5V/70A, V2 3.3V/50A, V3 12V/10A, V4 +12.0V/3A, V5 +3.3V/3A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6C05PCPFM	Configurable power supply, 600W. AC input. Chassis with V1 2.5/70A, V2 3.3V/50A, V3 12V/10A, V4 +12.0V/3A, V5 +3.3V/3A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6C06NCNFI	Configurable power supply, 600W. AC input. Chassis with V1 2.5V/70A, V2 5.0V/50A, V3 12V/10A, V4 -12.0V/3A, V5 -3.3V/3A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6C06NCNFL	Configurable power supply, 600W. AC input. Chassis with V1 2.5V/70A, V2 5.0V/50A, V3 12V/10A, V4 -12.0V/3A, V5 -3.3V/3A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6C06NCNFM	Configurable power supply, 600W. AC input. Chassis with V1 2.5V/70A, V2 5.0V/50A, V3 12V/10A, V4 -12.0V/3A, V5 -3.3V/3A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6C07PGI	Configurable power supply, 600W. AC input. Chassis with V1 3.3V/100A, V3 12V/10A, V5 +5.0V/3A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6C07PGL	Configurable power supply, 600W. AC input. Chassis with V1 3.3V/100A, V3 12V/10A, V5 +5.0V/3A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6C07PGM	Configurable power supply, 600W. AC input. Chassis with V1 3.3V/100A, V3 12V/10A, V5 +5.0V/3A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6C08NGI	Configurable power supply, 600W. AC input. Chassis with V1 3.3V/70A, V2 2.5V/50A, V3 12V/10A, V5 -5.0V/3A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6C08NGL	Configurable power supply, 600W. AC input. Chassis with V1 3.3V/70A, V2 2.5V/50A, V3 12V/10A, V5 -5.0V/3A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6C08NGM	Configurable power supply, 600W. AC input. Chassis with V1 3.3V/70A, V2 2.5V/50A, V3 12V/10A, V5 -5.0V/3A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6C09PHI	Configurable power supply, 600W. AC input. Chassis with V1 3.3V/70A, V2 5.0V/50A, V3 12V/10A, V5 +5.2V/3A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6C09PHL	Configurable power supply, 600W. AC input. Chassis with V1 3.3V/70A, V2 5.0V/50A, V3 12V/10A, V5 +5.2V/3A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6C09PHM	Configurable power supply, 600W. AC input. Chassis with V1 3.3V/70A, V2 5.0V/50A, V3 12V/10A, V5 +5.2V/3A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6C10NHI	Configurable power supply, 600W. AC input. Chassis with V1 5.0V/100A, V3 12V/10A, V5 -5.2V/3A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6C10NHL	Configurable power supply, 600W. AC input. Chassis with V1 5.0V/100A, V3 12V/10A, V5 -5.2V/3A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6C10NHM	Configurable power supply, 600W. AC input. Chassis with V1 5.0V/100A, V3 12V/10A, V5 -5.2V/3A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6C11I	Configurable power supply, 600W. AC input. Chassis with V1 5.0V/70A, V2 2.5V/50A, V3 12V/10A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6C11L	Configurable power supply, 600W. AC input. Chassis with V1 5.0V/70A, V2 2.5V/50A, V3 12V/10A, Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6C11M	Configurable power supply, 600W. AC input. Chassis with V1 5.0V/70A, V2 2.5V/50A, V3 12V/10A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6C12I	Configurable power supply, 600W. AC input. Chassis with V1 5.0V/70A, V2 3.3V/50A, V3 12V/10A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6C12L	Configurable power supply, 600W. AC input. Chassis with V1 5.0V/70A, V2 3.3V/50A, V3 12V/10A, Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6C12M	Configurable power supply, 600W. AC input. Chassis with V1 5.0V/70A, V2 3.3V/50A, V3 12V/10A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6C13XXPDI	Configurable power supply, 600W. AC input. Chassis with V1 1.8V/70A, V2 2.5V/50A, V3 5V/10A, V4 N/C, V5 +1.8V/3A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6C13XXPDL	Configurable power supply, 600W. AC input. Chassis with V1 1.8V/70A, V2 2.5V/50A, V3 5V/10A, V4 N/C, V5 +1.8V/3A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6C13XXPDM	Configurable power supply, 600W. AC input. Chassis with V1 1.8V/70A, V2 2.5V/50A, V3 5V/10A. V4 N/C, V5 +1.8V/3A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6C14NDI	Configurable power supply, 600W. AC input. Chassis with V1 1.8V/70A, V2 3.3V/50A, V3 5V/10A, V5 -1.8V/3A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6C14NDL	Configurable power supply, 600W. AC input. Chassis with V1 1.8V/70A, V2 3.3V/50A, V3 5V/10A, V5 -1.8V/3A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6C14NDM	Configurable power supply, 600W. AC input. Chassis with V1 1.8V/70A, V2 3.3V/50A, V3 5V/10A. V5 -1.8V/3A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6C15I	Configurable power supply, 600W. AC input. Chassis with V1 2.5V/100A, V3 5V/10A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6C15L	Configurable power supply, 600W. AC input. Chassis with V1 2.5V/100A, V3 5V/10A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6C15M	Configurable power supply, 600W. AC input. Chassis with V1 2.5V/100A, V3 5V/10A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6C16I	Configurable power supply, 600W. AC input. Chassis with V1 2.5V/50A, V2 3.3V/50A, V3 5V/10A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6C16L	Configurable power supply, 600W. AC input. Chassis with V1 2.5V/50A, V2 3.3V/50A, V3 5V/10A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6C16M	Configurable power supply, 600W. AC input. Chassis with V1 2.5V/50A, V2 3.3V/50A, V3 5V/10A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6C17I	Configurable power supply, 600W. AC input. Chassis with V1 3.3/100A, V3 5V/10A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6C17L	Configurable power supply, 600W. AC input. Chassis with V1 3.3V/100A, V3 5V/10A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6C17M	Configurable power supply, 600W. AC input. Chassis with V1 3.3V/100A, V3 5V/10A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6C18I	Configurable power supply, 600W. AC input. Chassis with V1 2.5/50A, V2 2.5V/50A, V3 5V/10A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6C18L	Configurable power supply, 600W. AC input. Chassis with V1 2.5V/50A, V2 2.5V/50A, V3 5V/10A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6C18M	Configurable power supply, 600W. AC input. Chassis with V1 2.5V/50A, V2 2.5V/50A, V3 5V/10A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6H01PAPDI	Configurable power supply, 600W. AC input. Hotswap with V1 1.8V/70A, V2 2.5V/50A, V3 12V/10A, V4 +3.3V/3A, V5 +1.8V/3A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6H01PAPDL	Configurable power supply, 600W. AC input. Hotswap with V1 1.8V/70A, V2 2.5V/50A, V3 12V/10A, V4 +3.3V/3A, V5 +1.8V/3A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6H01PAPDM	Configurable power supply, 600W. AC input. Hotswap with V1 1.8/70A, V2 2.5V/50A, V3 12V/10A, V4 +3.3V/3A, V5 +1.8V/3A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6H02NANDI	Configurable power supply, 600W. AC input. Hotswap with V1 1.8V/70A, V2 3.3V/50A, V3 12V/10A, V4 -3.3V/3A, V5 -1.8V/3A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6H02NANDL	Configurable power supply, 600W. AC input. Hotswap with V1 1.8V/70A, V2 3.3V/50A, V3 12V/10A, V4 -3.3V/3A, V5 -1.8V/3A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6H02NANDM	Configurable power supply, 600W. AC input. Hotswap with V1 1.8/70A, V2 3.3V/50A, V3 12V/10A, V4 -3.3V/3A, V5 -1.8V/3A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6H03PBPEI	Configurable power supply, 600W. AC input. Hotswap with V1 1.8V/70A, V2 5.0V/50A, V3 12V/10A, V4 +5.0V/3A, V5 +2.5V/3A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6H03PBPEL	Configurable power supply, 600W. AC input. Hotswap with V1 1.8V/70A, V2 5.0V/50A, V3 12V/10A, V4 +5.0V/3A, V5 +2.5V/3A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6H03PBPEM	Configurable power supply, 600W. AC input. Hotswap with V1 1.8/70A, V2 5.0V/50A, V3 12V/10A, V4 +5.0V/3A, V5 +2.5V/3A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6H04NBNEI	Configurable power supply, 600W. AC input. Hotswap with V1 2.5V/100A, V3 12V/10A, V4 -5.0V/3A, V5 -2.5V/3A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6H04NBNEL	Configurable power supply, 600W. AC input. Hotswap with V1 2.5V/100A, V3 12V/10A, V4 -5.0V/3A, V5 -2.5V/3A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6H04NBNEM	Configurable power supply, 600W. AC input. Hotswap with V1 2.5/100A, V3 12V/10A, V4 -5.0V/3A, V5 -2.5V/3A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6H05PCPFI	Configurable power supply, 600W. AC input. Hotswap with V1 2.5V/70A, V2 3.3V/50A, V3 12V/10A, V4 +12.0V/3A, V5 +3.3V/3A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6H05PCPFL	Configurable power supply, 600W. AC input. Hotswap with V1 2.5V/70A, V2 3.3V/50A, V3 12V/10A, V4 +12.0V/3A, V5 +3.3V/3A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6H05PCPFM	Configurable power supply, 600W. AC input. Hotswap with V1 2.5/70A, V2 3.3V/50A, V3 12V/10A, V4 +12.0V/3A, V5 +3.3V/3A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6H06NCNFI	Configurable power supply, 600W. AC input. Hotswap with V1 2.5V/70A, V2 5.0V/50A, V3 12V/10A, V4 -12.0V/3A, V5 -3.3V/3A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6H06NCNFL	Configurable power supply, 600W. AC input. Hotswap with V1 2.5V/70A, V2 5.0V/50A, V3 12V/10A, V4 -12.0V/3A, V5 -3.3V/3A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6H06NCNFM	Configurable power supply, 600W. AC input. Hotswap with V1 2.5/70A, V2 5.0V/50A, V3 12V/10A, V4 -12.0V/3A, V5 -3.3V/3A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6H07PGI	Configurable power supply, 600W. AC input. Hotswap with V1 3.3V/100A, V3 12V/10A, V5 +5.0V/3A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6H07PGL	Configurable power supply, 600W. AC input. Hotswap with V1 3.3V/100A, V3 12V/10A, V5 +5.0V/3A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6H07PGM	Configurable power supply, 600W. AC input. Hotswap with V1 3.3/100A, V3 12V/10A, V5 +5.0V/3A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6H08NGI	Configurable power supply, 600W. AC input. Hotswap with V1 3.3V/70A, V2 2.5V/50A, V3 12V/10A, V5 -5.0V/3A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6H08NGL	Configurable power supply, 600W. AC input. Hotswap with V1 3.3V/70A, V2 2.5V/50A, V3 12V/10A, V5 -5.0V/3A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6H08NGM	Configurable power supply, 600W. AC input. Hotswap with V1 3.3/70A, V2 2.5V/50A, V3 12V/10A, V5 -5.0V/3A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6H09PHI	Configurable power supply, 600W. AC input. Hotswap with V1 3.3V/70A, V2 5.0V/50A, V3 12V/10A, V5 +5.2V/3A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6H09PHL	Configurable power supply, 600W. AC input. Hotswap with V1 5.0V/100A, V3 12V/10A, V5 +5.2V/3A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6H09PHM	Configurable power supply, 600W. AC input. Hotswap with V1 3.3/70A, V2 5.0V/50A, V3 12V/10A, V5 +5.2V/3A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6H10NHI	Configurable power supply, 600W. AC input. Hotswap with V1 5.0V/100A, V3 12V/10A, V5 -5.2V/3A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6H10NHL	Configurable power supply, 600W. AC input. Hotswap with V1 5.0V/100A, V3 12V/10A, V5 -5.2V/3A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6H10NHM	Configurable power supply, 600W. AC input. Hotswap with V1 5.0/100A, V3 12V/10A, V5 -5.2V/3A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6H11I	Configurable power supply, 600W. AC input. Hotswap with V1 5.0V/70A, V2 2.5V/50A, V3 12V/10A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6H11L	Configurable power supply, 600W. AC input. Hotswap with V1 5.0V/70A, V2 2.5V/50A, V3 12V/10A, Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6H11M	Configurable power supply, 600W. AC input. Hotswap with V1 5.0/70A, V2 2.5V/50A, V3 12V/10A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6H12I	Configurable power supply, 600W. AC input. Hotswap with V1 5.0V/70A, V2 3.3V/50A, V3 12V/10A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6H12L	Configurable power supply, 600W. AC input. Hotswap with V1 5.0V/70A, V2 3.3V/50A, V3 12V/10A, Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6H12M	Configurable power supply, 600W. AC input. Hotswap with V1 5.0/70A, V2 3.3V/50A, V3 12V/10A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6H13XXPDI	Configurable power supply, 600W. AC input. Hotswap with V1 1.8V/70A, V2 2.5V/50A, V3 5V/10A. V4 N/C, V5 +1.8V/3A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6H13XXPDL	Configurable power supply, 600W. AC input. Hotswap with V1 1.8V/70A, V2 2.5V/50A, V3 5V/10A, V4 N/C, V5 +1.8V/3A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6H13XXPDM	Configurable power supply, 600W. AC input. Hotswap with V1 1.8/70A, V2 2.5V/50A, V3 5V/10A. V4 N/C, V5 +1.8V/3A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6H14NDI	Configurable power supply, 600W. AC input. Hotswap with V1 1.8V/70A, V2 3.3V/50A, V3 5V/10A, V5 -1.8V/3A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6H14NDL	Configurable power supply, 600W. AC input. Hotswap with V1 1.8V/70A, V2 3.3V/50A, V3 5V/10A, V5 -1.8V/3A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6H14NDM	Configurable power supply, 600W. AC input. Hotswap with V1 1.8/70A, V2 3.3V/50A, V3 5V/10A, V5 -1.8V/3A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6H15I	Configurable power supply, 600W. AC input. Hotswap with V1 2.5V/100A, V3 5V/10A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6H15L	Configurable power supply, 600W. AC input. Hotswap with V1 2.5V/100A, V3 5V/10A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6H15M	Configurable power supply, 600W. AC input. Hotswap with V1 2.5/100A, V3 5V/10A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6H16I	Configurable power supply, 600W. AC input. Hotswap with V1 2.5V/50A, V2 3.3V/50A, V3 5V/10A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6H16L	Configurable power supply, 600W. AC input. Hotswap with V1 2.5V/50A, V2 3.3V/50A, V3 5V/10A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6H16M	Configurable power supply, 600W. AC input. Hotswap with V1 2.5/50A, V2 3.3V/50A, V3 5V/10A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6H17I	Configurable power supply, 600W. AC input. Hotswap with V1 3.3V/100A, V3 5V/10A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6H17L	Configurable power supply, 600W. AC input. Hotswap with V1 3.3V/100A, V3 5V/10A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6H17M	Configurable power supply, 600W. AC input. Hotswap with V1 3.3/100A, V3 5V/10A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6H18I	Configurable power supply, 600W. AC input. Hotswap with V1 2.5V/50A, V2 2.5V/50A, V3 5V/10A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6H18L	Configurable power supply, 600W. AC input. Hotswap with V1 2.5V/50A, V2 2.5V/50A, V3 5V/10A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA6H18M	Configurable power supply, 600W. AC input. Hotswap with V1 2.5/50A, V2 2.5V/50A, V3 5V/10A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6C01PAPDI	Configurable power supply, 600W. DC input. Chassis with V1 1.8V/70A, V2 2.5V/50A, V3 12V/10A, V4 +3.3V/3A, V5 +1.8V/3A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6C01PAPDL	Configurable power supply, 600W. DC input. Chassis with V1 1.8V/70A, V2 2.5V/50A, V3 12V/10A, V4 +3.3V/3A, V5 +1.8V/3A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6C01PAPDM	Configurable power supply, 600W. DC input. Chassis with V1 1.8/70A, V2 2.5V/50A, V3 12V/10A, V4 +3.3V/3A, V5 +1.8V/3A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6C02NANDI	Configurable power supply, 600W. DC input. Chassis with V1 1.8V/70A, V2 3.3V/50A, V3 12V/10A, V4 -3.3V/3A, V5 -1.8V/3A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6C02NANDL	Configurable power supply, 600W. DC input. Chassis with V1 1.8V/70A, V2 3.3V/50A, V3 12V/10A, V4 -3.3V/3A, V5 -1.8V/3A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6C02NANDM	Configurable power supply, 600W. DC input. Chassis with V1 1.8/70A, V2 3.3V/50A, V3 12V/10A, V4 -3.3V/3A, V5 -1.8V/3A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6C03PBPEI	Configurable power supply, 600W. DC input. Chassis with V1 1.8V/70A, V2 5.0V/50A, V3 12V/10A, V4 +5.0V/3A, V5 +2.5V/3A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6C03PBPEL	Configurable power supply, 600W. DC input. Chassis with V1 1.8V/70A, V2 5.0V/50A, V3 12V/10A, V4 +5.0V/3A, V5 +2.5V/3A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6C04NBNEI	Configurable power supply, 600W. DC input. Chassis with V1 2.5V/100A V3 12V/10A, V4 -5.0V/3A, V5 -2.5V/3A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6C04NBNEL	Configurable power supply, 600W. DC input. Chassis with V1 2.5V/100A, V3 12V/10A, V4 -5.0V/3A, V5 -2.5V/3A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6C04NBNEM	Configurable power supply, 600W. DC input. Chassis with V1 2.5/100A, V3 12V/10A, V4 -5.0V/3A, V5 -2.5V/3A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6C05PCPFI	Configurable power supply, 600W. DC input. Chassis with V1 2.5V/70A, V2 3.3V/50A, V3 12V/10A, V4 +12.0V/3A, V5 +3.3V/3A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6C05PCPFL	Configurable power supply, 600W. DC input. Chassis with V1 2.5V/70A, V2 3.3V/50A, V3 12V/10A, V4 +12.0V/3A, V5 +3.3V/3A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6C05PCPFM	Configurable power supply, 600W. DC input. Chassis with V1 2.5/70A, V2 3.3V/50A, V3 12V/10A, V4 +12.0V/3A, V5 +3.3V/3A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6C06NCNFI	Configurable power supply, 600W. DC input. Chassis with V1 2.5V/70A, V2 5.0V/50A, V3 12V/10A, V4 -12.0V/3A, V5 -3.3V/3A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6C06NCNFL	Configurable power supply, 600W. DC input. Chassis with V1 2.5V/70A, V2 5.0V/50A, V3 12V/10A, V4 -12.0V/3A, V5 -3.3V/3A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6C06NCNFM	Configurable power supply, 600W. DC input. Chassis with V1 2.5V/70A, V2 5.0V/50A, V3 12V/10A, V4 -12.0V/3A, V5 -3.3V/3A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6C07PGI	Configurable power supply, 600W. DC input. Chassis with V1 3.3V/100A, V3 12V/10A, V5 +5.0V/3A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6C07PGL	Configurable power supply, 600W. DC input. Chassis with V1 3.3V/100A, V3 12V/10A, V5 +5.0V/3A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6C07PGM	Configurable power supply, 600W. DC input. Chassis with V1 3.3V/100A, V3 12V/10A, V5 +5.0V/3A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6C08NGI	Configurable power supply, 600W. DC input. Chassis with V1 3.3V/70A, V2 2.5V/50A, V3 12V/10A, V5 -5.0V/3A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6C08NGL	Configurable power supply, 600W. DC input. Chassis with V1 3.3V/70A, V2 2.5V/50A, V3 12V/10A, V5 -5.0V/3A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6C08NGM	Configurable power supply, 600W. DC input. Chassis with V1 3.3V/70A, V2 2.5V/50A, V3 12V/10A, V5 -5.0V/3A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6C09PHI	Configurable power supply, 600W. DC input. Chassis with V1 3.3V/70A, V2 5.0V/50A, V3 12V/10A, V5 +5.2V/3A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6C09PHL	Configurable power supply, 600W. DC input. Chassis with V1 3.3V/70A, V2 5.0V/50A, V3 12V/10A, V5 +5.2V/3A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6C09PHM	Configurable power supply, 600W. DC input. Chassis with V1 3.3V/70A, V2 5.0V/50A, V3 12V/10A, V5 +5.2V/3A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6C10NHI	Configurable power supply, 600W. DC input. Chassis with V1 5.0V/100A, V3 12V/10A, V5 -5.2V/3A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6C10NHL	Configurable power supply, 600W. DC input. Chassis with V1 5.0V/100A, V3 12V/10A, V5 -5.2V/3A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6C10NHM	Configurable power supply, 600W. DC input. Chassis with V1 5.0V/100A, V3 12V/10A, V5 -5.2V/3A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6C11I	Configurable power supply, 600W. DC input. Chassis with V1 5.0V/70A, V2 2.5V/50A, V3 12V/10A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6C11L	Configurable power supply, 600W. DC input. Chassis with V1 5.0V/70A, V2 2.5V/50A, V3 12V/10A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6C11M	Configurable power supply, 600W. DC input. Chassis with V1 5.0V/70A, V2 2.5V/50A, V3 12V/10A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6C12I	Configurable power supply, 600W. DC input. Chassis with V1 5.0V/70A, V2 3.3V/50A, V3 12V/10A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6C12L	Configurable power supply, 600W. DC input. Chassis with V1 5.0V/70A, V2 3.3V/50A, V3 12V/10A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6C12M	Configurable power supply, 600W. DC input. Chassis with V1 5.0V/70A, V2 3.3V/50A, V3 12V/10A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6C13XXPDI	Configurable power supply, 600W. DC input. Chassis with V1 1.8V/70A, V2 2.5V/50A, V3 5V/10A, V4 N/C, V5 +1.8V/3A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6C13XXPDL	Configurable power supply, 600W. DC input. Chassis with V1 1.8V/70A, V2 2.5V/50A, V3 5V/10A, V4 N/C, V5 +1.8V/3A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6C13XXPDM	Configurable power supply, 600W. DC input. Chassis with V1 1.8V/70A, V2 2.5V/50A, V3 5V/10A. V4 N/C, V5 +1.8V/3A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6C14NDI	Configurable power supply, 600W. DC input. Chassis with V1 1.8V/70A, V2 3.3V/50A, V3 5V/10A, V5 -1.8V/3A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6C14NDM	Configurable power supply, 600W. DC input. Chassis with V1 1.8V/70A, V2 3.3V/50A, V3 5V/10A. V5 -1.8V/3A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6C14XXNDL	Configurable power supply, 600W. DC input. Chassis with V1 1.8V/70A, V2 3.3V/50A, V3 5V/10A, V4 N/C, V5 -1.8V/3A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6C15I	Configurable power supply, 600W. DC input. Chassis with V1 2.5V/100A, V3 5V/10A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6C15L	Configurable power supply, 600W. DC input. Chassis with V1 2.5V/100A, V3 5V/10A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6C15M	Configurable power supply, 600W. DC input. Chassis with V1 2.5V/100A, V3 5V/10A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6C16I	Configurable power supply, 600W. DC input. Chassis with V1 2.5V/50A, V2 3.3V/50A, V3 5V/10A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6C16L	Configurable power supply, 600W. DC input. Chassis with V1 2.5V/50A, V2 3.3V/50A, V3 5V/10A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6C16M	Configurable power supply, 600W. DC input. Chassis with V1 2.5V/50A, V2 3.3V/50A, V3 5V/10A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6C17I	Configurable power supply, 600W. DC input. Chassis with V1 3.3/100A, V3 5V/10A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6C17L	Configurable power supply, 600W. DC input. Chassis with V1 3.3V/100A, V3 5V/10A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6C17M	Configurable power supply, 600W. DC input. Chassis with V1 3.3V/100A, V3 5V/10A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6C18I	Configurable power supply, 600W. DC input. Chassis with V1 2.5/50A, V2 2.5V/50A, V3 5V/10A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6C18L	Configurable power supply, 600W. DC input. Chassis with V1 2.5V/50A, V2 2.5V/50A, V3 5V/10A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6C18M	Configurable power supply, 600W. DC input. Chassis with V1 2.5V/50A, V2 2.5V/50A, V3 5V/10A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6H01PAPDI	Configurable power supply, 600W. DC input. Hotswap with V1 1.8V/70A, V2 2.5V/50A, V3 12V/10A, V4 +3.3V/3A, V5 +1.8V/3A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6H01PAPDL	Configurable power supply, 600W. DC input. Hotswap with V1 1.8V/70A, V2 2.5V/50A, V3 12V/10A, V4 +3.3V/3A, V5 +1.8/3A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6H01PAPDM	Configurable power supply, 600W. DC input. Hotswap with V1 1.8/70A, V2 2.5V/50A, V3 12V/10A, V4 +3.3V/3A, V5 +1.8V/3A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6H02NANDI	Configurable power supply, 600W. DC input. Hotswap with V1 1.8V/70A, V2 3.3V/50A, V3 12V/10A, V4 -3.3V/3A, V5 -1.8V/3A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6H02NANDL	Configurable power supply, 600W. DC input. Hotswap with V1 1.8V/70A, V2 3.3V/50A, V3 12V/10A, V4 -3.3V/3A, V5 -1.8/3A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6H02NANDM	Configurable power supply, 600W. DC input. Hotswap with V1 1.8/70A, V2 3.3V/50A, V3 12V/10A, V4 -3.3V/3A, V5 -1.8V/3A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6H03PBPEI	Configurable power supply, 600W. DC input. Hotswap with V1 1.8V/70A, V2 5.0V/50A, V3 12V/10A, V4 +5.0V/3A, V5 +2.5V/3A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6H03PBPEL	Configurable power supply, 600W. DC input. Hotswap with V1 1.8V/70A, V2 5.0V/50A, V3 12V/10A, V4 +5.0V/3A, V5 +2.5/3A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6H03PBPEM	Configurable power supply, 600W. DC input. Hotswap with V1 1.8/70A, V2 5.0V/50A, V3 12V/10A, V4 +5.0V/3A, V5 +2.5V/3A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6H04NBNEI	Configurable power supply, 600W. DC input. Hotswap with V1 2.5V/100A, V3 12V/10A, V4 -5.0V/3A, V5 -2.5V/3A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6H04NBNEL	Configurable power supply, 600W. DC input. Hotswap with V1 2.5V/100A, V3 12V/10A, V4 -5.0V/3A, V5 -2.5/3A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6H04NBNEM	Configurable power supply, 600W. DC input. Hotswap with V1 2.5/100A, V3 12V/10A, V4 -5.0V/3A, V5 -2.5V/3A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6H05PCPFI	Configurable power supply, 600W. DC input. Hotswap with V1 2.5V/70A, V2 3.3V/50A, V3 12V/10A, V4 +12.0V/3A, V5 +3.3V/3A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6H05PCPFL	Configurable power supply, 600W. DC input. Hotswap with V1 2.5V/70A, V2 3.3V/50A, V3 12V/10A, V4 +12.0V/3A, V5 +3.3/3A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6H05PCPFM	Configurable power supply, 600W. DC input. Hotswap with V1 2.5/70A, V2 3.3V/50A, V3 12V/10A, V4 +12.0V/3A, V5 +3.3V/3A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6H06NCNFI	Configurable power supply, 600W. DC input. Hotswap with V1 2.5V/70A, V2 5.0V/50A, V3 12V/10A, V4 -12.0V/3A, V5 -3.3V/3A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6H06NCNFL	Configurable power supply, 600W. DC input. Hotswap with V1 2.5V/70A, V2 5.0V/50A, V3 12V/10A, V4 -12.0V/3A, V5 -3.3/3A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6H06NCNFM	Configurable power supply, 600W. DC input. Hotswap with V1 2.5/70A, V2 5.0V/50A, V3 12V/10A, V4 -12.0V/3A, V5 -3.3V/3A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6H07PGI	Configurable power supply, 600W. DC input. Hotswap with V1 3.3V/100A, V3 12V/10A, V5 +5.0V/3A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6H07PGL	Configurable power supply, 600W. DC input. Hotswap with V1 3.3V/100A, V3 12V/10A, V5 +5.0/3A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6H07PGM	Configurable power supply, 600W. DC input. Hotswap with V1 3.3/100A, V3 12V/10A, V5 +5.0V/3A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6H08NGI	Configurable power supply, 600W. DC input. Hotswap with V1 3.3V/70A, V2 2.5V/50A, V3 12V/10A, V5 -5.0V/3A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6H08NGL	Configurable power supply, 600W. DC input. Hotswap with V1 3.3V/70A, V2 2.5/50A, V3 12V/10A, V5 -5.0/3A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6H08NGM	Configurable power supply, 600W. DC input. Hotswap with V1 3.3/70A, V2 2.5V/50A, V3 12V/10A, V5 -5.0V/3A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6H09PHI	Configurable power supply, 600W. DC input. Hotswap with V1 3.3V/70A, V2 5.0V/50A, V3 12V/10A, V5 +5.2V/3A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6H09PHL	Configurable power supply, 600W. DC input. Hotswap with V1 3.3V/70A, V2 5.0/50A, V3 12V/10A, V5 +5.2/3A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6H09PHM	Configurable power supply, 600W. DC input. Hotswap with V1 3.3/70A, V2 5.0V/50A, V3 12V/10A, V5 +5.2V/3A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6H10NHI	Configurable power supply, 600W. DC input. Hotswap with V1 5.0V/100A, V3 12V/10A, V5 -5.2V/3A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6H10NHL	Configurable power supply, 600W. DC input. Hotswap with V1 5.0V/100A, V3 12V/10A, V5 -5.2/3A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6H10NHM	Configurable power supply, 600W. DC input. Hotswap with V1 5.0/100A, V3 12V/10A, V5 -5.2V/3A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6H11I	Configurable power supply, 600W. DC input. Hotswap with V1 5.0V/70A, V2 2.5V/50A, V3 12V/10A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6H11L	Configurable power supply, 600W. DC input. Hotswap with V1 5.0V/70A, V2 2.5/50A, V3 12V/10A, Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6H11M	Configurable power supply, 600W. DC input. Hotswap with V1 5.0/70A, V2 2.5V/50A, V3 12V/10A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6H12I	Configurable power supply, 600W. DC input. Hotswap with V1 5.0V/70A, V2 3.3V/50A, V3 12V/10A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6H12L	Configurable power supply, 600W. DC input. Hotswap with V1 5.0V/70A, V2 3.3/50A, V3 12V/10A, Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6H12M	Configurable power supply, 600W. DC input. Hotswap with V1 5.0/70A, V2 3.3V/50A, V3 12V/10A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6H13XXPDI	Configurable power supply, 600W. DC input. Hotswap with V1 1.8V/70A, V2 2.5V/50A, V3 5V/10A, V4 N/C, V5 +1.8V/3A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6H13XXPDL	Configurable power supply, 600W. DC input. Hotswap with V1 1.8V/70A, V2 2.5/50A, V3 5V/10A, V4 N/C, V5 +1.8/3A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6H13XXPDM	Configurable power supply, 600W. DC input. Hotswap with V1 1.8/70A, V2 2.5V/50A, V3 5V/10A. V4 N/C, V5 +1.8V/3A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6H14NDI	Configurable power supply, 600W. DC input. Hotswap with V1 1.8V/70A, V2 3.3V/50A, V3 5V/10A, V5 -1.8V/3A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6H14NDL	Configurable power supply, 600W. DC input. Hotswap with V1 1.8V/70A, V2 3.3/50A, V3 5V/10A, V5 -1.8/3A. Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6H14NDM	Configurable power supply, 600W. DC input. Hotswap with V1 1.8/70A, V2 3.3V/50A, V3 5V/10A, V5 -1.8V/3A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6H15I	Configurable power supply, 600W. DC input. Hotswap with V1 2.5V/100A, V3 5V/10A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6H15L	Configurable power supply, 600W. DC input. Hotswap with V1 2.5V/100A, V3 5V/10A, Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6H15M	Configurable power supply, 600W. DC input. Hotswap with V1 2.5/100A, V3 5V/10A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6H16I	Configurable power supply, 600W. DC input. Hotswap with V1 2.5V/50A, V2 3.3V/50A, V3 5V/10A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6H16L	Configurable power supply, 600W. DC input. Hotswap with V1 2.5V/50A, V2 3.3/50A, V3 5V/10A, Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6H16M	Configurable power supply, 600W. DC input. Hotswap with V1 2.5/50A, V2 3.3V/50A, V3 5V/10A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6H17I	Configurable power supply, 600W. DC input. Hotswap with V1 3.3V/100A, V3 5V/10A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6H17L	Configurable power supply, 600W. DC input. Hotswap with V1 3.3V/100A, V3 5V/10A, Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6H17M	Configurable power supply, 600W. DC input. Hotswap with V1 3.3/100A, V3 5V/10A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6H18I	Configurable power supply, 600W. DC input. Hotswap with V1 2.5V/50A, V2 2.5V/50A, V3 5V/10A. I2C module. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6H18L	Configurable power supply, 600W. DC input. Hotswap with V1 2.5V/50A, V2 2.5V/50A, V3 5V/10A, Low leakage. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCD6H18M	Configurable power supply, 600W. DC input. Hotswap with V1 2.5/50A, V2 2.5V/50A, V3 5V/10A. Low leakage & 12C. Operational temperature range from 0°C to 70°C.	Datasheet*)

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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