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ZCA8CPS12 series datasheets. Manufacturer: IPSI.
	
   	ZCA8CPS12	AC/DC front end. Maximum power 650W. Output voltage 12.0V, current 54.2A. Package style chassis mount. Stantard airflow. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA8CPS12C	AC/DC front end. Maximum power 480W. Output voltage 12.0V, current 40.0A. Package style: chassis mount with front panel IEC-320 Intel with switch. Standard airflow. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA8CPS12CI	AC/DC front end. Maximum power 480W. Output voltage 12.0V, current 40.0A. Package style: chassis mount with front panel IEC-320 Intel with switch. I2C function. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA8CPS12CM	AC/DC front end. Maximum power 480W. Output voltage 12.0V, current 40.0A. Package style: chassis mount with front panel IEC-320 Intel with switch. Reverse airflow and I2C function. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA8CPS12CR	AC/DC front end. Maximum power 480W. Output voltage 12.0V, current 40.0A. Package style: chassis mount with front panel IEC-320 Intel with switch. Reverse airflow. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA8CPS12I	AC/DC front end. Maximum power 650W. Output voltage 12.0V, current 54.2A. Package style chassis mount. I2C function. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA8CPS12M	AC/DC front end. Maximum power 650W. Output voltage 12.0V, current 54.2A. Package style chassis mount. Reverse airflow and I2C function. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA8CPS12R	AC/DC front end. Maximum power 650W. Output voltage 12.0V, current 54.2A. Package style chassis mount. Reverse airflow. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA8CPS24	AC/DC front end. Maximum power 700W. Output voltage 24.0V, current 29.2A. Package style chassis mount. Stantard airflow. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA8CPS24C	AC/DC front end. Maximum power 525W. Output voltage 24.0V, current 21.9A. Package style: chassis mount with front panel IEC-320 Intel with switch. Standard airflow. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA8CPS24CI	AC/DC front end. Maximum power 525W. Output voltage 24.0V, current 21.9A. Package style: chassis mount with front panel IEC-320 Intel with switch. I2C function. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA8CPS24CM	AC/DC front end. Maximum power5250W. Output voltage 24.0V, current 21.9A. Package style: chassis mount with front panel IEC-320 Intel with switch. Reverse airflow and I2C function. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA8CPS24CR	AC/DC front end. Maximum power 525W. Output voltage 24.0V, current 21.9A. Package style: chassis mount with front panel IEC-320 Intel with switch. Reverse airflow. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA8CPS24I	AC/DC front end. Maximum power 700W. Output voltage 24.0V, current 29.2A. Package style chassis mount. I2C function. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA8CPS24M	AC/DC front end. Maximum power 700W. Output voltage 24.0V, current 29.2A. Package style chassis mount. Reverse airflow and I2C function. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA8CPS24R	AC/DC front end. Maximum power 700W. Output voltage 24.0V, current 29.2A. Package style chassis mount. Reverse airflow. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA8CPS48	AC/DC front end. Maximum power 800W. Output voltage 48.0V, current 16.7A. Package style chassis mount. Stantard airflow. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA8CPS48C	AC/DC front end. Maximum power 600W. Output voltage 48.0V, current 12.5A. Package style: chassis mount with front panel IEC-320 Intel with switch. Standard airflow. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA8CPS48CI	AC/DC front end. Maximum power 600W. Output voltage 48.0V, current 12.5A. Package style: chassis mount with front panel IEC-320 Intel with switch. I2C function. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA8CPS48CM	AC/DC front end. Maximum power 600W. Output voltage 48.0V, current 12.5A. Package style: chassis mount with front panel IEC-320 Intel with switch. Reverse airflow and I2C function. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA8CPS48CR	AC/DC front end. Maximum power 600W. Output voltage 48.0V, current 12.5A. Package style: chassis mount with front panel IEC-320 Intel with switch. Reverse airflow. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA8CPS48I	AC/DC front end. Maximum power 800W. Output voltage 48.0V, current 16.7A. Package style chassis mount. I2C function. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA8CPS48M	AC/DC front end. Maximum power 800W. Output voltage 48.0V, current 16.7A. Package style chassis mount. Reverse airflow and I2C function. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA8CPS48R	AC/DC front end. Maximum power 800W. Output voltage 48.0V, current 16.7A. Package style chassis mount. Reverse airflow. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA8HPS12	AC/DC front end. Maximum power 650W. Output voltage 12.0V, current 54.2A. Package style hot swap. Standard airflow. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA8HPS12C	AC/DC front end. Maximum power 480W. Output voltage 12.0V, current 40.0A. Package style: hot swap with front panel IEC-320 Intel with switch. Standard airflow. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA8HPS12CI	AC/DC front end. Maximum power 480W. Output voltage 12.0V, current 40.0A. Package style: hot swap with front panel IEC-320 Intel with switch. I2C function. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA8HPS12CM	AC/DC front end. Maximum power 600W. Output voltage 12.0V, current 40.0A. Package style: hot swap with front panel IEC-320 Intel with switch. Reverse airflow and I2C function. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA8HPS12CR	AC/DC front end. Maximum power 480W. Output voltage 12.0V, current 40.0A. Package style: hot swap with front panel IEC-320 Intel with switch. Reverse airflow. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA8HPS12I	AC/DC front end. Maximum power 650W. Output voltage 12.0V, current 54.2A. Package style hot swap. I2C function. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA8HPS12M	AC/DC front end. Maximum power 650W. Output voltage 12.0V, current 54.2A. Package style hot swap. Reverse airflow and I2C function. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA8HPS12R	AC/DC front end. Maximum power 650W. Output voltage 12.0V, current 54.2A. Package style hot swap. Reverse airflow. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA8HPS24	AC/DC front end. Maximum power 700W. Output voltage 24.0V, current 29.2A. Package style hot swap. Standard airflow. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA8HPS24C	AC/DC front end. Maximum power 525W. Output voltage 24.0V, current 21.9A. Package style: hot swap with front panel IEC-320 Intel with switch. Standard airflow. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA8HPS24CI	AC/DC front end. Maximum power 525W. Output voltage 24.0V, current 21.9A. Package style: hot swap with front panel IEC-320 Intel with switch. I2C function. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA8HPS24CM	AC/DC front end. Maximum power 600W. Output voltage 24.0V, current 21.9A. Package style: hot swap with front panel IEC-320 Intel with switch. Reverse airflow and I2C function. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA8HPS24CR	AC/DC front end. Maximum power 525W. Output voltage 24.0V, current 21.9A. Package style: hot swap with front panel IEC-320 Intel with switch. Reverse airflow. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA8HPS24I	AC/DC front end. Maximum power 700W. Output voltage 24.0V, current 29.2A. Package style hot swap. I2C function. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA8HPS24M	AC/DC front end. Maximum power 700W. Output voltage 24.0V, current 29.2A. Package style hot swap. Reverse airflow and I2C function. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA8HPS24R	AC/DC front end. Maximum power 700W. Output voltage 24.0V, current 29.2A. Package style hot swap. Reverse airflow. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA8HPS48	AC/DC front end. Maximum power 800W. Output voltage 48.0V, current 16.7A. Package style hot swap. Standard airflow. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA8HPS48C	AC/DC front end. Maximum power 600W. Output voltage 48.0V, current 12.5A. Package style: hot swap with front panel IEC-320 Intel with switch. Standard airflow. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA8HPS48CI	AC/DC front end. Maximum power 600W. Output voltage 48.0V, current 12.5A. Package style: hot swap with front panel IEC-320 Intel with switch. I2C function. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA8HPS48CM	AC/DC front end. Maximum power 600W. Output voltage 48.0V, current 12.5A. Package style: hot swap with front panel IEC-320 Intel with switch. Reverse airflow and I2C function. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA8HPS48CR	AC/DC front end. Maximum power 600W. Output voltage 48.0V, current 12.5A. Package style: hot swap with front panel IEC-320 Intel with switch. Reverse airflow. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA8HPS48I	AC/DC front end. Maximum power 800W. Output voltage 48.0V, current 16.7A. Package style hot swap. I2C function. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA8HPS48M	AC/DC front end. Maximum power 800W. Output voltage 48.0V, current 16.7A. Package style hot swap. Reverse airflow and I2C function. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ZCA8HPS48R	AC/DC front end. Maximum power 800W. Output voltage 48.0V, current 16.7A. Package style hot swap. Reverse airflow. Operational temperature range from 0°C to 70°C.	Datasheet*)
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*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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