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IS41C16100 series datasheets. Manufacturer: ISSI.
	
   	IS41C16100-50K	5V 1M x 16(16-MBIT) dynamic RAM with edo page mode in 42-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IS41C16100-50KE	5V 1M x 16(16-MBIT) dynamic RAM with edo page mode in 42-pin SOJ package. Operational temperature range from -30°C to 85°C.	Datasheet*)
	IS41C16100-50KI	5V 1M x 16(16-MBIT) dynamic RAM with edo page mode in 42-pin SOJ package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	IS41C16100-50T	5V 1M x 16(16-MBIT) dynamic RAM with edo page mode in 50-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IS41C16100-50TE	5V 1M x 16(16-MBIT) dynamic RAM with edo page mode in 50-pin TSOP package. Operational temperature range from -30°C to 85°C.	Datasheet*)
	IS41C16100-50TI	5V 1M x 16(16-MBIT) dynamic RAM with edo page mode in 50-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	IS41C16100-60K	5V 1M x 16(16-MBIT) dynamic RAM with edo page mode in 42-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IS41C16100-60KE	5V 1M x 16(16-MBIT) dynamic RAM with edo page mode in 42-pin SOJ package. Operational temperature range from -30°C to 85°C.	Datasheet*)
	IS41C16100-60KI	5V 1M x 16(16-MBIT) dynamic RAM with edo page mode in 42-pin SOJ package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	IS41C16100-60T	5V 1M x 16(16-MBIT) dynamic RAM with edo page mode in 50-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IS41C16100-60TE	5V 1M x 16(16-MBIT) dynamic RAM with edo page mode in 50-pin TSOP package. Operational temperature range from -30°C to 85°C.	Datasheet*)
	IS41C16100-60TI	5V 1M x 16(16-MBIT) dynamic RAM with edo page mode in 50-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	IS41LV16100-50K	3.3V 1M x 16(16-MBIT) dynamic RAM with edo page mode in 42-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IS41LV16100-50KE	3.3V 1M x 16(16-MBIT) dynamic RAM with edo page mode in 42-pin SOJ package. Operational temperature range from -30°C to 85°C.	Datasheet*)
	IS41LV16100-50KI	3.3V 1M x 16(16-MBIT) dynamic RAM with edo page mode in 42-pin SOJ package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	IS41LV16100-50T	3.3V 1M x 16(16-MBIT) dynamic RAM with edo page mode in 50-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IS41LV16100-50TE	3.3V 1M x 16(16-MBIT) dynamic RAM with edo page mode in 50-pin TSOP package. Operational temperature range from -30°C to 85°C.	Datasheet*)
	IS41LV16100-50TI	3.3V 1M x 16(16-MBIT) dynamic RAM with edo page mode in 50-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	IS41LV16100-60K	3.3V 1M x 16(16-MBIT) dynamic RAM with edo page mode in 42-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IS41LV16100-60KE	3.3V 1M x 16(16-MBIT) dynamic RAM with edo page mode in 42-pin SOJ package. Operational temperature range from -30°C to 85°C.	Datasheet*)
	IS41LV16100-60KI	3.3V 1M x 16(16-MBIT) dynamic RAM with edo page mode in 42-pin SOJ package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	IS41LV16100-60T	3.3V 1M x 16(16-MBIT) dynamic RAM with edo page mode in 50-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IS41LV16100-60TE	3.3V 1M x 16(16-MBIT) dynamic RAM with edo page mode in 50-pin TSOP package. Operational temperature range from -30°C to 85°C.	Datasheet*)
	IS41LV16100-60TI	3.3V 1M x 16(16-MBIT) dynamic RAM with edo page mode in 50-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	IS41C16100	1M x 16 (16-MBIT) DYNAMIC RAM WITH EDO PAGE MODE	Datasheet*)
	IS41LV16100-50TL	1M x 16 (16-MBIT) DYNAMIC RAM WITH EDO PAGE MODE	Datasheet*)
	IS41LV16100-50TLI	1M x 16 (16-MBIT) DYNAMIC RAM WITH EDO PAGE MODE	Datasheet*)
	IS41LV16100-60TL	1M x 16 (16-MBIT) DYNAMIC RAM WITH EDO PAGE MODE	Datasheet*)
	IS41LV16100-60TLI	1M x 16 (16-MBIT) DYNAMIC RAM WITH EDO PAGE MODE	Datasheet*)
	There are other manufacturers for this components. For more information please check
  IS41C16100 (ICSI)



  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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