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1N4148 series datasheets. Manufacturer: ITT.
	
   	1N4148	150mA Iout, 75V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 200°C.	Datasheet*)
	1N4150	200mA Iout, 50V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 200°C.	Datasheet*)
	1N4152	150mA Iout, 40V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 200°C.	Datasheet*)
	1N4154	150mA Iout, 35V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 200°C.	Datasheet*)
	1N4448	150mA Iout, 100V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 200°C.	Datasheet*)
	1N4450	200mA Iout, 40V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 200°C.	Datasheet*)
	1N4454	150mA Iout, 75V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 200°C.	Datasheet*)
	1N914	150mA Iout, 100V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	LL4148	200mA Iout, 100V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 200°C.	Datasheet*)
	LL4150	200mA Iout, 75V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	LL4152	150mA Iout, 40V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	LL4154	150mA Iout, 35V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 200°C.	Datasheet*)
	LL4448	150mA Iout, 100V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 200°C.	Datasheet*)
	LL4450	150mA Iout, 40V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	LL4454	200mA Iout, 75V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 175°C.	Datasheet*)
	There are other manufacturers for this components. For more information please check
  1N4148 (AEG)
 1N4148 (APD)
 1N4148 (BKC)
 1N4148 (Continental Device India Ltd)
 1N4148 (CENTR)
 1N4148 (CNEL)
 1N4148 (COMCH)
 1N4148 (CRIMS)
 1N4148 (DCCOM)
 1N4148 (DESC)
 1N4148 (Diotec Elektronische)
 1N4148 (DIOUS)
 1N4148 (EIC)
 1N4148 (Fairchild Semiconductor)
 1N4148 (FORMO)
 1N4148 (GDIOD)
 1N4148 (General Semiconductor)
 1N4148 (GODAR)
 1N4148 (HONEY)
 1N4148 (ICC)
 1N4148 (Micronas Intermetall)
 1N4148 (INTRN)
 1N4148 (ISKRA)
 1N4148 (JGD)
 1N4148 (Korea Electronics Co., Ltd.)
 1N4148 (LITON)
 1N4148 (LRC)
 1N4148 (MCC)
 1N4148 (Microsemi Corp.)
 1N4148 (National Semiconductor)
 1N4148 (PAJIT)
 1N4148 (Panasonic (Matsushita))
 1N4148 (Philips Semiconductors)
 1N4148 (RECTR)
 1N4148 (RFE)
 1N4148 (ROHM Co.)
 1N4148 (Semelab Plc.)
 1N4148 (SELI)
 1N4148 (Semtech Corp.)
 1N4148 (SINC)
 1N4148 (SMTUK)
 1N4148 (SSE)
 1N4148 (SGS-Thomson Microelectronics)
 1N4148 (Semitronics Corp.)
 1N4148 (SWE)
 1N4148 (TEMIC)
 1N4148 (TERRY)
 1N4148 (Vishay Telefunken)
 1N4148 (Toshiba)
 1N4148 (ZOWIE)



  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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