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IDT2309 series datasheets. Manufacturer: Integrated Device Technology.
	
   	IDT2309-1DC	V(dd): -0.5 to +4.6V; 0.7W; 3.3V zero delay clock buffer. For SDRAM, telecom, datacom, PC motherboards/workstations, critical path delay designs in 16-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT2309-1DCI	V(dd): -0.5 to +4.6V; 0.7W; 3.3V zero delay clock buffer. For SDRAM, telecom, datacom, PC motherboards/workstations, critical path delay designs in 16-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	IDT2309-1HDC	V(dd): -0.5 to +4.6V; 0.7W; 3.3V zero delay clock buffer. For SDRAM, telecom, datacom, PC motherboards/workstations, critical path delay designs in 16-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT2309-1HDCG	V(dd): -0.5 to +4.6V; 0.7W; 3.3V zero delay clock buffer. For SDRAM, telecom, datacom, PC motherboards/workstations, critical path delay designs in 16-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT2309-1HDCGI	V(dd): -0.5 to +4.6V; 0.7W; 3.3V zero delay clock buffer. For SDRAM, telecom, datacom, PC motherboards/workstations, critical path delay designs in 16-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	IDT2309-1HDCI	V(dd): -0.5 to +4.6V; 0.7W; 3.3V zero delay clock buffer. For SDRAM, telecom, datacom, PC motherboards/workstations, critical path delay designs in 16-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	IDT2309-1HPG	V(dd): -0.5 to +4.6V; 0.7W; 3.3V zero delay clock buffer. For SDRAM, telecom, datacom, PC motherboards/workstations, critical path delay designs in 16-pin TSSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT2309-1HPGG	V(dd): -0.5 to +4.6V; 0.7W; 3.3V zero delay clock buffer. For SDRAM, telecom, datacom, PC motherboards/workstations, critical path delay designs in 16-pin TSSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	IDT2309-1HPGGI	V(dd): -0.5 to +4.6V; 0.7W; 3.3V zero delay clock buffer. For SDRAM, telecom, datacom, PC motherboards/workstations, critical path delay designs in 16-pin TSSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	IDT2309-1HPGI	V(dd): -0.5 to +4.6V; 0.7W; 3.3V zero delay clock buffer. For SDRAM, telecom, datacom, PC motherboards/workstations, critical path delay designs in 16-pin TSSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	IDT2309	3.3V ZERO DELAY CLOCK BUFFER	Datasheet*)
	IDT2309A	3.3V ZERO DELAY CLOCK BUFFER	Datasheet*)
	IDT2309A-1DC	3.3V ZERO DELAY CLOCK BUFFER	Datasheet*)
	IDT2309A-1DCG	3.3V ZERO DELAY CLOCK BUFFER	Datasheet*)
	IDT2309A-1DCGI	3.3V ZERO DELAY CLOCK BUFFER	Datasheet*)
	IDT2309A-1DCI	3.3V ZERO DELAY CLOCK BUFFER	Datasheet*)
	IDT2309A-1HDC	3.3V ZERO DELAY CLOCK BUFFER	Datasheet*)
	IDT2309A-1HDCG	3.3V ZERO DELAY CLOCK BUFFER	Datasheet*)
	IDT2309A-1HDCGI	3.3V ZERO DELAY CLOCK BUFFER	Datasheet*)
	IDT2309A-1HDCI	3.3V ZERO DELAY CLOCK BUFFER	Datasheet*)
	IDT2309A-1HPG	3.3V ZERO DELAY CLOCK BUFFER	Datasheet*)
	IDT2309A-1HPGG	3.3V ZERO DELAY CLOCK BUFFER	Datasheet*)
	IDT2309A-1HPGGI	3.3V ZERO DELAY CLOCK BUFFER	Datasheet*)
	IDT2309A-1HPGI	3.3V ZERO DELAY CLOCK BUFFER	Datasheet*)
	IDT2309A-1PG	3.3V ZERO DELAY CLOCK BUFFER	Datasheet*)
	IDT2309A-1PGG	3.3V ZERO DELAY CLOCK BUFFER	Datasheet*)
	IDT2309A-1PGGI	3.3V ZERO DELAY CLOCK BUFFER	Datasheet*)
	IDT2309A-1PGI	3.3V ZERO DELAY CLOCK BUFFER	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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