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IDT29FCT520 series datasheets. Manufacturer: Integrated Device Technology.
	
   	IDT29FCT520AD	Multilevel pipeline register in 24-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT29FCT520ADB	Multilevel pipeline register in 24-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT29FCT520AE	Multilevel pipeline register in 24-pin CERPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT29FCT520AEB	Multilevel pipeline register in 24-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT29FCT520AL	Multilevel pipeline register in 28-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT29FCT520ALB	Multilevel pipeline register in 28-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT29FCT520AP	Multilevel pipeline register in 24-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT29FCT520APB	Multilevel pipeline register in 24-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT29FCT520ASO	Multilevel pipeline register in 24-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT29FCT520ASOB	Multilevel pipeline register in 24-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT29FCT520BD	Multilevel pipeline register in 24-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT29FCT520BDB	Multilevel pipeline register in 24-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT29FCT520BE	Multilevel pipeline register in 24-pin CERPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT29FCT520BEB	Multilevel pipeline register in 24-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT29FCT520BL	Multilevel pipeline register in 28-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT29FCT520BLB	Multilevel pipeline register in 28-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT29FCT520BP	Multilevel pipeline register in 24-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT29FCT520BPB	Multilevel pipeline register in 24-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT29FCT520BSO	Multilevel pipeline register in 24-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT29FCT520BSOB	Multilevel pipeline register in 24-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT29FCT520CD	Multilevel pipeline register in 24-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT29FCT520CDB	Multilevel pipeline register in 24-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT29FCT520CE	Multilevel pipeline register in 24-pin CERPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT29FCT520CEB	Multilevel pipeline register in 24-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT29FCT520CL	Multilevel pipeline register in 28-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT29FCT520CLB	Multilevel pipeline register in 28-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT29FCT520CP	Multilevel pipeline register in 24-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT29FCT520CPB	Multilevel pipeline register in 24-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT29FCT520CSO	Multilevel pipeline register in 24-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT29FCT520CSOB	Multilevel pipeline register in 24-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	7429FCT520CTD	MULTILEVEL PIPELINE REGISTERS	Datasheet*)
	7429FCT520CTDB	MULTILEVEL PIPELINE REGISTERS	Datasheet*)
	7429FCT521ATQ	MULTILEVEL PIPELINE REGISTERS	Datasheet*)
	7429FCT521ATQB	MULTILEVEL PIPELINE REGISTERS	Datasheet*)
	7429FCT521CTD	MULTILEVEL PIPELINE REGISTERS	Datasheet*)
	7429FCT521CTDB	MULTILEVEL PIPELINE REGISTERS	Datasheet*)
	IDT29FCT520AT	MULTILEVEL PIPELINE REGISTERS	Datasheet*)
	IDT29FCT520BT	MULTILEVEL PIPELINE REGISTERS	Datasheet*)
	IDT29FCT520CT	MULTILEVEL PIPELINE REGISTERS	Datasheet*)
	IDT29FCT520DT	MULTILEVEL PIPELINE REGISTERS	Datasheet*)
	IDT29FCT520A	MULTILEVEL PIPELINE REGISTER	Datasheet*)
	IDT29FCT520B	MULTILEVEL PIPELINE REGISTER	Datasheet*)
	IDT29FCT520C	MULTILEVEL PIPELINE REGISTER	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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