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IDT49FCT3805 series datasheets. Manufacturer: Integrated Device Technology.
	
   	IDT49FCT3805AD	Fast CMOS buffer/clock driver in 20-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT49FCT3805ADB	Fast CMOS buffer/clock driver in 20-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT49FCT3805AE	Fast CMOS buffer/clock driver in 20-pin CERPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT49FCT3805AEB	Fast CMOS buffer/clock driver in 20-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT49FCT3805AL	Fast CMOS buffer/clock driver in 20-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT49FCT3805ALB	Fast CMOS buffer/clock driver in 20-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT49FCT3805AP	Fast CMOS buffer/clock driver in 20-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT49FCT3805APB	Fast CMOS buffer/clock driver in 20-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT49FCT3805APY	Fast CMOS buffer/clock driver in 20-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT49FCT3805APYB	Fast CMOS buffer/clock driver in 20-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT49FCT3805AQ	Fast CMOS buffer/clock driver in 20-pin QSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT49FCT3805AQB	Fast CMOS buffer/clock driver in 20-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT49FCT3805ASO	Fast CMOS buffer/clock driver in 20-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT49FCT3805ASOB	Fast CMOS buffer/clock driver in 20-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT49FCT3805D	Fast CMOS buffer/clock driver in 20-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT49FCT3805DB	Fast CMOS buffer/clock driver in 20-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT49FCT3805E	Fast CMOS buffer/clock driver in 20-pin CERPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT49FCT3805EB	Fast CMOS buffer/clock driver in 20-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT49FCT3805L	Fast CMOS buffer/clock driver in 20-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT49FCT3805LB	Fast CMOS buffer/clock driver in 20-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT49FCT3805P	Fast CMOS buffer/clock driver in 20-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT49FCT3805PB	Fast CMOS buffer/clock driver in 20-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT49FCT3805PY	Fast CMOS buffer/clock driver in 20-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT49FCT3805PYB	Fast CMOS buffer/clock driver in 20-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT49FCT3805Q	Fast CMOS buffer/clock driver in 20-pin QSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT49FCT3805QB	Fast CMOS buffer/clock driver in 20-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT49FCT3805SO	Fast CMOS buffer/clock driver in 20-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT49FCT3805SOB	Fast CMOS buffer/clock driver in 20-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT49FCT3805	FAST CMOS BUFFER/CLOCK DRIVER	Datasheet*)
	IDT49FCT3805A	FAST CMOS BUFFER/CLOCK DRIVER	Datasheet*)
	IDT49FCT3805T	FAST CMOS BUFFER/CLOCK DRIVER	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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