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IDT54FCT2373 series datasheets. Manufacturer: Integrated Device Technology.
	
   	IDT54FCT2373ATD	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2373ATDB	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2373ATE	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2373ATEB	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2373ATL	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2373ATLB	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2373ATP	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2373ATPB	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2373ATPY	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2373ATPYB	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2373ATQ	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2373ATQB	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2373ATSO	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2373ATSOB	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2373CTD	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2373CTDB	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2373CTE	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2373CTEB	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2373CTL	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2373CTLB	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2373CTP	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2373CTPB	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2373CTPY	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2373CTPYB	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2373CTQ	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2373CTQB	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2373CTSO	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2373CTSOB	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2373DTD	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2373DTDB	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2373DTE	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2373DTEB	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2373DTL	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2373DTLB	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2373DTP	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2373DTPB	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2373DTPY	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2373DTPYB	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2373DTQ	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2373DTQB	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2373DTSO	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2373DTSOB	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2373TD	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2373TDB	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2373TE	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2373TEB	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2373TL	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2373TLB	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2373TP	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2373TPB	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2373TPY	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2373TPYB	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2373TQ	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2373TQB	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2373TSO	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2373TSOB	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2533ATD	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2533ATDB	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2533ATE	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2533ATEB	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2533ATL	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2533ATLB	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2533ATP	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2533ATPB	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2533ATPY	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2533ATPYB	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2533ATQ	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2533ATQB	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2533ATSO	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2533ATSOB	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2533CTE	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2533CTEB	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2533CTL	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2533CTLB	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2533CTP	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2533CTPB	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2533CTPY	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2533CTPYB	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2533CTQ	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2533CTQB	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2533CTSO	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2533CTSOB	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2533TD	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2533TDB	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2533TE	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2533TEB	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2533TL	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2533TLB	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2533TP	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2533TPB	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2533TPY	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2533TPYB	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2533TQ	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2533TQB	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2533TSO	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2533TSOB	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573ATD	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573ATDB	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573ATE	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573ATEB	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573ATL	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573ATLB	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573ATP	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573ATPB	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573ATPY	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573ATPYB	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573ATQ	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573ATQB	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573ATSO	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573ATSOB	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573CTD	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573CTDB	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573CTE	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573CTEB	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573CTL	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573CTLB	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573CTP	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573CTPB	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573CTPY	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573CTPYB	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573CTQ	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573CTQB	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573CTSO	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573CTSOB	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573DTD	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573DTDB	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573DTE	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573DTEB	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573DTL	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573DTLB	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573DTP	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573DTPB	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573DTPY	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573DTPYB	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573DTQ	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573DTQB	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573DTSO	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573DTSOB	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573TD	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573TDB	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573TE	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573TEB	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573TL	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573TLB	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573TP	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573TPB	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573TPY	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573TPYB	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573TQ	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573TQB	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573TSO	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2573TSOB	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373ATD	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373ATDB	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373ATE	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373ATEB	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373ATL	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373ATLB	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373ATP	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373ATPB	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373ATPY	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373ATPYB	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373ATQ	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373ATQB	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373ATSO	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373ATSOB	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373CTD	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373CTDB	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373CTE	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373CTEB	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373CTL	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373CTLB	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373CTP	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373CTPB	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373CTPY	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373CTPYB	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373CTQ	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373CTQB	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373CTSO	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373CTSOB	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373DTD	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373DTDB	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373DTE	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373DTEB	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373DTL	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373DTLB	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373DTP	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373DTPB	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373DTPY	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373DTPYB	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373DTQ	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373DTQB	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373DTSO	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373DTSOB	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373TD	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373TDB	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373TE	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373TEB	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373TL	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373TLB	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373TP	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373TPB	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373TPY	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373TPYB	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373TQ	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373TQB	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373TSO	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT373TSOB	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT533ATD	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT533ATDB	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT533ATE	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT533ATEB	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT533ATL	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT533ATLB	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT533ATP	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT533ATPB	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT533ATPY	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT533ATPYB	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT533ATQ	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT533ATQB	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT533ATSO	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT533ATSOB	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT533CTD	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT533CTDB	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT533CTE	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT533CTEB	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT533CTL	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT533CTLB	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT533CTP	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT533CTPB	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT533CTPY	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT533CTQ	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT533CTQB	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT533CTSO	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT533CTSOB	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT533TD	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT533TDB	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT533TE	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT533TEB	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT533TL	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT533TLB	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT533TP	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT533TPB	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT533TPY	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT533TPYB	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT533TQ	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT533TQB	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT533TSO	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT533TSOB	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573ATD	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573ATDB	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573ATE	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573ATEB	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573ATL	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573ATLB	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573ATP	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573ATPB	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573ATPY	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573ATPYB	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573ATQ	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573ATQB	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573ATSO	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573ATSOB	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573CTD	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573CTDB	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573CTE	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573CTEB	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573CTL	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573CTLB	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573CTP	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573CTPB	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573CTPY	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573CTPYB	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573CTQ	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573CTQB	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573CTSO	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573CTSOB	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573DTD	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573DTDB	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573DTE	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573DTEB	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573DTL	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573DTLB	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573DTP	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573DTPB	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573DTPY	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573DTPYB	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573DTQ	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573DTQB	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573DTSO	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573DTSOB	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573TD	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573TDB	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573TE	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573TEB	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573TL	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573TLB	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573TP	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573TPB	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573TPY	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573TPYB	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573TQ	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573TQB	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573TSO	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT573TSOB	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT74FCT2373ATD	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2373ATDB	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2373ATE	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2373ATEB	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2373ATL	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2373ATLB	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2373ATP	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2373ATPB	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2373ATPY	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2373ATPYB	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2373ATQ	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2373ATQB	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2373ATSO	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2373ATSOB	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2373CTD	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2373CTDB	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2373CTE	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2373CTEB	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2373CTL	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2373CTLB	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2373CTP	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2373CTPB	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2373CTPY	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2373CTPYB	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2373CTQ	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2373CTQB	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2373CTSO	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2373CTSOB	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2373DTD	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2373DTE	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2373DTEB	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2373DTL	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2373DTLB	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2373DTP	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2373DTPB	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2373DTPY	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2373DTPYB	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2373DTQ	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2373DTQB	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2373DTSO	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2373DTSOB	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2373TD	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2373TDB	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2373TE	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2373TEB	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2373TL	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2373TLB	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2373TP	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2373TPB	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2373TPY	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2373TPYB	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2373TQ	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2373TQB	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2373TSO	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2373TSOB	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2533ATD	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2533ATDB	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2533ATE	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2533ATEB	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2533ATL	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2533ATLB	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2533ATP	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2533ATPB	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2533ATPY	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2533ATPYB	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2533ATQ	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2533ATQB	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2533ATSO	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2533ATSOB	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2533CTD	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2533CTDB	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2533CTE	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2533CTEB	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2533CTL	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2533CTLB	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2533CTP	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2533CTPB	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2533CTPY	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2533CTPYB	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2533CTQ	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2533CTQB	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2533CTSO	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2533CTSOB	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2533TD	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2533TDB	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2533TE	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2533TEB	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2533TL	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2533TLB	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2533TP	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2533TPB	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2533TPY	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2533TPYB	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2533TQ	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2533TQB	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2533TSO	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2533TSOB	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2573ATD	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2573ATDB	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2573ATE	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2573ATEB	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2573ATL	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2573ATLB	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2573ATP	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2573ATPB	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2573ATQ	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2573ATQB	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2573ATSO	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2573ATSOB	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2573CTD	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2573CTDB	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2573CTE	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2573CTEB	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2573CTL	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2573CTLB	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2573CTP	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2573CTPB	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2573CTPY	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2573CTPYB	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2573CTQ	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2573CTQB	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2573CTSO	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2573CTSOB	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2573DTD	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2573DTDB	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2573DTE	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2573DTEB	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2573DTL	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2573DTLB	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2573DTP	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2573DTPB	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2573DTPY	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2573DTPYB	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2573DTQ	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2573DTQB	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2573DTSO	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2573DTSOB	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2573TD	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2573TDB	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2573TE	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2573TEB	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2573TL	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2573TLB	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2573TP	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2573TPB	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2573TPY	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2573TPYB	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2573TQ	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2573TQB	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2573TSO	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2573TSOB	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT373ATD	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT373ATDB	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT373ATE	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT373ATEB	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT373ATL	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT373ATLB	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT373ATP	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT373ATPB	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT373ATPY	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT373ATPYB	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT373ATQ	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT373ATQB	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT373ATSO	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT373ATSOB	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT373CTD	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT373CTDB	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT373CTE	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT373CTEB	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT373CTL	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT373CTLB	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT373CTP	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT373CTPB	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT373CTPY	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT373CTPYB	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT373CTQ	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT373CTQB	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT373CTSO	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT373CTSOB	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT373DTD	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT373DTDB	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT373DTE	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT373DTEB	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT373DTL	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT373DTLB	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT373DTP	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT373DTPB	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT373DTPY	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT373DTPYB	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT373DTQ	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT373DTQB	Fast smos octal transparent latche in 20-pin QSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT373DTSO	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT373DTSOB	Fast smos octal transparent latche in 20-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT373TD	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT373TDB	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT373TE	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT373TEB	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT373TL	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT373TLB	Fast smos octal transparent latche in 20-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT373TP	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT373TPB	Fast smos octal transparent latche in 20-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT373TPY	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT373TPYB	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
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	IDT74FCT533ATDB	Fast smos octal transparent latche in 20-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT533ATE	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT533ATEB	Fast smos octal transparent latche in 20-pin CERPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
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	IDT74FCT533ATPYB	Fast smos octal transparent latche in 20-pin SSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
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